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1. Общие правила безопасности

1. Общая безопасность
Перед работой прочитайте приведённые ниже меры безопасности,
чтобы избежать травм и повреждения этого прибора и
подключённого к нему оборудования. Для предотвращения
возможной опасности используйте прибор только в установленных
пределах и предусмотренных условиях. Техническое обслуживание
разрешено только квалифицированным специалистам. Для
предотвращения пожара и травм:

■ Правильно подключайте пробник. Его заземляющий вывод

предназначен для подключения к земле. Не подключайте этот
вывод к положительному полюсу.

■ Используйте подходящий сетевой кабель. Применяйте только
комплектный кабель, разрешённый к использованию в вашей стране.

■ Правильно подключайте и отключайте провода. Если пробник или

измерительный провод подключён к источнику напряжения, не
следует произвольно подключать или отключать его.

■ Заземлите прибор. Прибор заземляется через защитный проводник
сетевого кабеля. Для защиты от поражения током этот проводник должен
быть заземлён. До подключения к любым входам или выходам прибор
необходимо надлежащим образом заземлить.

При питании от сети переменного тока запрещено
непосредственно измерять сетевое напряжение: измерительная
земля и защитный проводник сетевого кабеля соединены друг с
другом, поэтому возникнет короткое замыкание.

■ Соблюдайте номинальные параметры всех выводов. Чтобы избежать
пожара или поражения током, проверяйте характеристики и маркировку
прибора. Перед подключением ознакомьтесь с параметрами в
руководстве.

■ Не работайте без крышек. Запрещено использовать прибор со снятыми
крышками или панелями.

■ Используйте только предохранитель указанного типа и номинала для
этого

1.General Safety Requirements
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1.General Safety Requirements
Before use, please read the following safety precautions to avoid any

possible bodily injury and to prevent this product or any other connected

products from damage. In order to avoid any contingent danger, ensure

this product is only used within the range specified.

Only the qualified technicians can implement the maintenance.

To avoid Fire or Personal Injury:

 Connect the probe correctly. The grounding end of the probe

corresponds to the grounding phase. Please don't connect the

grounding end to the positive phase.

 Use Proper Power Cord. Use only the power cord supplied with the

product and certified to use in your country.

 Connect or Disconnect Correctly. When the probe or test lead is

connected to a voltage source, please do not connect and disconnect the

probe or test lead at random.

 Product Grounded. This instrument is grounded through the power cord

grounding conductor. To avoid electric shock, the grounding conductor

must be grounded. The product must be grounded properly before any

connection with its input or output terminal.

When powered by AC power, it is not allowed to measure AC power

source directly, because the testing ground and power cord ground

conductor are connected together, otherwise, it will cause short

circuit.

 Check all Terminal Ratings. To avoid fire or shock hazard, check all

ratings and markers of this product. Refer to the user's manual for more

information about ratings before connecting to the instrument.

 Do not operate without covers. Do not operate the instrument with

covers or panels removed.

 Use Proper Fuse. Use only the specified type and rating fuse for this
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прибора.

■ Не касайтесь открытых цепей. Не прикасайтесь к оголённым контактам
и компонентам при включённом приборе.

■ Не используйте сомнительно исправный прибор. При подозрении на
повреждение обратитесь к квалифицированному специалисту для
проверки до продолжения работы.

■ Обеспечьте хорошую вентиляцию осциллографа. При установке

прибора обеспечьте достаточную вентиляцию; дополнительные
сведения приведены в руководстве.

■ Не работайте во влажных условиях.

■ Не работайте во взрывоопасной атмосфере.

■ Поверхности прибора должны быть чистыми и сухими.

1.General Safety Requirements

2

instrument.

 Avoid exposed circuit. Do not touch exposed junctions and components

when the instrument is powered.

 Do not operate if in any doubt. If you suspect damage occurs to the

instrument, have it inspected by qualified service personnel before further

operations.

 Use your Oscilloscope in a well-ventilated area. Make sure the

instrument installed with proper ventilation, refer to the user manual for

more details.

 Do not operate in wet conditions.

 Do not operate in an explosive atmosphere.

 Keep product surfaces clean and dry.
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2. Термины и знаки безопасности
Термины безопасности

Термины в руководстве. В руководстве используются следующие
обозначения:

Предупреждение: условия или действия с угрозой

к травме или гибели.

Внимание: условия или действия, способные привести
к повреждению этого прибора или другого имущества.

Термины на приборе. На приборе могут встречаться следующие
обозначения: Опасно: непосредственная угроза травмы или другой
опасности. Предупреждение: возможная угроза травмы или другой
опасности. Внимание: возможно повреждение прибора или другого
имущества.

Символы безопасности

Символы на приборе. На прибор могут наноситься следующие символы:

Опасное напряжение
Защитное заземление

Заземление корпуса
Измерительное заземление

Постоянный ток (DC)
Предохранитель

Переменный ток (AC)
Внимание, опасность
(соответствующие
предупреждения см. в
руководстве)

Постоянный и
переменный ток

Категория перенапряжения II

Соответствие
директивам

Европейского союза

Категория перенапряжения III

Оборудование с
двойной или

усиленной изоляцией

Категория перенапряжения IV
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2.Safety Terms And Symbols
Safety Terms

Terms in this manual. The following terms may appear in this manual:

Warning: Warning indicates the conditions or practices that could
result in injury or loss of life.

Caution: Caution indicates the conditions or practices that could
result in damage to this product or other property.

Terms on the product. The following terms may appear on this product:

Danger: It indicates an injury or hazard may immediately happen.

Warning: It indicates an injury or hazard may be accessible potentially.

Caution: It indicates a potential damage to the instrument or other property

might occur.

Safety Symbols

Symbols on the product. The following symbol may appear on the product:

Hazardous Voltage Protective Earth Terminal

Chassis Ground Test Ground

Direct current (DC) Fuse

Alternating current
(AC)

Caution, risk of danger (refer to this
manual for specific Warning or
Caution information)

Both direct and
alternating current Category II overvoltage protection

Conforms to European
Union directives Category III overvoltage protection

Equipment protected
throughout by double
insulation or reinforced
insulation

Category IV overvoltage protection



2. Термины и знаки безопасности

Чтобы избежать травм и повреждения прибора и подключённого
оборудования, перед работой внимательно прочитайте следующие
указания безопасности. Используйте прибор только по назначению.

Предупреждение:

Четыре канала осциллографа не имеют гальванической развязки.
При измерении каналы должны иметь общую землю. Во избежание
короткого замыкания нельзя подключать земли четырёх пробников
к четырём различным неизолированным уровням постоянного
напряжения.

Предупреждение:

При измерении учитывайте общую землю каналов, иначе
заземляющий провод пробника осциллографа может вызвать
короткое замыкание. Схема подключения заземляющего провода
осциллографа:

Схема внутренних соединений земли при подключении прибора
через порт к компьютеру с питанием от сети переменного тока.

При питании осциллографа от сети переменного тока и
подключении его через порт к компьютеру с сетевым питанием
нельзя измерять первичную сторону электрической сети.

Пробник Осциллограф Адаптер AC Сетевая розетка

Вход сигнала

Зажим земли

Пробник Осциллограф ПК Сетевая розетка

Вход сигнала

Зажим земли

USB/VGA/COM/
LAN-кабель
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To avoid body damage and prevent product and connected equipment
damage, carefully read the following safety information before using the test
tool. This product can only be used in the specified applications.

Warning:

The four channels of the oscilloscope are not electrically isolated. The

channels should adopt a common ground during measuring. To prevent

short circuits, the 4 probe grounds must not be connected to 4 different

non-isolated DC levels.

Warning:

Note when measuring the channel to the public base, otherwise may

cause short circuit because of the oscilloscope probe ground wire.

The diagram of the oscilloscope ground wire connection:

The diagram of internal ground connection when the instrument is

connected to the computer (AC power supply) via a port.

When the oscilloscope is powered by AC and connected to a

computer with AC power supply via a port, the primary side of the power

grid cannot be measured.
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Предупреждение:
Во избежание пожара или поражения током при входном
сигнале осциллографа свыше 42 В пикового значения (30 В ср.
кв.) либо работе с цепями мощностью свыше 4800 ВА
соблюдайте следующие меры:
● Только комплектные изолированные пробники и провода.

● Перед работой проверяйте пробники и другие
принадлежности; повреждённые заменяйте.

● Сразу после работы отсоединяйте пробники, измерительные
провода и другие принадлежности.

● Отсоединяйте USB-кабель между осциллографом и
компьютером.

● Не подавайте напряжение выше номинального для прибора:
напряжение наконечника пробника поступает прямо на
осциллограф. Будьте особенно осторожны при коэффициенте
1:1.
● Не применяйте BNC и «бананы» с открытым металлом.

● Не вставляйте металлические предметы в разъёмы.

Общая проверка

После получения нового прибора рекомендуется проверить его в
следующем порядке.

1. Проверьте отсутствие повреждений при перевозке.

Если картонная упаковка или защитная прокладка из пенопласта
сильно повреждена, сохраните её до тех пор, пока прибор и его
принадлежности не пройдут проверку электрических и механических
характеристик.

2. Проверьте принадлежности.

Комплектные принадлежности перечислены в разделе «Приложение
А: Принадлежности». По этому перечню проверьте комплектность.
При отсутствии или повреждении какой-либо принадлежности
обратитесь к дистрибьютору, обслуживающему ваш прибор, или в
местное представительство.

2.Safety Terms And Symbols
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Warning:
To avoid fire or electrical shock, when the oscilloscope input
signal connected is more than 42V peak (30Vrms) or on circuits of
more than 4800VA, please take note of below items:

 Only use accessory insulated voltage probes and test lead.

 Check the accessories such as probe before use and replace it
if there are any damages.

 Remove probes, test leads and other accessories immediately
after use.

 Remove USB cable which connects oscilloscope and
computer.

 Do not apply input voltages above the rating of the instrument
because the probe tip voltage will directly transmit to the
oscilloscope. Use with caution when the probe is set as 1:1.

 Do not use exposed metal BNC or banana plug connectors.

 Do not insert metal objects into connectors.

How To Conduct A General Inspection

After you get a new device, it is recommended that you should make a check

on the instrument according to the following steps.

1. Check whether there is any damage caused by transportation.

If it is found that the packaging carton or the foamed plastic protection

cushion has suffered serious damage, do not throw it away first till the

complete device and its accessories succeed in the electrical and

mechanical property tests.

2. Check the Accessories.

The supplied accessories have been already described in the "Appendix A:

Accessories" of this Manual. You can check whether there is any loss of

accessories with reference to this description. If it is found that there is any

accessory lost or damaged, please get in touch with our distributor

responsible for this service or our local offices.
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3. Проверьте прибор в целом.

При внешних повреждениях, ненормальной работе прибора или
неудовлетворительных результатах проверки характеристик
обратитесь к обслуживающему дистрибьютору или в местное
представительство. При повреждении прибора во время перевозки
сохраните упаковку. Сообщите о случившемся перевозчику или
обслуживающему дистрибьютору, после чего будет организован
ремонт или замена прибора.

Проверка работоспособности

Выполните быструю проверку функций, чтобы убедиться в
исправной работе прибора.

Проверка при включении

Для включения прибора нажмите  и удерживайте (1–2

секунды) в нижнем левом углу корпуса.

На экране появится заставка. Подождите несколько секунд: реле
внутри корпуса издаст тихий щелчок. После завершения всех
пунктов самопроверки прибор непосредственно перейдёт в свою
систему.

2.Safety Terms And Symbols
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3． Check the Complete Instrument.

If it is found that there is damage to the appearance of the instrument, or

the instrument can not work normally, or fails in the performance test,

please get in touch with our distributor responsible for this business or our

local offices. If there is damage to the instrument caused by the

transportation, please keep the package. With the transportation

department or our distributor responsible for this business informed about

it, a repairing or replacement of the instrument will be arranged by us.

How To Conduct Function Inspection

Conduct a quick function inspection to confirm if the instrument is running

in normal state.

Power-on Inspection

To power on the instrument, long press(1~2 seconds) in the
lower left of the host.

The instrument screen shows the startup screen and wait a few seconds,

the relay in the host will make a slight click sound. After performing all

self-inspection items on the instrument, the instrument will directly enter

instrument system.
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3. Начальное руководство
AFG и LA — дополнительные функции. Соответствующие кнопки и

разъёмы LA или AFG имеются только в моделях, поддерживающих эти
функции. Подробнее см. таблицу ниже. Далее дополнительные
пояснения не приводятся; учитывайте конкретную модель. Примеры
показаны для четырёх каналов; для двухканальных моделей
ориентируйтесь на них.

Модель Канал AFG LA

ADS912A 2 Опция √
ADS914A 4 Опция √
ADS922A 2 Опция √
ADS924A 4 Опция √

В этой главе рассматриваются следующие темы:

● Устройство прибора

● Пользовательский интерфейс

● Компенсация пробника

● Настройка коэффициента ослабления пробника

● Безопасное использование пробника

● Самокалибровка
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3.Primary User Guide
AFG and LA are optional features. The corresponding LA buttons/interface

or AFG buttons/interfaces are only available on models that support these

features. Please refer to the table below for details. In the following text, no

further explanation will be provided; please refer to the specific model

accordingly. The following are illustrated with four channels as an example,

and for two channels, please refer to four channels.

Model Channel AFG LA

ADS912A 2 Option √
ADS914A 4 Option √
ADS922A 2 Option √
ADS924A 4 Option √

This chapter elaborates the following topics:

 A general knowledge of the structure of the instrument

 A general knowledge of the user interface of the instrument

 How to conduct probe compensation

 How to set the probe attenuation coefficient

 How to use the probe safely

 How to conduct self-calibration
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Устройство

прибора

Эта глава кратко описывает органы управления и функции передней
панели, помогая как можно быстрее освоить работу с прибором.

Передняя панель

Ручки и функциональные кнопки на панели прибора позволяют открывать
различные меню или непосредственно включать нужные функции.

Рисунок 3-1. Передняя панель

1. Дисплей поддерживает сенсорное управление (примечание: настройки
автоматически сохраняются после 10 секунд бездействия).

2. Универсальная ручка и кнопки со стрелками.

● Универсальная ручка:  когда отображается в меню экрана, её
можно
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A General Knowledge Of The Structure Of The

Instrument

This chapter gives a brief description and introduction to the operations and

functions of the front panel of the instrument, so as to facilitate your operations

of the instrument in the shortest time.

Front Panel

On the instrument panel, knobs and function buttons are used to enter different

function menus or directly use specific function application.

Figure 3-1: Front panel

1. The display area supports touch (Note: 10 seconds idle user configuration

auto save).

2. General knob and arrow keys.

 General knob: When appears in the screen menu, it can be
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вращать для настройки значения. Например, 

можно вращать

ручку для изменения смещения.
● Кнопки со стрелками :  выбор параметра.

• Кнопка Home :  возврат на главный экран.

• Кнопка Touch : нажмите  для отключения сенсорного экрана;

кнопка подсвечивается. Повторное нажатие включает сенсорный

экран, подсветка гаснет. Примечание: блокировка Touch Lock

работает только в системе EduInstr и не действует на главном экране

и в других приложениях.

● Кнопка Measure включает и отключает функцию вправо.
● Кнопка Cursor включает и отключает курсоры.
• Кнопки быстрого доступа: Run/Stop, Single, Autoset.

3. Область управления запуском: одна кнопка и один регулятор.

● Ручка Trigger Level регулирует уровень запуска;

● Кнопка Force выполняет принудительный запуск.

4. Область управления AFG: одна кнопка.

• Кнопка ON/OFF включает/выключает AFG;

5. Вертикальное управление: семь кнопок и два регулятора.

● Кнопки CH1, CH2, CH3, CH4 включают и отключают каналы 1, 2, 3 и
4 соответственно;

● Кнопка Math включает и отключает математические функции;

● Кнопка Ref включает и отключает отображение опорной
осциллограммы;

• Кнопка LA включает/выключает логический анализатор;

● Ручка Vertical Position регулирует вертикальное положение его;

● Ручка Vertical Scale регулирует масштаб напряжения
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turned to set the value. Example can rotate the

knob to change the offset value.

 Arrow keys : Move to select the parameter.

 Home key : Return to the main homepage.

 Touch key : Press it to disable the touch screen, the key light

turns on; and press it again to enable the touch screen, the key light

turns off (Note: The Touch Lock is only available in EduInstr system

and does not work on the main homepage and other application

interface.).

 “Measure” key corresponds to enable/disable the measurement

function.

 “Cursor” key corresponds to enable/disable the cursor function.

 Shortcut key: Run/Stop, Single, Autoset.

3. Trigger control area: Contain one key and one knob.

 “Trigger Level” knob is to adjust trigger level;

 Force key is the forced trigger shortcut key.

4. AFG control area: Contain one key.

 “ON/OFF” key corresponds to enable/disable the AFG function;

5. Vertical control area: Contain seven keys and two knobs.

 “CH1”, “CH2”, “CH3”, “CH4” key are correspond to the channel switch

of Channel 1, Channel 2, Channel 3 and Channel 4 respectively;

 “Math” key corresponds to enable/disable the waveform math function;

 “Ref” key corresponds to enable/disable the reference waveform

function;

 “LA” key corresponds to enable/disable the LA function;

 “Vertical Position” knob is to control the vertical position of selected

channel;

 “Vertical Scale” knob is to control the voltage scale for selected
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каналу.

6. Горизонтальное управление: два регулятора.

● Horizontal Position задаёт позицию запуска по горизонтали.

● Ручка Horizontal Scale регулирует масштаб развёртки.

7. Компенсатор пробника: выход сигнала около 3,3 В/1 кГц.

8. Область входных разъёмов каналов.

9. Область входного разъёма LA.

10. Интерфейс USB Host: при подключении осциллографа к внешнему
USB-устройству как ведущее устройство, интерфейс USB Host
используется для передачи данных (примечание: можно подключать
мышь, клавиатуру, USB-накопитель и т. п.).

11. Выключатель прибора с фиксацией и автоматическим запоминанием
последнего выключения. Если прибор был выключен отключением
питания, то при следующей подаче питания нажимать выключатель не
требуется. Если прибор выключен кнопкой, для включения необходимо
снова нажать эту кнопку.
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channel.

6. Horizontal control area: Contain two knobs.

 “Horizontal Position” knob is to control the horizontal position triggered.

 “Horizontal Scale” knob is to control time base scale.

7. Probe compensation: about 3.3V/1kHz signal output.

8. Channel input port area.

9. LA single input port area.

10.USB Host Interface: When the oscilloscope is connected to an external

USB device as a “master device”, the USB Host interface is used to

transmit the data (Note: the devices that can be connected include a mouse,

keyboard, USB flash drive, etc.).

11.Instrument switch with memory (self-lock) switch and auto memory of last

shutdown; if the instrument is shut down by powering the supply off, there is

no need to press the switch to start it up after next power-on; if the

instrument is shut down by pressing the switch key, it is required to press

the switch key again to power it on.



3. Начальное руководство

Задняя панель

Рисунок 3-2. Задняя панель

1. Складная ручка.

2. Вентиляционное отверстие.

3. LAN: сетевой интерфейс подключения к ПК или маршрутизатору.

4. Интерфейс USB Device: при подключении осциллографа к внешнему
USB-устройству как ведомое устройство, интерфейс USB Device
передаёт данные. Например, через него можно подключить ПК.

5. Интерфейс HDMI: подключение внешнего монитора или проектора к
выходу HDMI.

6. Разъём питания USB-C.

7. Опора: регулировка угла наклона осциллографа.

8. Винт заземления.

9. Защитный замок.

10. Разъём AFG.

11. Trig Out (P/F): выход запуска или результата проверки Pass/Fail.
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Rear Panel

Figure 3-2: Rear Panel

1. Foldable Handle.

2. Heat Emission Hole.

3. LAN Interface: The network interface to connect a PC or router.

4. USB Device Interface: When the oscilloscope is connected to an external

USB device as a “slave device”, the USB Device interface is used to

transmit the data. For example, use the interface to connect a PC.

5. HDMI Interface: To connect HDMI output to the external monitor or

projector.

6. USB-C power supply interface.

7. Foot Rest: To adjust the inclined angle of the oscilloscope.

8. Ground screw.

9. Safety lock.

10.AFG interface.

11.Trig Out (P/F) Interface: Trigger output or pass/fail output port.
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Пользовательский интерфейс

прибора

Рисунок 3-3. Элементы интерфейса дисплея

1. Экранные кнопки быстрого доступа к функциям осциллографа.

2. Индикатор подключения USB Device.

3. Индикатор подключения LAN (значок означает, что Wi-Fi

включён и подключён). Нажмите значок, чтобы открыть настройки
Wireless & networks («Беспроводные сети»).

4. Индикатор подключения USB-накопителя.

5. Системное время. Нажмите, чтобы открыть настройки окно управления
компьютером.

6. Панель информации AFG, LA, Counter и других функций. Примечание:
нажмите

в левом углу включает или отключает статистику). Смахните
панель вправо, чтобы закрыть соответствующую функцию.

7. Кнопка главного меню: показать или скрыть
главное меню.
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A General Knowledge Of The User Interface Of The

Instrument

Figure 3-3:Illustrative Drawing of Display Interfaces

1. Shortcut soft keys of oscilloscope functions.

2. USB Device access identifier.

3. LAN port access identifier (If icon for the , it indicates the Wi-Fi is

enabled and connected currently). Click the icon will switch to the

Wireless&networks setting interface.

4. U disk access identifier.

5. System set time, click the icon will switch to the Date&time setting

interface.

6. AFG, LA, Counter and others function information display bar (Note: click

/ on the left corner corresponds to enable/disable statistic). Right

swipe the information display bar to close the corresponding function.

7. Main menu key, click to show/hide the main menu.
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8. Показать или скрыть информационную панель справа.

9. Позиция уровня запуска; удерживайте для центрирования.

10. Информационная панель функций: параметры горизонтали, сбора
данных и запуска. Нажатие показывает или скрывает окно настройки
соответствующей функции.

11. Информационная панель каналов: параметры каналов 1, 2, 3 и 4
соответственно (примечание: смахивание панели вниз включает или
отключает осциллограмму). Обозначения: BW означает ограничение
полосы до 20 МГц.

» означает связь по постоянному току (DC);

» означает связь по переменному току (AC);

» означает подключение к земле (GND).

12. Осциллограмма канала.

13. Область осциллограмм.

14. Позиция развёртки; удерживайте для центрирования.

15. Текущее состояние работы.
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8. Hide/show the information display bar on the right.

9. Trigger level position, press and hold can be center.

10. Function information display bar: display Horizontal, Acquire, Trigger

information respectively. Click the bar can show/hide the corresponding

setting window.

11. Channel information display bar. Display the configure information of

Channel 1, Channel 2, Channel 3 and Channel 4 respectively (Note: The

swipe down the bar can turn on or off the waveform display).

Among:

BW indicates that the bandwidth limit is 20MHz.

“ ” indicates DC coupling;

“ ” indicates AC coupling;

“ ” indicates Ground coupling.

12. Channel waveform.

13. Waveform display area.

14. Time base position, press and hold can be center.

15. Display the current running status.
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Проверка осциллографа

1. Установите переключатель пробника в положение 10X и
подключите пробник к каналу CH1 осциллографа.

Совместите паз пробника с выступом разъёма BNC канала CH1, затем
поверните пробник вправо для фиксации. Подключите наконечник и
зажим заземления пробника к выводам компенсатора пробника.

2. Выполните Autoset.

Через несколько секунд появится прямоугольный сигнал частотой 1 кГц
и размахом около 3,3 В (см. рисунок 3-4). Проверьте CH2, CH3 и CH4,
повторив шаги 2 и 3.

Рисунок 3-4. Автонастройка

Компенсация пробника
При первом подключении пробника к любому входному каналу

выполните эту регулировку для согласования пробника и канала. Если
пробник не скомпенсирован или компенсация неверна, возникают
погрешности либо ошибки измерений. Для компенсации пробника
выполните следующие действия:

1. Установите ослабление пробника 10X в меню и положение 10X на
переключателе пробника (см. «Компенсация пробника», стр. 14).
Подключите пробник к CH1. При использовании
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Oscilloscope Inspection

1. Set the Switch in the Oscilloscope Probe as 10X and Connect the
Oscilloscope with CH1 Channel.
Align the slot in the probe with the plug in the CH1 connector BNC, and then

tighten the probe with rotating it to the right side.

Connect the probe tip and the ground clamp to the connector of the probe

compensator.

2. Perform Autoset.
The square wave of 1 kHz frequency and about 3.3V peak-peak value will

be displayed in several seconds (see Figure 3-4). Check CH2, CH3 and

CH4 by repeating Step 2 and Step 3.

Figure 3-4:AutoSet

How To Implement The Probe Compensation
When connect the probe with any input channel for the first time, make

this adjustment to match the probe with the input channel. The probe which is

not compensated or presents a compensation deviation will result in the

measuring error or mistake. For adjusting the probe compensation, please

carry out the following steps:

1. Set the attenuation coefficient of the probe in the menu as 10X and that of

the switch in the probe as 10X (see "How to Implement the Probe

Compensation" on P14), and connect the probe with the CH1 channel. If a
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наконечника-крючка обеспечьте его плотный контакт с пробником.
Подключите наконечник к сигнальному выводу компенсатора
пробника, а зажим опорного провода - к выводу заземления
компенсатора. Затем нажмите Autoset на передней панели.

2. Проверьте осциллограммы, см. рисунок 3-5. Отрегулируйте пробник
для правильной компенсации, см. рисунок 3-6.

Избыточная Нормальная Недостаточная
Рисунок 3-5. Осциллограммы при компенсации пробника

Рисунок 3-6. Регулировка пробника

3. При необходимости повторите указанные действия.

Коэффициент ослабления пробника
Пробник имеет несколько коэффициентов ослабления, влияющих на
вертикальный масштаб осциллографа. Чтобы изменить или проверить
коэффициент ослабления пробника в меню осциллографа:

1. Нажмите информационную панель канала слева внизу экрана (CH1,
CH2, CH3 или CH4).

2. В появившемся окне настройки канала выберите Probe Attenu (1X, 10X
или другое пользовательское ослабление). Выбранная настройка
сохраняется до следующего изменения.
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probe hook tip is used, ensure that it keeps in close touch with the probe.

Connect the probe tip with the signal connector of the probe compensator

and connect the reference wire clamp with the ground wire connector of

the probe connector, and then push the Autoset button on the front panel.
2. Check the displayed waveforms, see Figure 3-5. Regulate the probe till a

correct compensation is achieved, see Figure 3-6.

Overcompensated Compensated correctly Under compensated
Figure 3-5: Displayed Waveforms of the Probe Compensation

Figure 3-6: Adjust Probe

3. Repeat the steps mentioned if needed.

How To Set The Probe Attenuation Coefficient
The probe has several attenuation coefficients, which will influence the vertical

scale factor of the oscilloscope.

To change or check the probe attenuation coefficient in the menu of

oscilloscope:

1. Click the channel information display bar on the bottom left of the screen

(CH1 Channel, CH2 Channel, CH3 Channel or CH4 Channel).

2. Select Probe Attenu (1X, 10X or other custom probe magnifications) in

the displayed channel setting window. The setting will remain in effect until

changed again after selection.
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Внимание:

По умолчанию в приборе установлен коэффициент
ослабления пробника 10X. Убедитесь, что положение
переключателя ослабления на пробнике совпадает с
выбранным в меню осциллографа коэффициентом
ослабления пробника.

Переключатель пробника имеет положения 1X и 10X, см. рисунок 3-7.

Рисунок 3-7. Переключатель ослабления

Внимание:

В положении 1X пробник ограничивает полосу осциллографа
до 5 МГц. Для работы в полной полосе установите
переключатель в положение 10X.

Безопасное использование пробника
Защитное кольцо на корпусе пробника предохраняет пальцы от

поражения током, см. рисунок 3-8.

Рисунок 3-8. Защитное кольцо

Предупреждение:

Во избежание поражения током во время работы держите
пальцы за защитным кольцом пробника. Во избежание
поражения током не прикасайтесь к металлическим частям
наконечника пробника, подключённого к источнику питания.
Перед измерениями обязательно подключите пробник
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Caution:
The default attenuation coefficient of the probe on the instrument is

preset to 10X.

Make sure that the set value of the attenuation switch in the probe

is the same as the menu selection of the probe attenuation

coefficient in the oscilloscope.

The set values of the probe switch are 1X and 10X,see Figure 3-7.

Figure 3-7: Attenuation Switch

Caution:
When the attenuation switch is set to 1X, the probe will limit the

bandwidth of the oscilloscope in 5MHz. To use the full bandwidth

of the oscilloscope, the switch must be set to 10X.

How To Use The Probe Safely
The safety guard ring around the probe body protects your finger against

any electric shock, see Figure 3-8.

Figure 3-8: Finger Guard

Warning:
To avoid electric shock, always keep your finger behind the safety

guard ring of the probe during the operation.

To protect you from suffering from the electric shock, do not touch

any metal part of the probe tip when it is connected to the power

supply.

Before making any measurements, always connect the probe to



3. Начальное руководство

к прибору, а заземляющий вывод - к земле.

Самокалибровка

Программа самокалибровки быстро приводит осциллограф в

оптимальное состояние для получения наиболее точных результатов.

Её можно запускать в любое время. Особенно она необходима, когда

температура окружающей среды достигает или превышает 5 °C. Для

самокалибровки отсоедините от входных разъёмов все пробники и

провода. Затем нажмите  « » справа внизу экрана, выберите

 в появившемся меню и нажмите  в окне

самокалибровки.
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the instrument and connect the ground terminal to the earth.

How To Conduct Self-Calibration
Self-calibration program is used to quickly make the oscilloscope be in the

optimum condition to obtain the most accurate measurement. This program

can be performed at any time. It is especially necessary when the ambient

temperature reaches or exceeds 5℃.

To conduct self-calibration, disconnect all probes and wires from the input

connector. Then, click “ ” in the lower right of the screen,select

Self-Calibration from the menu displayed and click Start in the

self-calibration display box.
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4. Использование системы
Android
Главный экран системы Android

1. Ярлык приложения. Нажатие ярлыка осциллографа позволяет

перейти к интерфейсу осциллографа.

2. Список приложений (нажмите, чтобы увидеть все приложения).

3. Кнопка задач.

4. Кнопка «Домой».

5. Кнопка «Назад».

Встроенные приложения системы

Откройте список приложений на главном экране. В систему встроены:
включая центр приложений, калькулятор, календарь, часы, почту,
проводник, Firefox, галерею, музыку, осциллограф, запись экрана,
настройки, запись звука и веб-службу, как показано ниже.

4.Use the Android System
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4.Use the Android System

Android System Homepage Window

1. Application shortcut key. If you click the oscilloscope shortcut key,

you can enter the oscilloscope interface.

2. App Drawer (Click to see all apps).

3. Task key.

4. Home key.

5. Back key.

System Built-in Application List

Open the application drawer of the main page. The system built-in application

including: APP Center, Calculator, Calendar, Clock, Email, File Explorer,

Firefox, Gallery, Music, Oscilloscope, Screen Recorder, Settings, Sound

Recorder, Web Service, as show in the following figure.
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5. Работа с осциллографом
Основы работы с осциллографом

Основы системы запуска

На рисунке 5-1 показаны ручка и кнопка управления запуском.
Следующие упражнения помогут освоить систему запуска.

Рисунок 5-1. Зона управления запуском

1. Ручка Trigger Level изменяет уровень запуска. При вращении Trigger
Level указатель запуска на экране перемещается вверх и вниз. Вместе с
указателем соответствующим образом изменяется значение уровня
запуска на экране.

Примечание: ручка Trigger Level не только меняет уровень запуска, но
и быстро устанавливать его посередине амплитуды сигнала запуска.

2. Кнопка Force вызывает принудительный запуск; применяется главным
применяется главным образом в режимах Normal и Single.

Основы системы AFG

На рисунке 5-2 показана одна кнопка. Следующие упражнения
освоить систему AFG.

Рисунок 5-2. Зона управления AFG

1. Нажмите ON/OFF для включения/выключения AFG. При включении
кнопка подсвечивается, при выключении подсветка гаснет.

5.Use the Oscilloscope
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5.Use the Oscilloscope
A General Knowledge Of Oscilloscope

A General Knowledge Of Trigger System

As shown in Figure 5-1, there are one knob and one key. The following

exercises are to guide you through the use of the trigger system.

Figure 5-1: Trigger control area
1. Use Trigger Level knob to change the settings of the trigger level.

Rotary the Trigger Level knob, the trigger pointer on the screen moves up
and down as the knob turns. While moving the trigger pointer, the value of

the trigger level on the screen changes accordingly.

Note: Turning the Trigger Level knob can not only change the trigger level
value, but also set the shortcut key of the trigger level at the vertical

midpoint of the trigger signal amplitude.

2. Press Force key to generate a trigger signal forcibly, mainly used in the

“Normal” and “Single” trigger mode.

A General Knowledge Of AFG System

As shown in Figure 5-2, there is one key. The following exercises are to

guide you through the use of the AFG system.

Figure 5-2: AFG control area
1. Press ON/OFF key to enable/disable the AFG function. Open the key light

on, close the key light off.
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Основы горизонтальной системы

На рисунке 5-3 показаны две ручки. Следующие упражнения помогут
освоить горизонтальную систему.

Рисунок 5-3. Зона управления горизонталью

1. Вращайте ручку Horizontal Position, чтобы менять горизонтальное
положение сигнала в окне осциллограмм. Ручка Horizontal Position
регулирует горизонтальное положение сигнала относительно запуска;
при вращении ручки осциллограмма сдвигается по горизонтали. Нажатие
Horizontal Position обнуляет горизонтальное смещение.

2. Вращайте ручку Horizontal Scale для изменения горизонтальной
развёртки и наблюдайте за изменениями в строке состояния: значение
горизонтальной развёртки в ней меняется соответствующим образом.
Нажатие Horizontal Scale включает или отключает режим увеличения
осциллограммы.

Основы вертикальной системы

На рисунке 5-4 показаны семь кнопок и два регулятора. Следующие
упражнения знакомят с вертикальной системой.
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A General Knowledge Of Horizontal System

As shown in Figure 5-3,there are two knobs. The following exercises to

guide you through the use of the horizontal system.

Figure 5-3:Horizontal control area
1. Rotary Horizontal Position knob to adjust the horizontal position of the

signal in the waveform window.

The Horizontal Position knob is to control the triggered horizontal

position of the signal; when turning the knob, the waveform moves

horizontally with the knob. When pressing the Horizontal Position key,

the horizontal displacement can be zero.

2. Rotary the Horizontal Scale knob to change the settings of the horizontal
time base and thus observe the resulting change of the status information,

then the corresponding Horizontal Time Base in the status bar changes
accordingly. Press the Horizontal Scale knob enter or exit waveform
zoom mode.

A General Knowledge Of Vertical System

As shown in Figure 5-4, there are seven keys and two knobs. The

following exercises are to guide you through the use of the vertical system.



5. Работа с осциллографом

Рисунок 5-4. Зона управления вертикалью

1. Ручка Vertical Position регулирует вертикальное положение сигнала.
При её вращении указатель опорной точки земли канала перемещается
вверх и вниз вместе с осциллограммой. При нажатии кнопки Vertical
Vertical вертикальная позиция обнуляется.

Приёмы измерений

Если в канале выбрана связь DC, по расстоянию между
осциллограммой и землёй сигнала можно быстро измерить
постоянную составляющую сигнала. Если выбрана связь AC,
постоянная составляющая сигнала отфильтровывается; это
позволяет отображать переменную составляющую с более высокой
чувствительностью. Если выбрано подключение Ground, внутренний
вход заземляется, а внешний отключается. Это позволяет
эффективно уменьшить влияние внешних помех на результат и
обеспечить точность измерения.

2. Измените настройки вертикали и проследите за состоянием.
Изменение вертикального масштаба любого канала можно определить
по информации на панели в нижней части окна осциллограмм.

● Вращайте Vertical Scale, чтобы изменять вертикальный
масштаб

(масштаб напряжения). На информационной панели масштаб
соответствующего канала изменяется одновременно.
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Figure 5-4: Vertical control area
1. Vertical Position knob to control the vertical display position of the signal.

When turning the Vertical Position knob, the pointer indicating the

Grounding Reference Point of the channel moves up and down following
the waveform. When pressing the Vertical Vertical key, the vertical
position can be zero.

Measuring Skills

If the DC coupling mode is adopted for the channel, observe the gap

between the waveform and the signal ground to quickly measure the DC

component of the signal.

If the AC coupling mode is adopted for the channel, the DC component of

the signal is filtered out, facilitating you to display the AC component of the

signal with higher sensitivity.

If the Ground coupling mode is adopted for the channel, indicates that the

internal input is grounded and the external input is disconnected. It can

effectively reduce the influence of external interference on the

measurement results and ensure the accuracy of the measurement.

2. Change the vertical settings and observe the resulting status change.

You can determine the change of the vertical scale factor of any channel

through the information displayed in the information display bar at the

lower part of the waveform window.

 Turn the Vertical Scale knob to change the Vertical Scale Factor
(Voltage Scale), and the scale factor of corresponding channel in the
information display bar changes accordingly.
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3. Кнопки CH1, CH2, CH3, CH4 включают и отключают соответствующие
каналу.

● Если канал отключён, нажатие включает и выбирает его;

● Если канал включён, но не выбран, нажатие выбирает его;

● Если канал включён и выбран, нажатие отключает каналу.

4. Кнопка Math включает и отключает математические функции; для
включения/выключения опорной осциллограммы; кнопка LA
включает/выключает логический анализатор.

Сенсорное управление

Сенсорный экран позволяет управлять осциллографом с помощью
различных жестов. Сенсорное управление доступно, когда индикатор
блокировки справа вверху передней панели не горит. Нажмите кнопку,
чтобы включить индикатор: при блокировке сенсорное управление
отключено. Ниже описаны сенсорные операции. В скобках указаны
кнопки или ручки, выполняющие ту же функцию.

Сенсорное управление меню

● Открытие окна настройки: нажмите соответствующую
информационную

панель снизу или справа, чтобы открыть окно настройки настройки
CH1.

● Настройка пункта меню: в окне настройки можно изменять параметры
нажатием соответствующего пункта. Доступны переключатели, кнопки,
выбор вариантов, прокручиваемые списки и т. п. Ниже показан выбор из
нескольких вариантов: нажмите нужный вариант для переключения.
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3. Press CH1、CH2、CH3、CH4 key to enable or disable the corresponding

channel.

If the current channel is disable, press it to enable and select the

channel;

If the current channel is enable but no selected, press it to select the

channel;

If the current channel is enable and selected, press it to disable the

channel.

4. Press Math key to enable/disable waveform math function; press Ref key
to enable/disable reference waveform function; press LA key to

enable/disable LA function.

How To Use Touch Screen Control

The touch screen can be used to control the oscilloscope by various

gestures.

Operate the touch screen when the light of the touch lock in the upper

right of the front panel is off; click the key to light up the indicator; the touch

function is disabled when the touch lock is in locked state.

The instructions of the touch screen operations are as follows, the

contents in the parentheses indicate the key or knob that plays the same role.

Use The Touch Screen To Operate The Menu

 Open the Settings window function: Directly click the below or right

information display bar to pop up the corresponding function of the setting

window.

 Set Menu Item: In the Settings window, you can change the configuration
of the relevant menu item by touching it. The types of operable parts

include: switch, button, multiple choice, gear hobbing (scrolling list), etc.

The following box selects the multiple choice, click directly to switch the

options.
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● Прокрутка списка: если в меню есть полоса прокрутки, проводите
пальцем вверх или вниз для прокрутки, как показано ниже.

● Главное меню: нажмите значок справа внизу. Нажмите  нужный

пункт открывшегося меню для вызова окна настройки функции. То же

окно открывает кнопка быстрого доступа вверху экрана.

Смена
опции:
нажать

Кнопка быстрого доступа
открывает нужную функцию

Нажмите
пункт

главного
меню для
настройки
функции
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 Scroll List:When the scroll bar appears in the menu, swipe the screen up

and down with the finger to scroll the list, as shown in the figure below.

 Open Main Menu: Click the icon in the lower right of the display area,

the main menu window pops up, as shown below. Click each item in the

main menu window to open the settings window of the corresponding

function, and click the shortcut key at the top of the screen to open the

corresponding function.



5. Работа с осциллографом

Сенсорные операции

● Выбор канала (CH1, CH2, CH3 или CH4):

нажмите указатель канала слева либо осциллограмму, чтобы
выбрать канал. Нажмите и удерживайте указатель канала, чтобы
установить осциллограмму по центру вертикали.

● Вертикальное положение выбранной осциллограммы (ручка

Vertical Position): для изменения положения по вертикали проводите
пальцем вверх или вниз по свободному месту области осциллограмм,
как показано ниже.

● Уровень запуска источника в меню Trigger (ручка

Trigger Level): две клетки справа в области осциллограмм образуют
зону сенсорного изменения уровня запуска. Проводите по ней вверх
или вниз, как показано ниже.

Нажмите
для

выбора
канала

Выбра
н

Не
выбран

Положение выбранной
осциллограммы по вертикали
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Operate The Touch Screen

 Select a Channel (CH1 channel, CH2 channel, CH3 channel or CH4
channel): Click the channel pointer on the left or click the channel

waveform to make the channel pointer selected. Long press the channel

pointer, the vertical position of waveform can be center.

 Set the vertical position of the selected channel waveform (Vertical
Position knob): The vertical position of the waveform can be changed by

swiping your finger up and down in the blank position of the waveform

display area, as shown in the figure below.

 Set the trigger level of the signal source in the Trigger Menu (Trigger
Level knob): The two grids on the right of the waveform area are the

trigger level touch moving area, and the trigger level can be changed by

sliding up and down in this area, as shown in the figure below.
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● Горизонтальное положение (ручка Horizontal Position):

проводите пальцем влево или вправо в области осциллограмм для
изменения горизонтальной позиции, как показано ниже.

● Масштаб напряжения и развёртки можно менять
следующим образом:

■ В области осциллограмм разводите или сводите большой и
указательный пальцы по вертикали/горизонтали, чтобы менять
масштаб напряжения или развёртки, как показано ниже.

Уровень запуска
источника сигнала

Положение
по горизонтали
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 Set Horizontal Position (Horizontal Position knob): The horizontal
position of the waveform can be changed by swiping your finger around

the waveform display area, as shown in the figure below.

 The control voltage gear and time base can be scaled in the following
way:

 In the waveform display area, up and down/left and right zoom thumb and

index finger to zoom control voltage scale and time base, as shown in the

figure below.
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■ Дважды коснитесь области сигнала и проведите
рукой вверх/вниз или влево/вправо для изменения масштаба
напряжения и развёртки.

Сенсорное управление в режиме увеличения

Нажмите ручку Horizontal Scale, чтобы включить режим увеличения:
основное окно отображается в верхней половине экрана, а увеличенное -
в нижней. В увеличенном окне показан выбранный участок основного
окна в увеличенном виде.

Сведение и разведение по вертикали
меняет масштаб напряжения

текущего канала

Сведение и разведение по
горизонтали

меняет горизонтальную развёртку

Основное
окно

Окно
лупыВертикальная

позиция
осциллограммы
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 In the waveform display area, double-click the screen and slide the hand

up and down/left and right to zoom the control voltage scale and time

base.

Operate The Touch Screen In Waveform Amplification Mode

Press Horizontal Scale knob to enter the waveform zoom mode, the main

window is displayed at the top half of the screen and the amplified window is

displayed at the bottom half of the screen. The amplified window is the

amplified part of the main window that is selected.
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Другие сенсорные операции

● Нажмите и перетащите открытый пункт меню, чтобы переместить его в
подходящее место.

• Управление горизонтальными и вертикальными линиями курсоров,

Уровень запуска
источника сигнала

Положение по горизонтали

Нажмите окно настройки
и перетащите его
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Other Touch Screen Operations

 Click and drag the open menu item to move itself to the appropriate

location.

 Control the horizontal or vertical cursor lines under cursor measurement,
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как показано ниже.

● Run/Stop: нажмите   либо слева вверху области дисплея, чтобы

переключить работу/останов.

● Клавиатура параметров меню: доступны цифровой ввод

и ввод прокруткой. Режим цифрового ввода показан ниже.

Режим ввода прокруткой показан ниже.

Нажмите для
выбора линии

Выбра
н

Не
выбран

Нажмите линию курсора;
перемещайте её влево/вправо

и вверх/вниз.

Удерживайте курсор:
выбраны две

параллельные
линии. Сдвигайте их

влево/вправо и
вверх/вниз

одновременно.

Переключение горизонтальных,
вертикальных и обоих курсоров

Сброс Назад

Закрыть

Нажмите или
поверните ручку:
ввод прокруткой

Подтвердить
ввод,

минимум
и максимум

Единица: нажмите
для подтверждения
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as shown in the figure below.

 Run/Stop: Click or in the upper left of the display area to switch

Run/Stop.

 Parameter Setting Keyboard in Menu Item: There are digital input mode
and hobbing input mode.

Digital input mode, as shown in the figure below.

Hobbing input mode, as shown in the figure below.
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● Смахивание информационной панели

Курсор Закрыть

Переход к
цифровому вводу

Уменьшить цифру
под курсором

Сдвинуть курсор
вправо

Проводите пальцем
вверх/вниз для

изменения значенияУвеличить цифру
под курсором

Сдвинуть
курсор
влево

Смахните панель вправо:
включить/отключить

эту функцию

Смахните панель вправо
для отключения

этой функции

Нажмите значок, чтобы
показать или скрыть
панель информации

справа
Под панелью канала

включение/отключение
осциллограммы

Под панелью функции
отключение этой функции
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 Swipe the information display bar
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Расширенное руководство по осциллографу

В предыдущей главе представлены основные операции,
функциональные зоны передней панели и назначение кнопок и ручек.
Изменение настроек прибора можно отслеживать по строке состояния.
Подробное описание указанных операций и приёмов см. в главе 3
«Начальное руководство».

● Настройка вертикальной системы
● Настройка горизонтальной системы
● Настройка сбора данных
● Настройка запуска
● Автоматические измерения
● Режим XY
● Курсорные измерения
● Математические операции с осциллограммами
● БПФ (FFT)
• Настройка лупы
● Цифровая фильтрация DIR
● Анализ частотной характеристики FRA
● Тест годен/не годен
● Счётчик
● Цифровой вольтметр DVM
● Декодирование
• Настройка LA
● Настройка отображения
● Сохранение и печать
● Опорная осциллограмма
● Самокалибровка
● Проверка пробника
● Кнопки выполнения

Внимательно прочитайте эту главу, чтобы освоить измерительные
функции и другие приёмы работы с осциллографом.
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Advanced User Guide for Oscilloscope

In the previous chapter, basic operations of the oscilloscope, function area

of the front panel and the roles of the keys and knobs are introduced for the

user to determine the change of instrument settings by observing the status

bar. For any details of the operations and methods mentioned above, refer to

Chapter 3 “Primary User Guide”.
 How To Set Vertical System
 How To Set Horizontal System
 How To Set Acquire
 How To Set Trigger
 How To Set Automatic Measurement
 How To Set XY Mode
 How To Set Cursor Measurement
 How To Realize Waveform Operation Function
 How To Set FFT
 How To Set Magnifier
 How To Set DIR(Digital Filtering)
 How To Set FRA(Frequency Response Analysis)
 How To Set Pass Fail
 How To Set Counter
 How To Set DVM
 How To Set Decode
 How To Set LA
 How To Set Display System
 How To Set Save And Print
 How To Set Reference Waveform
 How To Conduct Self-Calibration
 How To Conduct Probe Check
 How To Use Execution Keys
Please carefully read this chapter to understand various measuring

functions and other operation methods of the oscilloscope.
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Настройка вертикальной системы

В зоне вертикали семь кнопок (CH1, CH2, CH3,

CH4, Math, Ref и LA) и два регулятора (Vertical Position и Vertical

Scale).

Настройки каналов

Каждый канал имеет независимое меню вертикали; его пункты
настраиваются отдельно для каждого канала.

Включение и отключение осциллограммы (канала)

(1) Нажатие CH1, CH2, CH3 или CH4 даёт следующие результаты:

● Если канал отключён, нажатие включает его.

● Если канал включён, но не выбран, нажатие выбирает его.

● Если канал включён и выбран, нажатие отключает его. (2)
Смахивание информационной панели CH1, CH2, CH3, CH4 вниз даёт
следующие результаты:

● Если канал отключён, смахивание вниз включает его.

● Если канал включён, смахивание вниз отключает его. (3) Нажатие
информационной панели CH1, CH2, CH3, CH4 даёт следующие
результаты:

● Если канал отключён, нажатие включает и выбирает его.

● Если канал включён, но не выбран, нажатие выбирает его.

● Если канал включён и выбран, нажатие открывает/закрывает его
настройки.

Открытие настроек канала

Нажмите информационную панель слева внизу экрана: откроется
окно настройки. Окно настройки канала описано в таблице ниже:

Меню Настр. Описание

Показ
Включение/отключение осциллограммы
канала.

5.Use the Oscilloscope

32

How To Set Vertical System

In the vertical system control area, there are seven keys (CH1, CH2, CH3,

CH4, Math, Ref and LA) and two knobs (Vertical Position knob and Vertical

Scale knob).

Channel Settings

Each channel is equipped with the independent vertical menu, and each
item is set separately based on different channel.

How to enable or disable the waveform (channel)

(1) Press CH1, CH2, CH3, CH4 key produces the following results:

 If the channel disable, press it enable the channel.

 If the channel enable but no selected, press it select the channel.

 If the channel enable and selected, press it disable the channel.

(2) Swipe down CH1, CH2, CH3, CH4 information display bar produces the

following results:

 If the channel disable, swipe down it enable the channel.

 If the channel enable, swipe down it disable the channel.

(3) Click CH1, CH2, CH3, CH4 information display bar produces the following

results:

 If the channel disable, click it enable and selected the channel.

 If the channel enable but no selected, click it selected the channel.

 If the channel enable and selected, click it open/close channel setting.

How to open the channel settings

Click the information display bar on the lower left corner of the screen,it

will pop up the setting window.

Channel setting window is described in the table below:

Menu Settings Descriptions

Display Click to open/close the channel
waveform.
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Связь
DC
AC

Ground

Пропускает переменную и постоянную
составляющие.
Блокирует постоянную составляющую
входного сигнала.
Отключает входной сигнал.

Инверсия
Включение и отключение инверсии
осциллограммы.

Ослабл.
пробника

Нажмите числовое поле и вращайте
универсальную ручку либо проводите
пальцем вверх/вниз в списке значений
для выбора типового коэффициента.
Кнопками 1X и 10X также можно задать
ослабление 1X или 10X.

Нажмите числовое поле для задания
коэффициента пробника в диапазоне от
1 uX до 1 MX.

Label
(Метка)

Переключатель справа от Label
включает и отключает отображение
метки канала.

Типовая метка канала. Нажмите поле
метки и вращайте универсальную ручку
либо проводите пальцем вверх/вниз по
списку для выбора распространённой
метки.

Нажмите поле ввода метки канала и
введите строку с появившейся
буквенной клавиатуры.

Unit
V
A
W
U

Выберите требуемую единицу
измерения текущего канала.

Полоса 20MHz Полная
Ограничение до 20 МГц для снижения
шума изображения. Полная полоса
осциллографа.

Масштаб
Center
Offset

(Смещение)

Относительно вертикального центра
экрана: осциллограмма
масштабируется вокруг вертикального
центра экрана осциллографа.
Относительно вертикального нуля
канала: осциллограмма
масштабируется вокруг нулевого
уровня канала.
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Coupling

DC

AC

Ground

Pass the AC and DC component of the
input signal.
Block the DC component of the input
signal.
Disconnect the input signal.

Inverted Click to open or close the waveform
inversion function.

Probe
Attenu

Common

Click the Numeric Display Box and turn
General knob or swipe the screen up and
down in the numeric select box with the
finger to select commonly used
magnification; it is also available to set 1X
and 10X probe magnification with 1X and
10X keys.

Custom
Click the Numeric Display Box to set the
probe magnification within the range
between 1uX and 1MX.

Label

Click the switch to the right of the Label
item to choose to display or not display
the channel label.

Common

Set a common display label for a channel.
Click the label box, adjust the universal
knob or swipe up and down in the label
selection box with your finger to select
some commonly used labels.

Custom
Click on the channel label input box and
enter the string directly through the letter
keyboard that pops up.

Unit

V
A
W
U

Set the display unit of current channel as
required.

Limit
20MHz

All

Limit to 20MHz to reduce the display
noise.
The bandwidth of the oscilloscope.

Expand

Center

Offset

Based on the vertical center point of the
screen, the waveform will be scaled
around the vertical center point of the
oscilloscope screen.
Based on the vertical zero point of the
channel, the waveform will be scaled
around the channel's zero level.
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Масштаб

200,0
мкВ;
500,0
мкВ;

1,000 мВ;
2,000 мВ;
5,000 мВ;
10,00 мВ;
20,00 мВ;
50,00 мВ

100.0mV
200.0mV
500.0mV
1.000V
2.000V
5.000V
10.00V

Выберите требуемый масштаб.
Примечание:
● Выбрана единица V; коэффициент
пробника - 1X.

Смещени
е

div, текущая
единица

Вертикальная
позиция

Задайте единицу смещения по
необходимости.
Вертикальная позиция осциллограммы;
из-за ограничений экрана видимый
диапазон составляет ±4 деления.

Настройка канала описана ниже на примере канала 1. Порядок
действий:

1. Настройка связи канала

Измеряемый сигнал - прямоугольный, с постоянным смещением. (1)
Нажмите информационную панель CH1, чтобы открыть окно
настройки CH1. (2) Включите переключатель Display в меню: он
подсветится. (3) В пункте Coupling выберите режим связи.

● DC: связь по постоянному току. Постоянная и переменная
составляющие измеряемого сигнала проходят на вход.

● AC: связь по переменному току. Постоянная составляющая
измеряемого сигнала блокируется.

● Ground: подключение к земле. Входной сигнал отключается.

2. Инверсия осциллограммы

Инверсия осциллограммы - разворот сигнала на 180 градусов
относительно потенциала земли. (1) Нажмите информационную
панель CH1, чтобы открыть окно настройки CH1. (2) Включите
переключатель Display в меню: он подсветится.
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Scale

200.0uV
500.0uV
1.000mV
2.000mV
5.000mV
10.00mV
20.00mV
50.00mV

100.0mV
200.0mV
500.0mV
1.000V
2.000V
5.000V
10.00V

Select the optimum gear as required.
Note:
 Current unit selection is V and the

voltage gear of the probe multiplier is
1X.

Offset

div, Current Unit
Vertical position
settings

According to requirement to set offset
unit.
Set the vertical display position of the
waveform; due to limited screen display,
the visible range is ±4div.

Channel 1 is taken as an example to set the channel, and the operation steps

are as follows:

1. Set the channel coupling

The measured signal is a square-wave signal with DC bias.

(1) Click the CH1 information display bar to bring up the CH1 Settings

window.

(2) Click Display switch in the menu to highlight it.

(3) Select coupling mode in the Coupling option.

 Select DC to set to DC Coupling mode. Both DC and AC components

contained in the measured signal can be passed through.

 Select AC to set to AC Coupling mode. DC components contained in

the measured signal will be blocked.

 Select Ground to set to Ground Coupling mode. Disconnect the input

signal.

2. Set waveform inversion

Waveform inversion: Flip the displayed signal 180 degrees relative to the

ground potential.

(1) Click the CH1 information display bar to bring up the CH1 Settings

window.

(2) Click Display switch in the menu to highlight it.
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(3) Включите переключатель Inverted: он подсветится, а инверсия
включится. Повторно нажмите Inverted: он станет серым, а инверсия
отключится.

3. Коэффициент пробника

Коэффициент ослабления пробника нужно задать в меню канала (см.
«Настройка коэффициента ослабления пробника» на стр. 15). Если
ослабление пробника 1:1, для входа канала также задайте 1X, чтобы
избежать ошибок отображаемого масштаба и результатов
измерений. (1) Нажмите информационную панель CH1, чтобы
открыть окно настройки CH1. (2) Включите переключатель Display в
меню: он подсветится.

(3) В пункте Probe Attenu выберите 10X.

4. Метка канала

(1) Нажмите информационную панель CH1, чтобы открыть окно
настройки CH1. (2) Включите переключатель Display в меню: он
подсветится. (3) Включите Label: переключатель подсветится.
Выберите Common или Custom и задайте требуемую метку канала.

5. Единицы амплитуды

(1) Нажмите информационную панель CH1, чтобы открыть окно
настройки CH1. (2) Включите переключатель Display в меню: он
подсветится. (3) В меню Unit выберите V, A, W или U. По умолчанию
выбрано V.

6. Ограничение полосы

(1) Нажмите информационную панель CH1, чтобы открыть окно
настройки CH1.
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(3) Click Inverted switch to highlight it, the waveform inversion will be

enabled. Click Inverted switch gain to gray it, the waveform inversion

will be disabled.

3. Adjust Probe Ratio

It is required to adjust the coefficient of the probe attenuation ratio in the

channel operation menu (see “How to Set the Probe Attenuation

Coefficient” in Page 15). If the probe attenuation coefficient is 1:1, the input

channel ratio of the channel shall also be set to 1X, so as to avoid errors in

the displayed gear factors and measured data.

(1) Click the CH1 information display bar to bring up the CH1 Settings

window.

(2) Click Display switch in the menu to highlight it.

(3) Select 10X in the Probe Attenu option.

4. Set channel label

(1) Click the CH1 information display bar to bring up the CH1 Settings

window.

(2) Click Display switch in the menu to highlight it.

(3) Click Label switch to highlight it. According to the requirement by

selecting Common or Custom mode to set the channel label.

5. Set amplitude unit

(1) Click the CH1 information display bar to bring up the CH1 Settings

window.

(2) Click Display switch in the menu to highlight it.

(3) Click Unit menu, the optional units are V, A, W and U. Default unit is

V.

6. Set bandwidth limit

(1) Click the CH1 information display bar to bring up the CH1 Settings

window.
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(2) Включите переключатель Display в меню: он подсветится. (3) В
пункте Limit выберите полосу осциллографа.

● Нажмите  Полоса ограничится до 20 МГц, и
высокочастотные составляющие измеряемого сигнала выше 20 МГц
будут заблокированы.

● Нажмите All. Высокочастотные составляющие измеряемого сигнала
проходят на вход.

7. Выберите расширение

(1) Нажмите информационную панель CH1, чтобы открыть окно
настройки CH1.

(2) Включите переключатель Display в меню: он подсветится. (3) В
меню Expand выберите способ масштабирования осциллограммы.

● Center: осциллограмма масштабируется вокруг вертикального
центра экрана осциллографа.

● Offset: осциллограмма масштабируется вокруг вертикальной
нулевой точки (нулевого уровня) канала.

8. Задайте масштаб напряжения

(1) Нажмите информационную панель CH1, чтобы открыть окно
настройки CH1. (2) Включите переключатель Display в меню: он
подсветится. (3) Нажмите числовое поле Scale, чтобы открыть список
масштабов. Проводите пальцем вверх/вниз по списку для выбора
требуемого масштаба.

9. Задайте вертикальное положение

(1) Нажмите информационную панель CH1, чтобы открыть окно
настройки CH1. (2) Включите переключатель Display в меню: он
подсветится. (3) Нажмите число в пункте Offset, чтобы открыть окно
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(2) Click Display switch in the menu to highlight it.

(3) Select the oscilloscope bandwidth in the Limit option.

 Click 20MHz. The bandwidth is limited to 20MHz and the

high-frequency components larger than 20MHz contained in the

measured signal will be blocked.

 Click All. The high-frequency components contained in the measured

signal can be passed through.

7. Set expand

(1) Click the CH1 information display bar to bring up the CH1 Settings

window.

(2) Click Display switch in the menu to highlight it.

(3) Click Expand menu to select the waveform scaling method.

 Click Center. The waveform will be scaled around the vertical center

point of the oscilloscope screen.

 Click Offset. The waveform will be scaled around the channel’s

vertical zero point (zero level).

8. Set voltage scale

(1) Click the CH1 information display bar to bring up the CH1 Settings

window.

(2) Click Display switch in the menu to highlight it.

(3) Click the numeric box in the Scale option to display the scale select

box. It is available to swipe the screen up and down with the finger to

select the required scale value.

9. Set vertical position

(1) Click the CH1 information display bar to bring up the CH1 Settings

window.

(2) Click Display switch in the menu to highlight it.

(3) Click the numeric value in the Offset option to display the setup box of
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вертикальной позиции. Введите значение непосредственно или
вращайте универсальную ручку для нужного положения.

Использование кнопок Math и Ref

О кнопке Math см. «Математические операции с осциллограммами», стр.
85. О кнопке Ref см. «Опорная осциллограмма», стр. 133. О кнопке LA см.
«Логический анализатор LA», стр. 115.

Использование ручек Vertical Position и Vertical Scale

1. Ручка Vertical Position регулирует вертикальную позицию
осциллограммы соответствующего канала. 2. Ручка Vertical Scale
регулирует вертикальное разрешение осциллограммы соответствующего
канала. Вертикальная позиция и сведения о вертикали канала
отображаются слева внизу экрана, как показано на рисунке 5-4.

Рисунок 5-4. Информация о вертикали

Настройка горизонтальной системы

В зоне управления горизонтальной системой находятся ручки
Horizontal
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vertical position; it is available to directly input the value or turn the

general knob to set the required vertical position.

Application of Math key and Ref key

See "How to Realize Waveform Operation Function" on page 85 for the Math
key.

See "How To Set Reference Waveform" on page 133 for the Ref key.

See "How To Set LA" on page 115 for the LA key.

Application of Vertical Position knob and Vertical Scale knob

1．Vertical Position knob to adjust the vertical position of corresponding

channel waveform.

2．Vertical Scale knob to adjust the vertical resolution of corresponding

channel waveform.

The vertical position and vertical channel information are shown in the lower

left of the screen, as shown in Figure 5-4.

Figure 5-4:Vertical information

How To Set Horizontal System

There are Horizontal Position knob and Horizontal Scale knob in the
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Position и Horizontal Scale. 1. Ручка Horizontal Position: горизонтальная
позиция всех каналов

(включая математическую осциллограмму); разрешение зависит от
развёртки.

2. Ручка Horizontal Scale: горизонтальный масштаб
основного или увеличенного окна. Меню горизонтальной системы

описано в таблице ниже:

Меню Настр. Описание
Zoom Mode Включение/отключение режима увеличения.

Navigate
(Навигация)

Навигация позволяет наблюдать перемещение
осциллограммы.
Примечание: навигация доступна только в
состоянии STOP (сбор данных остановлен).

Масштаб Center
Trigger

Горизонтальное масштабирование определяет
опорную позицию, относительно которой
осциллограмма растягивается или сжимается
при изменении развёртки. Прибор
поддерживает центр экрана и точку запуска; по
умолчанию выбран центр.
Center: масштабирование относительно центра
экрана.
Trigger: масштабирование относительно точки
запуска.

Развёртка Горизонтальная развёртка окна.
Смещение Горизонтальная позиция окон.

Увеличение осциллограммы

Нажмите ручку Horizontal Scale в зоне горизонтального управления
либо панель горизонтали внизу экрана для открытия окна
горизонтальных настроек. Включите Zoom Mode: переключатель
подсветится и включится увеличение осциллограммы. Основное окно
находится вверху экрана, а увеличенное - внизу. В увеличенном окне
показан выбранный участок основного окна в увеличенном виде.

5.Use the Oscilloscope

38

Horizontal System Control Area.
1． Horizontal Position knob: Adjust the horizontal position of all channels

(including the mathematical operation), whose resolution changes with the
time base.

2． Horizontal Scale knob: Set the horizontal scale factor for the main
window or amplified window.

The descriptions of horizontal system menu are shown in the table below:

Menu Settings Descriptions
Zoom Mode Click to open/close zoom mode.

Navigate

Through the navigation function, observe the
situation of moving waveform.
Note:The navigation function is used only when
the running status is STOP (Acquire stop).

Expand Center

Trigger

Horizontal expansion refers to the reference
position on which the screen waveform is
horizontally expanded or compressed when the
horizontal time base is adjusted. This instrument
supports horizontal extension data including
centers and trigger points default to "centers".
Center: When changing the horizontal time base,
the waveform expands or compresses horizontally
around the center of the screen.
Trigger: When the horizontal time base is
changed, the waveform expands or compresses
horizontally around the trigger point.

Time Base Set the horizontal time base scale of window.
Offset Set the horizontal position of windows.

Waveform Amplification

Click the panel horizontal control area Horizontal Scale knob or click the

Horizontal Information Display Bar at the lower part of the screen, display

Horizontal Setting Window, click Zoom Mode switch to highlight it and enter

the waveform amplification mode; the main window is displayed at the top half

of the screen and the amplified window is displayed at the bottom half of the

screen. The amplified window is the amplified part of the main window that is

selected.
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В обычном режиме ручки Horizontal Position и Horizontal Scale

изменяют горизонтальную позицию и развёртку основного окна. В
режиме увеличения осциллограммы ручки Horizontal Position и Horizontal
Scale изменяют горизонтальную позицию и развёртку увеличенного окна.

Функция навигации

(1) Нажмите информационную панель горизонтали внизу экрана, чтобы
открыть окно горизонтальных настроек. (2) Нажмите Navigate для
открытия окна навигации.

(3) Нажатиями выберите скорость просмотра. (4) Нажатие либо

запускает/останавливает воспроизведение. (5) При воспроизведении:

нажмите         для перехода в крайнее левое

положение; нажмите для перехода в крайнее правое положение.

Нажатиями

Выделение

Основное
окно

Окно
лупы
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In normal mode, the Horizontal Position knob and the Horizontal Scale

knob are used to adjust the horizontal position and the horizontal time base of

the main window.

In waveform amplification mode, the Horizontal Position knob and the

Horizontal Scale knob are used to adjust the horizontal position and the

horizontal time base of the amplified window.

Navigate function

（1）Click the bottom of screen Horizontal Information Display Bar, display

horizontal setting window.

（2）Click Navigate to enter navigate setting window.

（3）Click , , can select waveform play speed.

（4）Click or can start/stop playing.

（5）In the run mode: Click , the waveform can play directly to the far

left;click the waveform can play directly to the far right. Click
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(влево) или (вправо) меняет направление; у левого или правого
края оно останавливается. В режиме останова: нажмите   

  для перехода в крайнее левое положение; нажмите для
перехода в крайнее правое положение. Нажатиями либо

можно сдвинуть осциллограмму на шаг влево/вправо.

(6) Нажмите  для закрытия окна и функции навигации.

Примечания:

● О сенсорных операциях см. «Сенсорное управление» на стр. 23.

Настройка сбора данных

Нажмите информационную панель Acquire внизу экрана: откроется окно
настройки, показанное ниже.

Окно настройки описано в таблице ниже:

Меню Настр. Описание

Режим

Выборка Обычный режим сбора данных.

Peak
Обнаружение импульсных помех и уменьшение
вероятности наложения.

High Res
Снижение шума, улучшение сигнал/шум
непериодических (однократных) сигналов.
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(Play left) or (Play right) can change the play direction, and it stops

playing when it reaches the leftmost or rightmost end.

In the stop mode: Click , the waveform can play directly to the far

left;click the waveform can play directly to the far right. Click or

the waveform can be shifted one step to the left / right.

（6）Click can close the navigation setting window and function.

Note:

 For the operations related to the touch screen,refer to “How to use

touch screen control” in page 23.

How To Set Acquire

Click the bottom of screen Acquire Information Display Bar, the setting
window as shown in the figure below.

The descriptions of setting window are shown in the table below:

Menu Setting Descriptions

Mode

Sample General Acquisition mode.

Peak Used to detect interference burrs and possibility of
reduce confusion.

High Res Reduce and improve the signal-to-noise ratio on
aperiodic (single-shot) waveforms.
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Average
Снижение случайного и некоррелированного
шума. Нажмите числовое поле и прокрутите
список справа для выбора числа усреднений.

Сегменти-
рование

Включение/выключение сегментированного
сбора. При включении нажмите числовое поле,
введите число сегментов и подтвердите OK;
либо используйте кнопки (- или +) или регулятор
General. Нажмите < > или или   для
перемещения курсора и выбора нужного
разряда.

Быстрый
сбор

Отображается только при включённом
сегментированном сборе. Повышает частоту
захвата осциллограмм, но глубина памяти
фиксирована на 1k и не регулируется. При
включённой функции в режиме паузы нельзя
изменять горизонтальную позицию, развёртку,
вертикальную позицию, масштаб напряжения и
переключение каналов.

Глубина

Нажмите  , чтобы выбрать длину записи в
поле справа. Примечание: длина записи
меняется в зависимости от числа включённых
каналов и режима сбора.

Прокрутка

По мере сбора новые данные непрерывно
прокручиваются по экрану. В режиме самописца
осциллограф выбирает отсчёты непрерывно, без
мёртвого времени. Осциллограмма медленно
перемещается справа налево; неподвижная
опорная точка справа обозначает текущий
момент. Имеющаяся осциллограмма сдвигается
влево от неё, а новые данные всегда
появляются справа.

Интерполя
ция

Auto
Sinx/x

x

В режиме Auto при работе используется Sinx,
при останове - x.
Синусоидальная интерполяция: отсчёты
соединяются кривой.
Линейная интерполяция: отсчёты соединяются
прямыми отрезками. Этот способ подходит для
сигналов с прямыми фронтами, например
прямоугольных и импульсных.
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Average
Used to reduce random and irrelevant noise in
signal. Click the number input box and scroll down
the list to the right to select the average count.

Segmentati
on

Click to enable/disable the segment acquisition
function. When the function is turned on, click
Numeric Input Box to input the number of segment
acquisition and click OK to confirm; or click Gear
Input Box (- or +) or turn the General knob to set the
number of segment acquisition, and click < > or
press or to move the cursor and select
the digit to be set.

Fast
Acquisition

This feature is displayed only when segmented
acquisition is enabled. When this feature is
enabled, it can improve waveform capture rate, but
the memory depth cannot be adjusted and is fixed
at 1k. Additionally, when enabled, if the device is in
pause mode, the horizontal position, time base,
vertical position, voltage scale, and channel
switching cannot be adjusted.

Depth

Click , to select the length to be recorded

on the right display box.
Note: The length of the collected record is dynamic,
changing with the number of channels opened and
acquire mode.

Roll Mode Auto
OFF

As the acquisition proceeds, new data will continue
to scroll sideways on the screen. In rolling mode,
the oscilloscope samples the waveform without
interruption without dead time. The waveform is
displayed slowly moving from the right side of the
screen to the left, and the fixed reference point on
the screen is on the right edge of the screen to
indicate the current time. The existing waveform is
scrolled to the left of the reference point, and the
newly acquired waveform always appears on the
right side of the screen.

Interpolatio
n

Auto

Sinx/x

x

When Auto is selected, it is in Sinx mode when
running and in x mode when it stops running.
Sine interpolation, using a curve connection
between the sampling points.
Linear interpolation, using straight line connections
between sampling points. This interpolation method
is more suitable for signals with straight edges,
such as square wave, pulse wave, etc.
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Настройка запуска

Запуск определяет момент начала сбора данных осциллографом и
отображения осциллограммы. Правильная настройка превращает
нестабильное изображение в пригодную для анализа осциллограмму. В
начале сбора осциллограф получает достаточно данных для построения
осциллограммы слева от точки запуска. Затем он непрерывно собирает
данные, ожидая выполнения условий запуска. После обнаружения
запуска сбор продолжается до получения достаточного числа данных
для участка справа от точки запуска. В зоне управления запуском
находятся одна ручка и одна кнопка. Trigger Level: ручка задаёт
напряжение сигнала в

точке запуска; нажатие устанавливает уровень
запуска посередине амплитуды сигнала запуска.

Принудительный запуск: формирует сигнал запуска, главным
образом в

применяется главным образом в режимах Normal и
Single.

Управление запуском

Открытие управления запуском:

Информационная панель запуска: нажмите панель Edge

внизу экрана для открытия окна настройки запуска, затем нажмите Type и
выберите режим запуска. Доступно 14 режимов запуска: Edge (по
фронту), Video (видео),

Pulse (по длительности), Slope (по крутизне), Runt (по неполному
импульсу), Windows (оконный), Timeout (по тайм-ауту), Nth Edge (по
N-му фронту), Logic (логический), RS232/UART, I2C, SPI, CAN и LIN.

Ниже описаны все 14 режимов запуска.

По фронту

Запуск происходит при пересечении фронтом входного сигнала
уровня
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How To Set Trigger

Trigger determines when the oscilloscope starts to collect the data and

display the waveform. Once it is set properly, it can convert unstable display

into the meaningful waveform.

When the oscilloscope starts to collect the data, enough data are used to

draw the waveform at the left of the trigger point. The oscilloscope

continuously collects data while waiting for the trigger conditions. When a

trigger is detected, the oscilloscope will continuously collect enough data to

draw the waveform at the right of the trigger point.

There is one knob and one keys in the Trigger Control Area.

Trigger Level: Turn this knob to set the signal voltage of corresponding

trigger point and press this knob to make the trigger level

at the vertical midpoint of the trigger signal amplitude.

Forced Trigger: Generate a trigger signal forcibly, mainly used in the

“Normal” and “Single” trigger mode.

Trigger Control

Enter the trigger control:

Trigger Information Display Bar Operation: Click Edge information

display bar at the lower part of the screen to pop up the trigger setting window

on the screen, then directly click Type to select the trigger mode.

There are 14 trigger modes, including Edge Trigger, Video Trigger,

Pulse Trigger, Slope Trigger, Runt Trigger, Windows Trigger, Timeout

Trigger, Nth Edge Trigger, Logic Trigger, RS232/UART Trigger, I2C

Trigger, SPI Trigger, CAN Trigger and LIN Trigger.

These 14 trigger modes are illustrated as follows.

Edge Trigger
Trigger on the trigger level of the input signal edge. When the “Edge
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запуска. При выборе Edge Trigger запуск выполняется по нарастающему
или спадающему фронту входного сигнала. После выбора запуска по
фронту его параметры отображаются

внизу экрана, например :  запуск по фронту, источник CH1, связь

DC, нарастающий фронт и уровень запуска 0.000pV.

Окно настройки запуска по фронту описано в таблице ниже:

Меню Настр. Описание

Тип Фронт
Запуск вертикального канала по фронту.

Источник

Выбор источника запуска: канал 1, 2, 3 или 4;
либо любой из D0–D15 логического анализатора.
Примечание: при выборе D0|> функции Coupling
и Sensitivity недоступны.

Связь DC AC
HF

Блокирует постоянную составляющую.
Пропускает все составляющие.
Блокирует высокочастотный сигнал, пропуская
только низкочастотный.

Фронт

Запуск по нарастающему фронту сигнала.
Запуск по спадающему фронту сигнала.

Уровень 50%

Показывает вертикальное положение запуска
канала. Измените уровень регулятором Trigger
Level или жестом вверх/вниз справа от
осциллограммы. Во время настройки серая
сплошная линия показывает уровень, а его
значение меняется в поле запуска внизу экрана.
По завершении линия исчезает. Кнопка 50%
устанавливает уровень запуска
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Trigger” is selected, it is triggered on the rising edge and falling edge of the

input signal.

Enter the edge trigger and the trigger setting information is displayed at

the lower part of the screen, such as , indicating that the edge trigger

is selected with the trigger signal source of CH1, trigger coupling of DC, slope

of rising edge, and trigger level of 0.000pV.

The descriptions of edge trigger setting window is shown in the table below:

Menu Settings Descriptions

Type Edge Set the trigger type of the vertical channel to edge
trigger.

Source

CH1
CH2
CH3
CH4
D0|>

Set Channel 1 as the signal source trigger signal.
Set Channel 2 as the signal source trigger signal.
Set Channel 3 as the signal source trigger signal.
Set Channel 4 as the signal source trigger signal.
Select any one of D0-D15 in the logic analyzer as
the source trigger signal.
Note:When the signal source is selected as D0|>,
the Coupling, and Sensitivity functions are
unavailable.

Coupling

DC

AC
HF

Set to block the DC components from passing
through.
Set to allow all components to pass through.
Block the high-frequency signal from passing
through and only allow low-frequency signal to pass
through.

Slope
Set to trigger at the rising edge of the signal.

Set to trigger at the falling edge of the signal.

Level

50%

Indicate the vertical trigger position of the channel,
turn trigger level knob or slide your finger up and
down to change the trigger level on the right side of
the waveform display area of the screen; upon
setting, a gray solid line will appear indicating the
trigger level position and the trigger level value in
the trigger information display box at the bottom
edge of the screen will change accordingly. After the
setting is completed, the solid line will disappear.
Click 50% and set the shortcut key of trigger level in

5.Use the Oscilloscope

43

Trigger” is selected, it is triggered on the rising edge and falling edge of the

input signal.

Enter the edge trigger and the trigger setting information is displayed at

the lower part of the screen, such as , indicating that the edge trigger

is selected with the trigger signal source of CH1, trigger coupling of DC, slope

of rising edge, and trigger level of 0.000pV.

The descriptions of edge trigger setting window is shown in the table below:

Menu Settings Descriptions

Type Edge Set the trigger type of the vertical channel to edge
trigger.

Source

CH1
CH2
CH3
CH4
D0|>

Set Channel 1 as the signal source trigger signal.
Set Channel 2 as the signal source trigger signal.
Set Channel 3 as the signal source trigger signal.
Set Channel 4 as the signal source trigger signal.
Select any one of D0-D15 in the logic analyzer as
the source trigger signal.
Note:When the signal source is selected as D0|>,
the Coupling, and Sensitivity functions are
unavailable.

Coupling

DC

AC
HF

Set to block the DC components from passing
through.
Set to allow all components to pass through.
Block the high-frequency signal from passing
through and only allow low-frequency signal to pass
through.

Slope
Set to trigger at the rising edge of the signal.

Set to trigger at the falling edge of the signal.

Level

50%

Indicate the vertical trigger position of the channel,
turn trigger level knob or slide your finger up and
down to change the trigger level on the right side of
the waveform display area of the screen; upon
setting, a gray solid line will appear indicating the
trigger level position and the trigger level value in
the trigger information display box at the bottom
edge of the screen will change accordingly. After the
setting is completed, the solid line will disappear.
Click 50% and set the shortcut key of trigger level in



5. Работа с осциллографом

посередине размаха запускающего сигнала.
Примечание: при выборе D0|> уровень можно
ввести цифровой клавиатурой; кнопка 50%
обнуляет его.

Блокир.
запуска 100ns

100 нс – 10 с. Нажмите   числовое поле,
введите интервал повторного включения цепи
запуска и подтвердите единицей; либо
используйте кнопки (- или +) или регулятор
General. Кнопками < > или стрелками
перемещайте курсор и выбирайте разряд.
Задайте блокировку запуска 100 нс.

Чувств. Чувствительность окна запуска.

Режим

Сбор осциллограммы даже без обнаружения
условий запуска.
Сбор осциллограммы только при выполнении
условий запуска.
Сбор одной осциллограммы после обнаружения
запуска, затем останов.

Видеозапуск

Video Trigger: запуск по полю или строке видеосигнала видеосигнала
525i/NTSC, 625i/PAL либо SECAM. После выбора видеозапуска

параметры отображаются внизу экрана, например
. Это означает, что выбран видеозапуск с источником CH1 и
синхронизацией по строке.

Окно настройки видеозапуска описано в таблице ниже:

Меню Настр. Описание

Тип Video
Установка видеозапуска для вертикального
канала.

Источник

Канал 1 - источник сигнала запуска.
Канал 2 - источник сигнала запуска.
Канал 3 - источник сигнала запуска.
Канал 4 - источник сигнала запуска.

Standard
525i/NTSC
625i/PAL
SECAM

Выбор стандарта видеосигнала.

Синхр. Line Синхронизация по строке видеосигнала.
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the vertical midpoint of the trigger signal amplitude.
Note:When the signal source is set to D0|>, the
trigger level value can be set using the numeric
keypad. Clicking 50% will reset the value to zero.

HoldOff

100ns

100ns – 10s; click Numeric Input Box to input the
interval to be set for restarting the trigger circuit and
click the unit to confirm; or click Gear Input Box (- or
+) or turn the General knob to set the interval for
restarting the trigger circuit, and click < > or press

or to move the cursor and select the
digit to be set.
Set the trigger hold-off time as 100ns.

Sensitivity Set the sensitivity of the trigger window.

Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger conditions
are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.

Video Trigger

Select the Video Trigger to trigger on standard video signal field or line of

525i/NTSC,625i/PAL or SECAM. Enter the video trigger and the trigger setting

information is displayed in the lower part of the screen, such ,
indicating that the video trigger is selected with the trigger information source

of CH1 and synchronization type of line.

The descriptions of video trigger setting window are shown in the table below:

Menu Settings Descriptions

Type Video
Set the trigger type of the vertical channel to video

trigger.

Source

CH1
CH2
CH3
CH4

Set Channel 1 as the signal source trigger signal.
Set Channel 2 as the signal source trigger signal.
Set Channel 3 as the signal source trigger signal.
Set Channel 4 as the signal source trigger signal.

Standard
525i/NTSC
625i/PAL
SECAM

Set the system standard of the video.

Sync Line Set to trigger the synchronization on the video line.
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Поле
Odd
Even

Line NO.

Синхронизация по полю, нечётному полю,
чётному полю либо заданной строке
видеосигнала. Для строки нажмите числовое
поле, введите её номер и подтвердите OK; либо
используйте кнопки (- или +) или регулятор
General. Нажмите < > или или   для
перемещения курсора и выбора нужного
разряда.

Блокир.
запуска 100ns

100 нс - 10 с; нажмите числовое поле, введите
интервал повторного взвода схемы запуска и
нажмите единицу для подтверждения. Либо
задайте интервал кнопками (− или +) или
универсальной ручкой. Нажимайте < > или или

  для перемещения курсора и выбора
разряда. Задайте блокировку запуска 100 нс.

Режим

Сбор осциллограммы даже без обнаружения
условий запуска.
Сбор осциллограммы только при выполнении
условий запуска.
Сбор одной осциллограммы после обнаружения
запуска, затем останов.

По длительности импульса

Запуск определяется длительностью импульса. Заданием условий
длительности можно обнаруживать аномальные импульсы. После
выбора Pulse Trigger параметры отображаются внизу

экрана, например :  запуск

положительного импульса, источник CH1 и уровень запуска 1.000V.

Окно настройки запуска по длительности импульса описано ниже:
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Field
Odd

Even

Line NO.

Set to trigger the synchronization on the video filed.
Set to trigger the synchronization on the video odd
field.
Set to trigger the synchronization on the video even
field.
Set to trigger the synchronization on the specified
video line; click Numeric Input Box to input the
number of specified line to be set and click OK to
confirm; or click Gear Input Box (- or +) or turn the
General knob to set the number of specified line,
and click < > or press or to move the
cursor and select the digit to be set.

HoldOff

100ns

100ns – 10s; click Numeric Input Box to input the
interval to be set for restarting the trigger circuit and
click the unit to confirm; or click Gear Input Box (-
or +) or turn the General knob to set the interval for
restarting the trigger circuit, and click < > or press

or to move the cursor and select the
digit to be set.
Set the trigger hold-off time as 100ns.

Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.

Pulse Trigger
Pulse trigger is to determine the trigger moment based on the pulse width.

You can discover abnormal pulse by setting the pulse width conditions. Enter

the pulse trigger and the trigger setting information is displayed in the lower

part of the screen, such as , indicating that the pulse trigger is
selected with the trigger signal source of CH1, polarity of positive pulse width

and trigger level value of 1.000V.

The descriptions of pulse width trigger setting window are shown in the table
below:

5.Use the Oscilloscope

45

Field
Odd

Even

Line NO.
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Mode
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Normal

Single
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Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.

Pulse Trigger
Pulse trigger is to determine the trigger moment based on the pulse width.

You can discover abnormal pulse by setting the pulse width conditions. Enter

the pulse trigger and the trigger setting information is displayed in the lower

part of the screen, such as , indicating that the pulse trigger is
selected with the trigger signal source of CH1, polarity of positive pulse width

and trigger level value of 1.000V.

The descriptions of pulse width trigger setting window are shown in the table
below:
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Меню Настр. Описание

Тип Pulse
Запуск вертикального канала по длительности
импульса.

Источник

Выбор источника запуска: канал 1, 2, 3 или 4;
либо любой из D0–D15 логического
анализатора. Примечание: при выборе D0|>
функция Sensitivity недоступна.

Полярн.
Выбор полярности.

Time
(Время)

>
=
<

Настройка
времени

Нажмите для выбора условия импульса.
Нажмите числовое поле времени, введите
длительность и подтвердите единицей; либо
используйте кнопки (- или +) или регулятор
General. Нажмите < > или или   
для перемещения курсора и выбора нужного
разряда.

Порог 50%

Нажмите числовое поле и регулятором
General задайте нижний порог. Кнопка 50%
устанавливает уровень посередине размаха
запускающего сигнала. Примечание: при
выборе D0|> порог можно ввести цифровой
клавиатурой, а кнопка 50% обнуляет его.

Блокир.
запуска 100ns

100 нс – 10 с. Нажмите   числовое
поле, введите интервал повторного включения
цепи запуска и подтвердите единицей; либо
используйте кнопки (- или +) или регулятор
General. Кнопками < > или стрелками
перемещайте курсор и выбирайте разряд.
Задайте блокировку запуска 100 нс.

Чувств. Чувствительность окна запуска.

Режим

Сбор осциллограммы даже без обнаружения
условий запуска.
Сбор осциллограммы только при выполнении
условий запуска.
Сбор одной осциллограммы после
обнаружения запуска, затем останов.
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Menu Settings Descriptions

Type Pulse Set the trigger type of the vertical channel to
pulse trigger.

Source

CH1
CH2
CH3
CH4
D0|>

Set Channel 1 as the signal source trigger signal.
Set Channel 2 as the signal source trigger signal.
Set Channel 3 as the signal source trigger signal.
Set Channel 4 as the signal source trigger signal.
Select any one of D0-D15 in the logic analyzer
as the source trigger signal.
Note:When the signal source is selected as
D0|>, the Sensitivity functions are unavailable.

Polarity Select the polarity.

Time

＞

＝

＜

Time setting

Click to set the pulse condition, click time
setting’s Numeric Input Box to input the pulse
width time to be set and click the unit to confirm;
or click Gear Input Box (- or +) or turn the
General knob to set the pulse width time, and
click < > or press or to move the
cursor and select the digit to be set.

Threshold

50%

Click Numeric Display Box and turn General
knob to set the lower threshold.
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.
Note:When the signal source is set to D0|>, the
threshold value can be set using the numeric
keypad. Clicking 50% will reset the value to zero.

HoldOff

100ns

100ns – 10s; click Numeric Input Box to input
the interval to be set for restarting the trigger
circuit and click the unit to confirm; or click Gear
Input Box (- or +) or turn the General knob to set
the interval for restarting the trigger circuit, and
click < > or press or to move the
cursor and select the digit to be set.
Set the trigger hold-off time as 100ns.

Sensitivity Set the sensitivity of the trigger window.

Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.
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Menu Settings Descriptions

Type Pulse Set the trigger type of the vertical channel to
pulse trigger.

Source

CH1
CH2
CH3
CH4
D0|>

Set Channel 1 as the signal source trigger signal.
Set Channel 2 as the signal source trigger signal.
Set Channel 3 as the signal source trigger signal.
Set Channel 4 as the signal source trigger signal.
Select any one of D0-D15 in the logic analyzer
as the source trigger signal.
Note:When the signal source is selected as
D0|>, the Sensitivity functions are unavailable.

Polarity Select the polarity.

Time

＞

＝

＜

Time setting

Click to set the pulse condition, click time
setting’s Numeric Input Box to input the pulse
width time to be set and click the unit to confirm;
or click Gear Input Box (- or +) or turn the
General knob to set the pulse width time, and
click < > or press or to move the
cursor and select the digit to be set.

Threshold

50%

Click Numeric Display Box and turn General
knob to set the lower threshold.
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.
Note:When the signal source is set to D0|>, the
threshold value can be set using the numeric
keypad. Clicking 50% will reset the value to zero.

HoldOff

100ns

100ns – 10s; click Numeric Input Box to input
the interval to be set for restarting the trigger
circuit and click the unit to confirm; or click Gear
Input Box (- or +) or turn the General knob to set
the interval for restarting the trigger circuit, and
click < > or press or to move the
cursor and select the digit to be set.
Set the trigger hold-off time as 100ns.

Sensitivity Set the sensitivity of the trigger window.

Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.
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Menu Settings Descriptions

Type Pulse Set the trigger type of the vertical channel to
pulse trigger.

Source

CH1
CH2
CH3
CH4
D0|>

Set Channel 1 as the signal source trigger signal.
Set Channel 2 as the signal source trigger signal.
Set Channel 3 as the signal source trigger signal.
Set Channel 4 as the signal source trigger signal.
Select any one of D0-D15 in the logic analyzer
as the source trigger signal.
Note:When the signal source is selected as
D0|>, the Sensitivity functions are unavailable.

Polarity Select the polarity.

Time

＞

＝

＜

Time setting

Click to set the pulse condition, click time
setting’s Numeric Input Box to input the pulse
width time to be set and click the unit to confirm;
or click Gear Input Box (- or +) or turn the
General knob to set the pulse width time, and
click < > or press or to move the
cursor and select the digit to be set.

Threshold

50%

Click Numeric Display Box and turn General
knob to set the lower threshold.
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.
Note:When the signal source is set to D0|>, the
threshold value can be set using the numeric
keypad. Clicking 50% will reset the value to zero.

HoldOff

100ns

100ns – 10s; click Numeric Input Box to input
the interval to be set for restarting the trigger
circuit and click the unit to confirm; or click Gear
Input Box (- or +) or turn the General knob to set
the interval for restarting the trigger circuit, and
click < > or press or to move the
cursor and select the digit to be set.
Set the trigger hold-off time as 100ns.

Sensitivity Set the sensitivity of the trigger window.

Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.
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По наклону

Slope Trigger задаёт запуск осциллографа по положительному или

отрицательному наклону за заданное время. После выбора этого режима

параметры запуска отображаются внизу экрана, например 

. Это означает запуск по крутизне, источник сигнала
CH1, положительный наклон и разность верхнего и нижнего порогов
0.000pV.

Окно настройки запуска по крутизне описано в таблице ниже:

Меню Настр. Описание

Тип Фронт
Запуск вертикального канала по крутизне.

Источник

Канал 1 - источник сигнала запуска.
Канал 2 - источник сигнала запуска.
Канал 3 - источник сигнала запуска.
Канал 4 - источник сигнала запуска.

Фронт
Выбор условия наклона.

Time
(Время)

>
=
<

Настройка
времени

Нажмите для выбора условия наклона.
Нажмите числовое поле времени, введите
время наклона и подтвердите единицей; либо
используйте кнопки (- или +) или регулятор
General. Нажмите < > или или    для
перемещения курсора и выбора нужного
разряда.

Upper
Threshold 50%

Нажмите числовое поле и вращайте
универсальную ручку для задания верхнего
порога.
Нажмите 50% для быстрой установки уровня
запуска посередине амплитуды сигнала.

Lower
Threshold 50%

Нажмите числовое поле и вращайте
универсальную ручку для задания нижнего
порога.
Нажмите 50% для быстрой установки уровня
запуска посередине амплитуды сигнала.

Slew Rate
Крутизна = (Верхний порог − Нижний порог) /
Время запуска по крутизне
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Slope Trigger
Slope Trigger is to set the oscilloscope to trigger with the positive or

negative slope at a specified time. Enter the slope trigger and the trigger

setting information is displayed in the lower part of the screen, such as

, indicating that the slope trigger is selected with the trigger signal

source of CH1, trigger condition of rising slope and 0.000pV of the difference

between the upper threshold and the lower threshold.

The descriptions of Slope Trigger setting window are shown in the table
below:

Menu Settings Descriptions

Type Slope Set the trigger type of the vertical channel to
slope trigger.

Source

CH1
CH2
CH3
CH4

Set Channel 1 as the signal source trigger signal.
Set Channel 2 as the signal source trigger signal.
Set Channel 3 as the signal source trigger signal.
Set Channel 4 as the signal source trigger signal.

Slope Select the slope conditions.

Time

＞

＝

＜

Time setting

Click to set the slope conditions, click time
setting’s Numeric Input Box to input the slope
time to be set and click the unit to confirm; or
click Gear Input Box (- or +) or turn General knob
to set the slope time, and click < > or press
or to move the cursor and select the digit to
be set.

Upper
Threshold 50%

Click Numeric Display Box and turn General
knob to set the upper threshold;
Click 50% and set the shortcut key of trigger level
in the vertical midpoint of the trigger signal
amplitude.

Lower
Threshold 50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger level
in the vertical midpoint of the trigger signal
amplitude.

Slew Rate Slope = (Upper Threshold – Lower Threshold) /
Slope Trigger Time
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Slope Trigger
Slope Trigger is to set the oscilloscope to trigger with the positive or

negative slope at a specified time. Enter the slope trigger and the trigger

setting information is displayed in the lower part of the screen, such as

, indicating that the slope trigger is selected with the trigger signal

source of CH1, trigger condition of rising slope and 0.000pV of the difference

between the upper threshold and the lower threshold.

The descriptions of Slope Trigger setting window are shown in the table
below:

Menu Settings Descriptions

Type Slope Set the trigger type of the vertical channel to
slope trigger.

Source

CH1
CH2
CH3
CH4

Set Channel 1 as the signal source trigger signal.
Set Channel 2 as the signal source trigger signal.
Set Channel 3 as the signal source trigger signal.
Set Channel 4 as the signal source trigger signal.

Slope Select the slope conditions.

Time

＞

＝

＜

Time setting

Click to set the slope conditions, click time
setting’s Numeric Input Box to input the slope
time to be set and click the unit to confirm; or
click Gear Input Box (- or +) or turn General knob
to set the slope time, and click < > or press
or to move the cursor and select the digit to
be set.

Upper
Threshold 50%

Click Numeric Display Box and turn General
knob to set the upper threshold;
Click 50% and set the shortcut key of trigger level
in the vertical midpoint of the trigger signal
amplitude.

Lower
Threshold 50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger level
in the vertical midpoint of the trigger signal
amplitude.

Slew Rate Slope = (Upper Threshold – Lower Threshold) /
Slope Trigger Time



5. Работа с осциллографом

Блокир.
запуска 100ns

100 нс - 10 с; нажмите числовое поле, введите
интервал повторного взвода схемы запуска и
нажмите единицу для подтверждения. Либо
задайте интервал кнопками (− или +) или
универсальной ручкой. Нажимайте < > или или

  для перемещения курсора и выбора
разряда. Задайте блокировку запуска 100 нс.

Режим

Сбор осциллограммы даже без обнаружения
условий запуска.
Сбор осциллограммы только при выполнении
условий запуска.
Сбор одной осциллограммы после
обнаружения запуска, затем останов.

Запуск по неполному импульсу

Запуск по импульсу, который пересекает один порог, но не достигает
другого. После выбора Runt Trigger параметры запуска отображаются
внизу

экран:  Runt от CH1, положительная полярность; разность

верхнего и нижнего порогов 0.000pV.

Окно настройки запуска по неполному импульсу описано ниже:

Меню Настр. Описание

Тип Runt
Запуск вертикального канала по неполному
импульсу.

Положительный неполный импульс

Отрицательный неполный импульс

Верхний уровень

Нижний уровень
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HoldOff

100ns

100ns – 10s; click Numeric Input Box to input
the interval to be set for restarting the trigger
circuit and click the unit to confirm; or click Gear
Input Box (- or +) or turn the General knob to set
the interval for restarting the trigger circuit, and
click < > or press or to move the
cursor and select the digit to be set.
Set the trigger hold-off time as 100ns.

Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.

Runt Trigger
Used to trigger a pulse that steps over one trigger level but not another. Enter

the runt trigger and the trigger setting information is displayed at the lower part

of the screen, such as , indicating that the runt trigger is selected
with the trigger signal source of CH1, the polarity of positive runt and 0.000pV

of the difference between upper level and lower level, as shown in the figure.

The descriptions of runt trigger setting window are shown in the table below:

Menu Settings Descriptions

Type Runt Set the trigger type of the vertical channel to
under-amplitude trigger.
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HoldOff

100ns

100ns – 10s; click Numeric Input Box to input
the interval to be set for restarting the trigger
circuit and click the unit to confirm; or click Gear
Input Box (- or +) or turn the General knob to set
the interval for restarting the trigger circuit, and
click < > or press or to move the
cursor and select the digit to be set.
Set the trigger hold-off time as 100ns.

Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.

Runt Trigger
Used to trigger a pulse that steps over one trigger level but not another. Enter

the runt trigger and the trigger setting information is displayed at the lower part

of the screen, such as , indicating that the runt trigger is selected
with the trigger signal source of CH1, the polarity of positive runt and 0.000pV

of the difference between upper level and lower level, as shown in the figure.

The descriptions of runt trigger setting window are shown in the table below:

Menu Settings Descriptions

Type Runt Set the trigger type of the vertical channel to
under-amplitude trigger.
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Источник

Канал 1 - источник сигнала запуска.
Канал 2 - источник сигнала запуска.
Канал 3 - источник сигнала запуска.
Канал 4 - источник сигнала запуска.

Полярн.

Положительная полярность: запуск по
положительному неполному импульсу.
Отрицательная полярность: запуск по
отрицательному неполному импульсу.

Time
(Время)

Настройка
времени

>
=
<

Нажмите для задания условий длительности
импульса. Нажмите числовое поле времени,
введите длительность и подтвердите
единицей; либо задайте её кнопками (− или +)
или универсальной ручкой. Нажимайте < > или
или    для перемещения курсора и
выбора разряда. Запуск, если длительность
неполного импульса больше, равна или
меньше заданной длительности
соответственно.

Upper
Threshold 50%

Нажмите числовое поле и вращайте
универсальную ручку для задания верхнего
порога.
Нажмите 50% для быстрой установки уровня
запуска посередине амплитуды сигнала.

Lower
Threshold 50%

Нажмите числовое поле и вращайте
универсальную ручку для задания нижнего
порога.
Нажмите 50% для быстрой установки уровня
запуска посередине амплитуды сигнала.

Блокир.
запуска 100ns

100 нс - 10 с; нажмите числовое поле, введите
интервал повторного взвода схемы запуска и
нажмите единицу для подтверждения. Либо
задайте интервал кнопками (− или +) или
универсальной ручкой. Нажимайте < > или или

  для перемещения курсора и выбора
разряда. Задайте блокировку запуска 100 нс.
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Source

CH1
CH2
CH3
CH4

Set Channel 1 as the signal source trigger signal.
Set Channel 2 as the signal source trigger signal.
Set Channel 3 as the signal source trigger signal.
Set Channel 4 as the signal source trigger signal.

Polarity

Positive polarity, trigger on the positive
under-amplitude pulse.
Negative polarity, trigger on the negative
under-amplitude pulse.

Time

Time setting

＞

＝

＜

Click to set the pulse width conditions, click
time setting’s Numeric Input Box to input the
pulse width to be set and click the unit to confirm;
or click Gear Input Box (- or +) or turn General
knob to set the pulse width, and click < > or press

or to move the cursor and select the
digit to be set.
Trigger when runt pulse is greater than the set
pulse width.
Trigger when runt pulse equals to the set pulse
width.
Trigger when runt pulse is lower than the set
pulse width.

Upper
Threshold 50%

Click Numeric Display Box and turn General
knob to set the upper threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

Lower
Threshold 50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

HoldOff

100ns

100ns – 10s; click Numeric Input Box to input
the interval to be set for restarting the trigger
circuit and click the unit to confirm; or click Gear
Input Box (- or +) or turn the General knob to set
the interval for restarting the trigger circuit, and
click < > or press or to move the
cursor and select the digit to be set.
Set the trigger hold-off time as 100ns.
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Source

CH1
CH2
CH3
CH4

Set Channel 1 as the signal source trigger signal.
Set Channel 2 as the signal source trigger signal.
Set Channel 3 as the signal source trigger signal.
Set Channel 4 as the signal source trigger signal.

Polarity

Positive polarity, trigger on the positive
under-amplitude pulse.
Negative polarity, trigger on the negative
under-amplitude pulse.

Time

Time setting

＞

＝

＜

Click to set the pulse width conditions, click
time setting’s Numeric Input Box to input the
pulse width to be set and click the unit to confirm;
or click Gear Input Box (- or +) or turn General
knob to set the pulse width, and click < > or press

or to move the cursor and select the
digit to be set.
Trigger when runt pulse is greater than the set
pulse width.
Trigger when runt pulse equals to the set pulse
width.
Trigger when runt pulse is lower than the set
pulse width.

Upper
Threshold 50%

Click Numeric Display Box and turn General
knob to set the upper threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

Lower
Threshold 50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

HoldOff

100ns

100ns – 10s; click Numeric Input Box to input
the interval to be set for restarting the trigger
circuit and click the unit to confirm; or click Gear
Input Box (- or +) or turn the General knob to set
the interval for restarting the trigger circuit, and
click < > or press or to move the
cursor and select the digit to be set.
Set the trigger hold-off time as 100ns.
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Режим

Сбор осциллограммы даже без обнаружения
условий запуска.
Сбор осциллограммы только при выполнении
условий запуска.
Сбор одной осциллограммы после
обнаружения запуска, затем останов.

По окну

Задаются верхний и нижний уровни запуска. Осциллограф запускается,
когда входной сигнал пересекает верхний либо нижний уровень. В
режиме Windows Trigger параметры запуска отображаются

справа внизу экрана, например :  запуск

источник CH1, положительную полярность и разность верхнего и нижнего
порогов 0.000pV.

Окно настройки оконного запуска описано в таблице ниже:

Меню Настр. Описание

Тип Окна
Оконный запуск вертикального канала.

Источник

Канал 1 - источник сигнала запуска.
Канал 2 - источник сигнала запуска.
Канал 3 - источник сигнала запуска.
Канал 4 - источник сигнала запуска.

Полярн.

Положительный импульс с превышением
амплитуды.
Отрицательный импульс с превышением
амплитуды.

Условия

Enter: при входе сигнала в заданный диапазон
уровней.
Exit: при выходе сигнала из диапазона.
Time: задайте время удержания входного
сигнала после входа в диапазон. Запуск, когда
накопленное время удержания превышает
время окна. Диапазон 30 нс - 10 с, по
умолчанию 100 нс.
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Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.

Windows Trigger
Provide a high trigger level and low trigger level, the oscilloscope triggers

when the input signal passes through the high trigger level or the low trigger

level.In Windows Trigger mode, the trigger setting information is displayed on

bottom right of the screen, for example, ,indicates that trigger type
is windows, trigger source is CH1, polarity is positive, 0.000pV the differential

between up level and low level threshold.

The descriptions of windows trigger setting window are shown in the table
below:

Menu Settings Descriptions

Type Windows Set vertical channel trigger type as Windows
trigger.

Source

CH1
CH2
CH3
CH4

Set Channel 1 as the signal source trigger signal.
Set Channel 2 as the signal source trigger signal.
Set Channel 3 as the signal source trigger signal.
Set Channel 4 as the signal source trigger signal.

Polarity

Positive over-amplitude pulse .

Negative over-amplitude pulse.

Conditions

Enter: Triggers when the trigger signal enters the
specified trigger level range.
Exit: Triggers when the trigger signal exits the
specified trigger level range.
Time: Specify the hold time of the input signal
after entering the specified trigger level. The
oscilloscope triggers when the accumulated hold
time is greater than the windows time. Available
range is 30ns-10s, default 100ns.
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Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.

Windows Trigger
Provide a high trigger level and low trigger level, the oscilloscope triggers

when the input signal passes through the high trigger level or the low trigger

level.In Windows Trigger mode, the trigger setting information is displayed on

bottom right of the screen, for example, ,indicates that trigger type
is windows, trigger source is CH1, polarity is positive, 0.000pV the differential

between up level and low level threshold.

The descriptions of windows trigger setting window are shown in the table
below:

Menu Settings Descriptions

Type Windows Set vertical channel trigger type as Windows
trigger.

Source

CH1
CH2
CH3
CH4

Set Channel 1 as the signal source trigger signal.
Set Channel 2 as the signal source trigger signal.
Set Channel 3 as the signal source trigger signal.
Set Channel 4 as the signal source trigger signal.

Polarity

Positive over-amplitude pulse .

Negative over-amplitude pulse.

Conditions

Enter: Triggers when the trigger signal enters the
specified trigger level range.
Exit: Triggers when the trigger signal exits the
specified trigger level range.
Time: Specify the hold time of the input signal
after entering the specified trigger level. The
oscilloscope triggers when the accumulated hold
time is greater than the windows time. Available
range is 30ns-10s, default 100ns.
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Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.

Windows Trigger
Provide a high trigger level and low trigger level, the oscilloscope triggers

when the input signal passes through the high trigger level or the low trigger

level.In Windows Trigger mode, the trigger setting information is displayed on

bottom right of the screen, for example, ,indicates that trigger type
is windows, trigger source is CH1, polarity is positive, 0.000pV the differential

between up level and low level threshold.

The descriptions of windows trigger setting window are shown in the table
below:

Menu Settings Descriptions

Type Windows Set vertical channel trigger type as Windows
trigger.

Source

CH1
CH2
CH3
CH4

Set Channel 1 as the signal source trigger signal.
Set Channel 2 as the signal source trigger signal.
Set Channel 3 as the signal source trigger signal.
Set Channel 4 as the signal source trigger signal.

Polarity

Positive over-amplitude pulse .

Negative over-amplitude pulse.

Conditions

Enter: Triggers when the trigger signal enters the
specified trigger level range.
Exit: Triggers when the trigger signal exits the
specified trigger level range.
Time: Specify the hold time of the input signal
after entering the specified trigger level. The
oscilloscope triggers when the accumulated hold
time is greater than the windows time. Available
range is 30ns-10s, default 100ns.
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Upper
Threshold 50%

Нажмите числовое поле и вращайте
универсальную ручку для задания верхнего
порога.
Нажмите 50% для быстрой установки уровня
запуска посередине амплитуды сигнала.

Lower
Threshold 50%

Нажмите числовое поле и вращайте
универсальную ручку для задания нижнего
порога.
Нажмите 50% для быстрой установки уровня
запуска посередине амплитуды сигнала.

Блокир.
запуска 100ns

100 нс - 10 с; нажмите числовое поле, введите
интервал повторного взвода схемы запуска и
нажмите единицу для подтверждения. Либо
задайте интервал кнопками (− или +) или
универсальной ручкой. Нажимайте < > или или

  для перемещения курсора и выбора
разряда. Задайте блокировку запуска 100 нс.

Режим

Сбор осциллограммы даже без обнаружения
условий запуска.
Сбор осциллограммы только при выполнении
условий запуска.
Сбор одной осциллограммы после
обнаружения запуска, затем останов.

Запуск по тайм-ауту

Запуск происходит, если интервал от пересечения уровня запуска
нарастающим (или спадающим) фронтом входного сигнала до
пересечения того же уровня соседним спадающим (или нарастающим)
фронтом больше заданного тайм-аута. После выбора Timeout Trigger

внизу экрана, например :  выбор запуска по тайм-ауту с уровнем

0.000pV.

Окно настройки запуска по тайм-ауту описано ниже:

Меню Настр. Описание

Тип Тайм-аут
Запуск вертикального канала по тайм-ауту.
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Upper
Threshold 50%

Click Numeric Display Box and turn General
knob to set the upper threshold;
Click 50% and set the shortcut key of trigger level
in the vertical midpoint of the trigger signal
amplitude.

Lower
Threshold 50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger level
in the vertical midpoint of the trigger signal
amplitude.

HoldOff

100ns

100ns – 10s; click Numeric Input Box to input
the interval to be set for restarting the trigger
circuit and click the unit to confirm; or click Gear
Input Box (- or +) or turn the General knob to set
the interval for restarting the trigger circuit, and
click < > or press or to move the
cursor and select the digit to be set.
Set the trigger hold-off time as 100ns.

Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.

Timeout Trigger
Trigger when the interval from the time at which the rising (or falling) edge of

the input signal passes through the touch level to the time when the adjacent

falling (or rising) edge passes through the touch level is larger than the set

timeout period. Enter the timeout trigger and the trigger setting information is

displayed at the lower part of the screen, such as , indicating that

the timeout trigger type is selected with 0.000pV of the trigger level value.

The descriptions of timeout trigger setting window are shown in the table
below:

Menu Settings Descriptions

Type Timeout Set the trigger type of the vertical channel as
timeout trigger.
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Upper
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Click Numeric Display Box and turn General
knob to set the upper threshold;
Click 50% and set the shortcut key of trigger level
in the vertical midpoint of the trigger signal
amplitude.
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Threshold 50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger level
in the vertical midpoint of the trigger signal
amplitude.

HoldOff

100ns

100ns – 10s; click Numeric Input Box to input
the interval to be set for restarting the trigger
circuit and click the unit to confirm; or click Gear
Input Box (- or +) or turn the General knob to set
the interval for restarting the trigger circuit, and
click < > or press or to move the
cursor and select the digit to be set.
Set the trigger hold-off time as 100ns.

Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.

Timeout Trigger
Trigger when the interval from the time at which the rising (or falling) edge of

the input signal passes through the touch level to the time when the adjacent

falling (or rising) edge passes through the touch level is larger than the set

timeout period. Enter the timeout trigger and the trigger setting information is

displayed at the lower part of the screen, such as , indicating that

the timeout trigger type is selected with 0.000pV of the trigger level value.

The descriptions of timeout trigger setting window are shown in the table
below:

Menu Settings Descriptions

Type Timeout Set the trigger type of the vertical channel as
timeout trigger.
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Источник

Выбор источника запуска: канал 1, 2, 3 или 4;
либо любой из D0–D15 логического
анализатора. Примечание: при выборе D0|>
функция Sensitivity недоступна.

Фронт

Начало отсчёта при пересечении уровня
запуска входным сигналом: по нарастающему
или спадающему фронту соответственно.

Время
простоя

Время простоя - минимальное время, в
течение которого тактовый сигнал должен
оставаться в состоянии покоя, прежде чем
осциллограф начнёт поиск данных,
соответствующих условию запуска. Диапазон
от 30 нс до 10 с, по умолчанию 100 нс.

Порог 50%

Нажмите числовое поле и регулятором General
задайте нижний порог. Кнопка 50%
устанавливает уровень посередине размаха
запускающего сигнала. Примечание: при
выборе D0|> порог можно ввести цифровой
клавиатурой, а кнопка 50% обнуляет его.

Блокир.
запуска 100ns

100 нс – 10 с. Нажмите   числовое
поле, введите интервал повторного включения
цепи запуска и подтвердите единицей; либо
используйте кнопки (- или +) или регулятор
General. Кнопками < > или стрелками
перемещайте курсор и выбирайте разряд.
Задайте блокировку запуска 100 нс.

Чувств. Чувствительность окна запуска.

Режим

Сбор осциллограммы даже без обнаружения
условий запуска.
Сбор осциллограммы только при выполнении
условий запуска.
Сбор одной осциллограммы после
обнаружения запуска, затем останов.

Запуск по N-му фронту

Осциллограф запускается по N-му фронту после заданного
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Source

CH1
CH2
CH3
CH4
D0|>

Set Channel 1 as the signal source trigger signal.
Set Channel 2 as the signal source trigger signal.
Set Channel 3 as the signal source trigger signal.
Set Channel 4 as the signal source trigger signal.
Select any one of D0-D15 in the logic analyzer as
the source trigger signal.
Note:When the signal source is selected as
D0|>, the Sensitivity functions are unavailable.

Slope

Set to start timing when the rising edge of the
input signal passes through the trigger level.
Set to start timing when the falling edge of the
input signal passes through the trigger level.

Idle Time

Set the idle time. It refers to the minimum time
that the clock signal must be in idle state before
the oscilloscope begins to search for data that
meets the trigger conditions. The idle time ranges
from 30ns to 10s with default value of 100ns.

Threshold

50%

Click Numeric Display Box and turn General
knob to set the lower threshold .
Click 50% and set the shortcut key of trigger level
in the vertical midpoint of the trigger signal
amplitude.
Note: When the signal source is set to D0|>, the
threshold value can be set using the numeric
keypad. Clicking 50% will reset the value to zero.

HoldOff

100ns

100ns – 10s; click Numeric Input Box to input
the interval to be set for restarting the trigger
circuit and click the unit to confirm; or click Gear
Input Box (- or +) or turn the General knob to set
the interval for restarting the trigger circuit, and
click < > or press or to move the
cursor and select the digit to be set.
Set the trigger hold-off time as 100ns.

Sensitivity Set the sensitivity of the trigger window.

Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.

Nth Edge Trigger
The oscilloscope triggers on the Nth edge that appears on the specified
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Source

CH1
CH2
CH3
CH4
D0|>

Set Channel 1 as the signal source trigger signal.
Set Channel 2 as the signal source trigger signal.
Set Channel 3 as the signal source trigger signal.
Set Channel 4 as the signal source trigger signal.
Select any one of D0-D15 in the logic analyzer as
the source trigger signal.
Note:When the signal source is selected as
D0|>, the Sensitivity functions are unavailable.

Slope

Set to start timing when the rising edge of the
input signal passes through the trigger level.
Set to start timing when the falling edge of the
input signal passes through the trigger level.

Idle Time

Set the idle time. It refers to the minimum time
that the clock signal must be in idle state before
the oscilloscope begins to search for data that
meets the trigger conditions. The idle time ranges
from 30ns to 10s with default value of 100ns.

Threshold

50%

Click Numeric Display Box and turn General
knob to set the lower threshold .
Click 50% and set the shortcut key of trigger level
in the vertical midpoint of the trigger signal
amplitude.
Note: When the signal source is set to D0|>, the
threshold value can be set using the numeric
keypad. Clicking 50% will reset the value to zero.

HoldOff

100ns

100ns – 10s; click Numeric Input Box to input
the interval to be set for restarting the trigger
circuit and click the unit to confirm; or click Gear
Input Box (- or +) or turn the General knob to set
the interval for restarting the trigger circuit, and
click < > or press or to move the
cursor and select the digit to be set.
Set the trigger hold-off time as 100ns.

Sensitivity Set the sensitivity of the trigger window.

Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.

Nth Edge Trigger
The oscilloscope triggers on the Nth edge that appears on the specified
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Source

CH1
CH2
CH3
CH4
D0|>

Set Channel 1 as the signal source trigger signal.
Set Channel 2 as the signal source trigger signal.
Set Channel 3 as the signal source trigger signal.
Set Channel 4 as the signal source trigger signal.
Select any one of D0-D15 in the logic analyzer as
the source trigger signal.
Note:When the signal source is selected as
D0|>, the Sensitivity functions are unavailable.

Slope

Set to start timing when the rising edge of the
input signal passes through the trigger level.
Set to start timing when the falling edge of the
input signal passes through the trigger level.

Idle Time

Set the idle time. It refers to the minimum time
that the clock signal must be in idle state before
the oscilloscope begins to search for data that
meets the trigger conditions. The idle time ranges
from 30ns to 10s with default value of 100ns.

Threshold

50%

Click Numeric Display Box and turn General
knob to set the lower threshold .
Click 50% and set the shortcut key of trigger level
in the vertical midpoint of the trigger signal
amplitude.
Note: When the signal source is set to D0|>, the
threshold value can be set using the numeric
keypad. Clicking 50% will reset the value to zero.

HoldOff

100ns

100ns – 10s; click Numeric Input Box to input
the interval to be set for restarting the trigger
circuit and click the unit to confirm; or click Gear
Input Box (- or +) or turn the General knob to set
the interval for restarting the trigger circuit, and
click < > or press or to move the
cursor and select the digit to be set.
Set the trigger hold-off time as 100ns.

Sensitivity Set the sensitivity of the trigger window.

Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.

Nth Edge Trigger
The oscilloscope triggers on the Nth edge that appears on the specified
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времени простоя. На рисунке ниже запуск должен произойти по второму
спадающему фронту после простоя; время простоя следует задать так:
P1/P2/P3/P4 < Idle Time < M. Здесь M, P1, P2, P3 и P4 - длительности
положительных или отрицательных импульсов, участвующих в подсчёте.
В режиме Nth Edge параметры запуска отображаются

Nth Edge, CH1; верхний/нижний порог 0.000pV. 

Окно настройки запуска по N-му фронту описано ниже:

Меню Настр. Описание

Тип Nth Edge
Запуск вертикального канала по N-му фронту.

Источник

Выбор источника запуска: канал 1, 2, 3 или 4;
либо любой из D0–D15 логического
анализатора. Примечание: при выборе D0|>
функция Sensitivity недоступна.

Фронт

Запуск по нарастающему фронту при
достижении заданного уровня.
Запуск по спадающему фронту при достижении
заданного уровня.

Фронт =
Фронтов: 2

P1/P2/P3/P4 < время простоя < M
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idle time. As figure shown below, the oscilloscope should trigger on the second

falling edge after the specified idle time and the idle time should be set to

P1/P2/P3/P4 < Idle Time < M. Wherein, M, P1, P2, P3 and P4 are positive or

negative pulse width participating in the counting.In Nth Edge Trigger mode,

the trigger setting information is displayed on bottom right of the screen, for

example, ,indicates that trigger type is Nth Edge, trigger source is
CH1, 0.000pV is up level or low level threshold.

The descriptions of the Nth edge trigger setting window are shown in the
table below:

Menu Settings Descriptions

Type Nth Edge Set vertical channel trigger type as Nth Edge
trigger.

Source

CH1
CH2
CH3
CH4
D0|>

Set Channel 1 as the signal source trigger signal.
Set Channel 2 as the signal source trigger signal.
Set Channel 3 as the signal source trigger signal.
Set Channel 4 as the signal source trigger signal.
Select any one of D0-D15 in the logic analyzer as
the source trigger signal.
Note:When the signal source is selected as D0|>,
the Sensitivity functions are unavailable.

Slope

Trigger on the rising edge of the input signal when
voltage level meets the specified trigger level.
Trigger on the falling edge of the input signal when
voltage level meets the specified trigger level.
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idle time. As figure shown below, the oscilloscope should trigger on the second

falling edge after the specified idle time and the idle time should be set to

P1/P2/P3/P4 < Idle Time < M. Wherein, M, P1, P2, P3 and P4 are positive or

negative pulse width participating in the counting.In Nth Edge Trigger mode,

the trigger setting information is displayed on bottom right of the screen, for

example, ,indicates that trigger type is Nth Edge, trigger source is
CH1, 0.000pV is up level or low level threshold.

The descriptions of the Nth edge trigger setting window are shown in the
table below:

Menu Settings Descriptions

Type Nth Edge Set vertical channel trigger type as Nth Edge
trigger.

Source

CH1
CH2
CH3
CH4
D0|>

Set Channel 1 as the signal source trigger signal.
Set Channel 2 as the signal source trigger signal.
Set Channel 3 as the signal source trigger signal.
Set Channel 4 as the signal source trigger signal.
Select any one of D0-D15 in the logic analyzer as
the source trigger signal.
Note:When the signal source is selected as D0|>,
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Slope
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voltage level meets the specified trigger level.
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Время
простоя

Время до начала подсчёта фронтов в режиме
Nth Edge. Нажмите числовое поле, введите
время простоя для повторного взвода схемы
запуска и подтвердите единицей; либо задайте
его кнопками (− или +) или универсальной
ручкой. Нажимайте < > или или   для
перемещения курсора и выбора разряда.
Диапазон времени — от 30 нс до 10 с; по
умолчанию 100 нс.

Edge Num
(Номер
фронта)

Задайте значение N для запуска по N-му
фронту: нажмите числовое поле, введите число
фронтов и подтвердите OK; либо используйте
кнопки (- или +) или регулятор General. Нажмите
< > или или   для перемещения курсора
и выбора нужного разряда.

Порог 50%

Нажмите числовое поле и регулятором General
задайте нужный порог. Кнопка 50%
устанавливает уровень посередине размаха
запускающего сигнала. Примечание: при
выборе D0|> порог можно ввести цифровой
клавиатурой, а кнопка 50% обнуляет его.

Блокир.
запуска 100ns

100 нс – 10 с. Нажмите   числовое поле,
введите интервал повторного включения цепи
запуска и подтвердите единицей; либо
используйте кнопки (- или +) или регулятор
General. Кнопками < > или стрелками
перемещайте курсор и выбирайте разряд.
Задайте блокировку запуска 100 нс.

Чувств. Чувствительность окна запуска.

Режим

Сбор осциллограммы даже без обнаружения
условий запуска.
Сбор осциллограммы только при выполнении
условий запуска.
Сбор одной осциллограммы после обнаружения
запуска, затем останов.
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Idle Time

Set the time before starting the edge counting in
the Nth edge trigger.
Click Numeric Input Box to input the idle time to
be set for restarting the trigger circuit and click the
unit to confirm; or click Gear Input Box (- or +) or
turn the General knob to set the idle time for
restarting the trigger circuit, and click < > or press

or to move the cursor and select the
digit to be set.
The time that can be set ranges from 30ns to 10s
with default value of 100ns.

Edge Num

Set the specific value of N in the Nth edge trigger.
Click Numeric Input Box to input the edge
number to be set and click OK to confirm; or click
Gear Input Box (- or +) or turn the General knob to
set the edge number, and click < > or press
or to move the cursor and select the digit to
be set.

Threshold

50%

Click Numeric Display Box and turn General knob
to set the required threshold.
Click 50% and set the shortcut key of trigger level
in the vertical midpoint of the trigger signal
amplitude.
Note:When the signal source is set to D0|>, the
threshold value can be set using the numeric
keypad. Clicking 50% will reset the value to zero.

HoldOff

100ns

100ns – 10s; click Numeric Input Box to input the
interval to be set for restarting the trigger circuit
and click the unit to confirm; or click Gear Input
Box (- or +) or turn the General knob to set the
interval for restarting the trigger circuit, and click
< > or press or to move the cursor and
select the digit to be set.
Set the trigger hold-off time as 100ns.

Sensitivity Set the sensitivity of the trigger window.

Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.
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Idle Time

Set the time before starting the edge counting in
the Nth edge trigger.
Click Numeric Input Box to input the idle time to
be set for restarting the trigger circuit and click the
unit to confirm; or click Gear Input Box (- or +) or
turn the General knob to set the idle time for
restarting the trigger circuit, and click < > or press

or to move the cursor and select the
digit to be set.
The time that can be set ranges from 30ns to 10s
with default value of 100ns.

Edge Num

Set the specific value of N in the Nth edge trigger.
Click Numeric Input Box to input the edge
number to be set and click OK to confirm; or click
Gear Input Box (- or +) or turn the General knob to
set the edge number, and click < > or press
or to move the cursor and select the digit to
be set.

Threshold

50%

Click Numeric Display Box and turn General knob
to set the required threshold.
Click 50% and set the shortcut key of trigger level
in the vertical midpoint of the trigger signal
amplitude.
Note:When the signal source is set to D0|>, the
threshold value can be set using the numeric
keypad. Clicking 50% will reset the value to zero.

HoldOff

100ns

100ns – 10s; click Numeric Input Box to input the
interval to be set for restarting the trigger circuit
and click the unit to confirm; or click Gear Input
Box (- or +) or turn the General knob to set the
interval for restarting the trigger circuit, and click
< > or press or to move the cursor and
select the digit to be set.
Set the trigger hold-off time as 100ns.

Sensitivity Set the sensitivity of the trigger window.

Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.
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Логический запуск

Условия запуска задаются логическими соотношениями. После выбора
Logic Trigger параметры запуска отображаются внизу экрана,

Например:  AND; вход — высокий уровень, выход — Goes True.

Примечание: если для одного канала выбран нарастающий или
спадающий фронт, для другого такой выбор недоступен.

Окно настройки логического запуска описано ниже:

Меню Настр. Описание
Тип Логика Логический запуск канала.

Аналоговый

Логика

Логическая функция AND (И).
Логическая функция OR (ИЛИ).
Логическая функция XOR (исключающее ИЛИ).
Логическая функция XNOR (эквивалентность).

CH1 Input
Режим

1
0
X

Вход CH1: высокий уровень, низкий уровень,
любой уровень, нарастающий или спадающий
фронт.

CH2 Input
Режим

1
0
X

Вход CH2: высокий уровень, низкий уровень,
любой уровень, нарастающий или спадающий
фронт.

CH3 Input
Режим

1
0
X

Вход CH3: высокий уровень, низкий уровень,
любой уровень, нарастающий или спадающий
фронт.

CH4 Input
Режим

1
0
X

Вход CH4: высокий уровень, низкий уровень,
любой уровень, нарастающий или спадающий
фронт.
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Logic Trigger
Determine the trigger conditions with the logical relations.Enter the logic trigger

and the trigger setting information is displayed at the lower part of the screen,

such as , indicating that the logic trigger type is selected with the logic

mode of AND, input mode of high level and output mode of Goes True.
Note: When a rising or falling edge is set for one channel, it can not do
the same for another.

The descriptions of the Logic trigger setting window are shown in the table
below:

Menu Settings Descriptions
Type Logic Set vertical channel trigger type as Logic trigger.

Analog

Logic
Mode

AND
OR
XOR
XNOR

Set logic mode as AND.
Set logic mode as OR.
Set logic mode as XOR.
Set logic mode as XNOR.

CH1 Input
Mode

1
0
X

Set CH1 as High Level, Low level, high or low
level, Rise and Fall.

CH2 Input
Mode

1
0
X

Set CH2 as High Level, Low level, high or low
level, Rise and Fall.

CH3 Input
Mode

1
0
X

Set CH3 as High Level, Low level, high or low
level, Rise and Fall.

CH4 Input
Mode

1
0
X

Set CH4 as High Level, Low level, high or low
level, Rise and Fall.
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Output
Режим

GoesTrue
GoesFalse

True>
True=
True<

Нажмите  для выбора выходного
режима. GoseTrue: запуск при смене условия с
ложного на истинное.
GoseFalse: запуск при смене условия с
истинного на ложное.
True >: запуск, если условие истинно дольше
заданного времени.
True =: запуск, если длительность истинного
условия равна заданной.
True <: запуск, если условие истинно меньше
заданного времени.

CH1
Threshold 50%

Нажмите числовое поле и вращайте
универсальную ручку для задания порога CH1.
Нажмите 50% для установки уровня
посередине амплитуды сигнала запуска.

CH2
Threshold 50%

Нажмите числовое поле и вращайте
универсальную ручку для задания порога CH2.
Нажмите 50% для установки уровня
посередине амплитуды сигнала запуска.

CH3
Threshold 50%

Нажмите числовое поле и вращайте
универсальную ручку для задания порога CH3.
Нажмите 50% для установки уровня
посередине амплитуды сигнала запуска.

CH4
Threshold 50%

Нажмите числовое поле и вращайте
универсальную ручку для задания порога CH4.
Нажмите 50% для установки уровня
посередине амплитуды сигнала запуска.

Блокир.
запуска 100ns

100 нс – 10 с. Нажмите   числовое
поле, введите интервал повторного включения
цепи запуска и подтвердите единицей; либо
используйте кнопки (- или +) или регулятор
General. Кнопками < > или стрелками
перемещайте курсор и выбирайте разряд.
Задайте блокировку запуска 100 нс.

Чувств. Чувствительность окна запуска.
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Output
Mode

GoesTrue
GoesFalse
True>
True=
True<

Click to select the output mode.
GoseTrue: Trigger when condition turns True
from False.
GoseFalse: Trigger when condition turns False
from True.
True >: Trigger when the time of true condition is
more than the set time.
True =: Trigger when the time of true condition is
equal to the set time.
True <: Trigger when the time of true condition is
lower than the set time.

CH1
Threshold 50%

Click Numeric Display Box and turn General
knob to set the CH1 Threshold.
Click 50% and set the shortcut key of trigger level
in the vertical midpoint of the trigger signal
amplitude.

CH2
Threshold 50%

Click Numeric Display Box and turn General
knob to set the CH2 Threshold.
Click 50% and set the shortcut key of trigger level
in the vertical midpoint of the trigger signal
amplitude.

CH3
Threshold 50%

Click Numeric Display Box and turn General
knob to set the CH3 Threshold.
Click 50% and set the shortcut key of trigger level
in the vertical midpoint of the trigger signal
amplitude.

CH4
Threshold 50%

Click Numeric Display Box and turn General
knob to set the CH4 Threshold.
Click 50% and set the shortcut key of trigger level
in the vertical midpoint of the trigger signal
amplitude.

HoldOff

100ns

100ns – 10s; click Numeric Input Box to input
the interval to be set for restarting the trigger
circuit and click the unit to confirm; or click Gear
Input Box (- or +) or turn the General knob to set
the interval for restarting the trigger circuit, and
click < > or press or to move the
cursor and select the digit to be set.
Set the trigger hold-off time as 100ns.

Sensitivity Set the sensitivity of the trigger window.
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Режим

Сбор осциллограммы даже без обнаружения
условий запуска.
Сбор осциллограммы только при выполнении
условий запуска.
Сбор одной осциллограммы после
обнаружения запуска, затем останов.

Цифровой

Логика

Логическая функция AND (И).
Логическая функция OR (ИЛИ).
Логическая функция XOR (исключающее ИЛИ).
Логическая функция XNOR (эквивалентность).

Output
Режим

GoesTrue
GoesFalse

True>
True=
True<

Нажмите  для выбора выходного
режима. GoseTrue: запуск при смене условия с
ложного на истинное.
GoseFalse: запуск при смене условия с
истинного на ложное.
True >: запуск, если условие истинно дольше
заданного времени.
True =: запуск, если длительность истинного
условия равна заданной.
True <: запуск, если условие истинно меньше
заданного времени.

Вход

ALL
1
0
X

Кнопка 1 задаёт D:0–D:15 высокий уровень; 0
— низкий; X — высокий/низкий. Нажмите
отдельный логический канал для задания
высокого, низкого, любого уровня,
нарастающего или спадающего фронта.

D15–D8
Порог 50%

Нажмите числовое поле, введите порог и
подтвердите единицей; либо используйте
кнопки (- или +) или регулятор General.
Нажмите < > или или   для
перемещения курсора и выбора разряда.
Кнопка 50% задаёт уровень запуска
посередине размаха запускающего сигнала.
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Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.

Digital

Logic
Mode

AND
OR
XOR
XNOR

Set logic mode as AND.
Set logic mode as OR.
Set logic mode as XOR.
Set logic mode as XNOR.

Output
Mode

GoesTrue
GoesFalse
True>
True=
True<

Click to select the output mode.
GoseTrue: Trigger when condition turns True
from False.
GoseFalse: Trigger when condition turns False
from True.
True >: Trigger when the time of true condition is
more than the set time.
True =: Trigger when the time of true condition is
equal to the set time.
True <: Trigger when the time of true condition is
lower than the set time.

Input

ALL

1
0
X

Click 1 to set D:0 - D:15 to high level.
Click 0 to set D:0 - D:15 to low level.
Click X to set D:0 - D:15 to high/low level.
Click on a single logic channel to individually set
D:0 - D:15 to high level, low level, high/low level,
rising edge, or falling edge.

D15 - D8
Threshold

50%

Click Numeric Input Box to input the threshold
and click the unit to confirm; or click Gear Input
Box (- or +) or turn the General knob to set the
threshold, and click < > or press or
to move the cursor and select the digit to be set.
Click 50% and set the shortcut key of trigger level
in the vertical midpoint of the trigger signal
amplitude.
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D15 - D8
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Click 50% and set the shortcut key of trigger level
in the vertical midpoint of the trigger signal
amplitude.
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Порог
D7–D0 50%

Нажмите числовое поле, введите порог и
подтвердите единицей; либо используйте
кнопки (- или +) или регулятор General.
Нажмите < > или или   для
перемещения курсора и выбора разряда.
Кнопка 50% задаёт уровень запуска
посередине размаха запускающего сигнала.

Блокир.
запуска 100ns

100 нс - 10 с; нажмите числовое поле, введите
интервал повторного взвода схемы запуска и
нажмите единицу для подтверждения. Либо
задайте интервал кнопками (− или +) или
универсальной ручкой. Нажимайте < > или или

  для перемещения курсора и выбора
разряда. Задайте блокировку запуска 100 нс.

Режим

Сбор осциллограммы даже без обнаружения
условий запуска.
Сбор осциллограммы только при выполнении
условий запуска.
Сбор одной осциллограммы после
обнаружения запуска, затем останов.

Запуск RS232/UART

RS232/UART - последовательная передача данных между
компьютерами либо между компьютером и терминалом.
Последовательный протокол RS232 передаёт символ как кадр данных,
состоящий из 1 стартового бита, 5–8 битов данных, 1 бита чётности и 1–2
стоповых битов; формат показан ниже. Запуск возможен при
обнаружении стартового кадра, ошибки кадра, чётности или заданных
данных. После выбора запуска по шине RS232/UART параметры
отображаются

внизу экрана, например : 

режим RS232/UART, источник CH1, скорость передачи CH1 9600 бит/с и
уровень запуска CH1 0.000pV.
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D7 - D0
Threshold

50%

Click Numeric Input Box to input the threshold
and click the unit to confirm; or click Gear Input
Box (- or +) or turn the General knob to set the
threshold, and click < > or press or
to move the cursor and select the digit to be set.
Click 50% and set the shortcut key of trigger level
in the vertical midpoint of the trigger signal
amplitude.

HoldOff

100ns

100ns – 10s; click Numeric Input Box to input
the interval to be set for restarting the trigger
circuit and click the unit to confirm; or click Gear
Input Box (- or +) or turn the General knob to set
the interval for restarting the trigger circuit, and
click < > or press or to move the
cursor and select the digit to be set.
Set the trigger hold-off time as 100ns.

Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.

RS232/UART Trigger
RS232/UART bus is a serial data communication mode used for data

transmission between computers or between the computer and the terminal.

RS232 serial protocol transmit a character as a frame of data, the frame

structure is composed of 1 start bit, 5-8 data bits, 1 check bit and 1-2 stop bit(s),

with the format as shown in the figure below. It is triggered when a start frame,

error frame, check error or specified data is detected.

Enter the RS232/UART bus trigger and the trigger setting information is

displayed at the lower part of the screen, such as , indicating
that the RS232/UART trigger mode is selected with the trigger signal source of

CH1, CH1 baud rate of 9,600bps and CH1 trigger level of 0.000pV.
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Окно настройки запуска RS232 описано ниже:

Меню Настр. Описание

Тип RS232/UA
RT

Выбор типа запуска шины RS232/UART.

Источник

Выбор источника запуска: канал 1, 2, 3 или 4;
либо любой из D0–D15 логического
анализатора. Примечание: при выборе D0|>
функция Sensitivity недоступна.

Полярн.

Прямая полярность передачи данных.

Обратная полярность передачи данных.

Baud
(Скорость)

Нажмите числовое поле и регулятором General
выберите стандартную скорость. Либо нажмите
числовое поле, введите скорость и подтвердите
единицей; используйте кнопки (- или +) или
регулятор General. Нажмите < > или или 

 для перемещения курсора и выбора
разряда. Диапазон скорости от 50 до 10 000
000.

Порог 50%

Нажмите числовое поле и регулятором General
задайте нужный порог. Кнопка 50%
устанавливает уровень посередине размаха
запускающего сигнала. Примечание: при
выборе D0|> порог можно ввести цифровой
клавиатурой, а кнопка 50% обнуляет его.

Условие Начало
Запуск при обнаружении стартового кадра.
После выбора условия задайте Stop Bit: 1 или 2
бита.

1 бит 8 бит 1 бит 1 бит

Старт-бит Биты данных Бит чётности Стоп-бит
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The descriptions of RS232 trigger setting window are shown in the table
below:

Menu Settings Descriptions

Type
RS232/

UART
Set the buss trigger type to RS232/UART trigger.

Source

CH1
CH2
CH3
CH4
D0|>

Set Channel 1 as the signal source trigger signal.
Set Channel 2 as the signal source trigger signal.
Set Channel 3 as the signal source trigger signal.
Set Channel 4 as the signal source trigger signal.
Select any one of D0-D15 in the logic analyzer as
the source trigger signal.
Note: When the signal source is selected as D0|>,
the Sensitivity functions are unavailable.

Polarity
Select positive polarity for data transmission.

Select reverse polarity for data transmission.

Baud

Common

Custom

Click Numeric Display Box and turn General knob
to set the commonly-used baud rate.
Click Numeric Display Box to input the baud rate
to be set and click unit to confirm; or click Gear
Input Box (- or +) or turn the General knob to set
the baud rate, and click < > or press or
to move the cursor and select the digit to be set.
The baud rate ranges from 50 to 10,000,000.

Threshold 50%

Click Numeric Display Box and turn General knob
to set the required threshold.
Click 50% and set the shortcut key of trigger level
in the vertical midpoint of the trigger signal
amplitude.
Note: When the signal source is set to D0|>, the
threshold value can be set using the numeric
keypad. Clicking 50% will reset the value to zero.

Condition Start
Trigger when a start frame is detected, and set
after selecting this trigger condition:
Stop Bit: Select “1 bit” or “2 bits”.
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Parity Check: N/A — без проверки, Even —
чётная, Odd — нечётная.

Ошибка

Запуск при обнаружении ошибочного кадра.
Задайте Stop Bit: 1 или 2 бита; Parity Check: N/A
— без проверки, Even — чётная, Odd —
нечётная. По этой настройке осциллограф
определяет ошибки чётности.

Проверка
ошибки

Запуск при ошибке чётности. После выбора
условия нажмите Parity Check для выбора
чётной или нечётной проверки.

Данные

Запуск по последнему биту заданных данных.
Задайте Data Bit Width: 5, 6, 7 или 8 бит. Data:
значение от 0 до 2 в степени числа битов
данных минус 1.

Блокир.
запуска 100ns

100 нс – 10 с. Нажмите   числовое
поле, введите интервал повторного включения
цепи запуска и подтвердите единицей; либо
используйте кнопки (- или +) или регулятор
General. Кнопками < > или стрелками
перемещайте курсор и выбирайте разряд.
Задайте блокировку запуска 100 нс.

Чувств. Чувствительность окна запуска.

Режим

Сбор осциллограммы даже без обнаружения
условий запуска.
Сбор осциллограммы только при выполнении
условий запуска.
Сбор одной осциллограммы после
обнаружения запуска, затем останов.

Запуск I2C

Последовательная шина I2C состоит из линий SCL и SDA. Частоту
передачи задаёт тактовая линия SCL, а данные передаются по SDA, как
показано на рисунке. Запуск возможен по старту, повторному старту,
стопу, потере подтверждения, заданному адресу устройства или
значению данных.
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Parity Check: “N/A” refers to no check; “Even”
refers to even check and “Odd” refers to odd
check.

Error

Trigger when an error frame is detected, and set
after selecting this trigger condition:
Stop Bit: Select “1 bit” or “2 bits”.
Parity Check: “N/A” refers to no check; “Even”
refers to even check and “Odd” refers to odd
check; the oscilloscope determines if there is any
check error based on this setting.

Chk Error
Trigger when a check error is detected. After
selecting this trigger conditions, click Parity
Check to select even check or odd check.

Data

Trigger at the last bit of the set data bit and set
after selecting this trigger condition:
Data Bit Width: Set to 5, 6, 7, or 8 bits.
Data: Based on the set data bit width, the data
range is between 0 and 2 data bits width power -1.

HoldOff

100ns

100ns – 10s; click Numeric Input Box to input the
interval to be set for restarting the trigger circuit
and click the unit to confirm; or click Gear Input
Box (- or +) or turn the General knob to set the
interval for restarting the trigger circuit, and click
< > or press or to move the cursor
and select the digit to be set.
Set the trigger hold-off time as 100ns.

Sensitivity Set the sensitivity of the trigger window.

Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.

I2C Trigger

I2C serial bus consists of two lines, SCL and SDA, with the transmission

rate determined by the clock line SCL and transmission data by SDA, as

shown in the figure, it can be triggered upon start, restart, stop, loss

confirmation and specific equipment address or data value.
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После выбора запуска по шине I2C его параметры отображаются

Внизу экрана, например:  запуск I2C; SCL CH1 — 400.0 мВ,

SDA CH2 — 464.0 мВ.

Окно настройки запуска I2C описано ниже:

Меню Настр. Описание

Тип Запуск по шине I2C.

SCL

Выбор SCL: канал 1, 2, 3 или 4; либо любой из
D0–D15 логического анализатора.
Примечание: при выборе D0|> функция
Sensitivity недоступна.

Порог 50%

Нажмите числовое поле и регулятором
General задайте порог SCL. Кнопка 50%
задаёт уровень посередине размаха
запускающего сигнала. Примечание: для D0|>
порог вводится цифровой клавиатурой; кнопка
50% обнуляет его.

SDA

Выбор SDA: канал 1, 2, 3 или 4; либо любой из
D0–D15 логического анализатора.
Примечание: при выборе D0|> функция
Sensitivity недоступна.

Условие
START

Условие
STOP

Адрес Данные Данные
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Enter the I2C bus trigger and the trigger setting information is displayed at

the lower part of the screen, such as ,indicating that the I2C

trigger type is selected with CH1 SCL trigger level of 400.0mV and CH2 SDA

trigger level of 464.0mV.

The descriptions of the I2C trigger setting window are as follows:

Menu Settings Descriptions
Type I2C Set the bus trigger type to I2C.

SCL

CH1
CH2
CH3
CH4
D0|>

Set Channel 1 as SCL.
Set Channel 2 as SCL.
Set Channel 3 as SCL.
Set Channel 4 as SCL.
Select any one of D0-D15 in the logic analyzer
as the SCL.
Note:When the signal source is selected as
D0|>, the Sensitivity functions are unavailable.

Threshold

50%

Click Numeric Display Box and turn General
knob to set the SCL threshold.
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.
Note: When the signal source is set to D0|>, the
threshold value can be set using the numeric
keypad. Clicking 50% will reset the value to
zero.

SDA

CH1
CH2
CH3
CH4
D0|>

Set Channel 1 as SDA.
Set Channel 2 as SDA.
Set Channel 3 as SDA.
Set Channel 4 as SDA.
Select any one of D0-D15 in the logic analyzer
as the SDA.
Note:When the signal source is selected as
D0|>, the Sensitivity functions are unavailable.
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Порог 50%

Нажмите числовое поле и регулятором
General задайте порог SDA. Кнопка 50%
задаёт уровень посередине размаха
запускающего сигнала. Примечание: для D0|>
порог вводится цифровой клавиатурой; кнопка
50% обнуляет его.

Условие

Начало
Запуск, когда при высоком SCL линия SDA
меняется с высокого уровня на низкий.

Restart
Запуск при повторном условии старта до
условия стопа.

Stop
Запуск, когда при высоком SCL линия SDA
меняется с низкого уровня на высокий.

Ack Lost
Запуск, когда SDA имеет высокий уровень во
время любого тактового бита SCL.

А
д
р
е
с

Поиск заданного адреса по биту
чтения/записи и запуск.

Биты
адреса

Разрядность адреса: 7, 8 или 10 битов.

Адрес
Диапазон адреса от 0 до 127, от 0 до 255 либо
от 0 до 1023 в зависимости от разрядности.

Направл
ение

Направление данных: чтение или запись.
Примечание: недоступно при 8-битном
адресе.

Д
а
н
н
ы
е

Поиск заданного значения на линии данных и
запуск по последнему фронту тактовой линии
в данных.

Число
байтов

Длина данных от 1 до 5 байтов. Задаётся
регулятором General.

Данные Тип кода данных текущего бита.

Addr/Data

Одновременный поиск заданного адреса и
данных: запуск происходит, когда оба
соответствуют условиям. Настройки см. в
описании форматов адреса и данных.

Блокир.
запуска

100 нс - 10 с; нажмите числовое поле, введите
интервал повторного взвода схемы запуска и
нажмите единицу для подтверждения. Либо
задайте интервал кнопками (− или +) или
универсальной ручкой. Нажимайте < > или
или   для перемещения
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Threshold

50%

Click Numeric Display Box and turn General
knob to set the SDA threshold .
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.
Note: When the signal source is set to D0|>, the
threshold value can be set using the numeric
keypad. Clicking 50% will reset the value to
zero.

Condition

Start Trigger when SCL is in high level and SDA is
from high level to low level.

Restart Trigger when another starting condition occurs
before the stopping condition.

Stop Trigger when SCL is in high level and SDA is
from low level to high level.

Ack Lost Trigger when SDA data is in high level during
any SCL clock bit period.

A
d
d
r

Trigger to search for the address value set on
the read/write bit.

Addr Bits Set the address bit width to “7-bit”, “8-bit” or
“10-bit”.

Addr The address ranges from 0 to 127, from 0 to 255
and from 0 to 1023 depending on the address bit
width.

Direction Set the data direction to read or write. Note: This
setting is not available when the address bit
width is 8.

D
a
t
a

Search for the set data value on the data line
and trigger on the edge of the last clock line in
the data.

Byte
Length Set the byte length of the data ranging from 1

byte to 5 bytes. Turn General knob to set it.

Data Set the data code type on current data bit.

Addr/Data

Search for the set address value and data value
simultaneously and trigger when both meet the
trigger conditions; for specific settings, refer to
the setting of address format and data format.

HoldOff

100ns – 10s; click Numeric Input Box to input
the interval to be set for restarting the trigger
circuit and click the unit to confirm; or click Gear
Input Box (- or +) or turn the General knob to set
the interval for restarting the trigger circuit, and
click < > or press or to move the
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100ns
курсора и выбора разряда. Задайте
блокировку запуска 100 нс.

Чувств. Чувствительность окна запуска.

Режим

Сбор осциллограммы даже без обнаружения
условий запуска.
Сбор осциллограммы только при выполнении
условий запуска.
Сбор одной осциллограммы после
обнаружения запуска, затем останов.

Запуск SPI

Запуск происходит при выполнении условия тайм-аута и
обнаружении осциллографом заданных данных. Для запуска SPI
необходимо задать SCL (тактовую линию) и SDA (линию
последовательных данных). После выбора запуска по SPI его параметры
отображаются

внизу экрана, например . Это означает режим запуска SPI с уровнем SCL

канала CH1 400.0V и уровнем SDA канала CH2 466.0mV. 

Окно настройки запуска SPI описано ниже:

Меню Настр. Описание

Тип
Выбор типа запуска вертикального канала SPI.
канала.

SCL

Выбор режима SCL: канал 1, 2, 3 или 4; либо
любой из D0–D15 логического анализатора.
Примечание: при выборе D0|> функция
Sensitivity недоступна.

Порог 50%

Нажмите числовое поле и регулятором General
задайте порог SCL. Кнопка 50% задаёт уровень
посередине размаха запускающего сигнала.
Примечание: для D0|> порог вводится цифровой
клавиатурой; кнопка 50% обнуляет его.
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100ns
cursor and select the digit to be set.
Set the trigger hold-off time as 100ns.

Sensitivity Set the sensitivity of the trigger window.

Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.

SPI Trigger
Trigger when the timeout conditions are met and the specified data is

found by the oscilloscope. In SPI trigger mode, it is required to specified SCL

(Serial Clock Line) and SDA (Serial Clock Data).

Enter the SPI bus trigger and the trigger setting information is displayed at

the lower part of the screen, such as ,indicating that the SPI

trigger mode is selected with the CH1 SCL trigger level of 400.0V and CH2

SDA trigger level of 466.0mV.

The descriptions of SPI Trigger setting window are as follows:

Menu Settings Descriptions

Type SPI
Set the trigger type of the vertical channel to SPI

trigger.

SCL

CH1
CH2
CH3
CH4
D0|>

Set Channel 1 as the SCL mode.
Set Channel 2 as the SCL mode.
Set Channel 3 as the SCL mode.
Set Channel 4 as the SCL mode.
Select any one of D0-D15 in the logic analyzer as
the SCL.
Note:When the signal source is selected as D0|>,
the Sensitivity functions are unavailable.

Threshold
50%

Click Numeric Display Box and turn General knob
to set the SCL threshold.
Click 50% and set the shortcut key of trigger level in
the vertical midpoint of the trigger signal amplitude.
Note: When the signal source is set to D0|>, the
threshold value can be set using the numeric
keypad. Clicking 50% will reset the value to zero.
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SDA

Выбор режима SDA: канал 1, 2, 3 или 4; либо
любой из D0–D15 логического анализатора.
Примечание: при выборе D0|> функция
Sensitivity недоступна.

Порог 50%

Нажмите числовое поле и регулятором General
задайте порог SDA. Кнопка 50% задаёт уровень
посередине размаха запускающего сигнала.
Примечание: для D0|> порог вводится цифровой
клавиатурой; кнопка 50% обнуляет его.

Тайм-аут

Минимальный простой — один цикл SCL, от 30
нс до 10 с, по умолчанию 100 нс. Тайм-аут
возникает при обнаружении подходящего SDA
после заданного простоя SCL. Нажмите
числовое поле, введите тайм-аут и подтвердите
единицей; либо используйте кнопки (- или +) или
регулятор General. Нажмите < > или  

  для перемещения курсора и выбора
разряда. Для значения простоя нажмите для
перемещения курсора и выбора нужного
разряда.

Clock
Фронт

Выбор тактового фронта: нарастающий или
спадающий. При нарастающем фронте SDA
считывается на нарастании тактового сигнала;
при спадающем - на его спаде.

Data Bits
Число битов последовательных данных: от 4 до
32. Нажмите числовое поле и вращайте
универсальную ручку для задания разрядности.

Данные Задание бита данных.

Блокир.
запуска 100ns

100 нс – 10 с. Нажмите   числовое поле,
введите интервал повторного включения цепи
запуска и подтвердите единицей; либо
используйте кнопки (- или +) или регулятор
General. Кнопками < > или стрелками
перемещайте курсор и выбирайте разряд.
Задайте блокировку запуска 100 нс.

Чувств. Чувствительность окна запуска.
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SDA

CH1
CH2
CH3
CH4
D0|>

Set Channel 1 as the SDA mode.
Set Channel 2 as the SDA mode.
Set Channel 3 as the SDA mode.
Set Channel 4 as the SDA mode.
Select any one of D0-D15 in the logic analyzer as
the SDA.
Note:When the signal source is selected as D0|>,
the Sensitivity functions are unavailable.

Threshold
50%

Click Numeric Display Box and turn General knob
to set the SDA threshold.
Click 50% and set the shortcut key of trigger level in
the vertical midpoint of the trigger signal amplitude.
Note: When the signal source is set to D0|>, the
threshold value can be set using the numeric
keypad. Clicking 50% will reset the value to zero.

Timeout

Set the minimum idle period that is, one SCL cycle
ranging from 30ns to 10s with default value of
100ns. Timeout occurs when the SDAmeeting the
trigger conditions is found by the oscilloscope after
the SCL signal remains idle for a specified time;
Click Numeric Input Box to input the timeout period
to be set and click the unit to confirm; or click Gear
Input Box (- or +) or turn General knob to set the
timeout period, click < > or press to
move the cursor and select the digit to be set. For
idle state value, press to move the
cursor and select the digit to be set.

Clock
Edge

Set the clock edge to rising edge or falling edge.
The rising edge refers to acquire the SDA at the
rising edge of the clock; the falling edge refers to
acquire the SDA at the falling edge of the clock.

Data Bits
Set the number of bits in the serial data string
ranging from 4 to 32 bits; click Numeric Display Box
and turn General Knob to set the data bit width.

Data Set the data bit.

HoldOff

100ns

100ns – 10s; click Numeric Input Box to input the
interval to be set for restarting the trigger circuit and
click the unit to confirm; or click Gear Input Box (- or
+) or turn the General knob to set the interval for
restarting the trigger circuit, and click < > or press

or to move the cursor and select the
digit to be set.
Set the trigger hold-off time as 100ns.

Sensitivity Set the sensitivity of the trigger window.
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Input Box (- or +) or turn General knob to set the
timeout period, click < > or press to
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cursor and select the digit to be set.

Clock
Edge
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The rising edge refers to acquire the SDA at the
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acquire the SDA at the falling edge of the clock.

Data Bits
Set the number of bits in the serial data string
ranging from 4 to 32 bits; click Numeric Display Box
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Data Set the data bit.
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Sensitivity Set the sensitivity of the trigger window.
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Режим

Сбор осциллограммы даже без обнаружения
условий запуска.
Сбор осциллограммы только при выполнении
условий запуска.
Сбор одной осциллограммы после обнаружения
запуска, затем останов.

Запуск CAN

CAN (Controller Area Network) - протокол последовательной связи,
стандартизованный международной организацией ISO. Запуск по шине
CAN возможен по Start, Type, ID, Data, ID/Data, End, Lost или Error.
Задайте источник, тип сигнала, точку считывания и скорость передачи.
После выбора запуска CAN его параметры отображаются

справа внизу экрана, например . Это означает запуск CAN, источник CH1,

тип кадра CAN_H и скорость 1 000 000 бит/с. 

Окно настройки запуска CAN описано ниже:

Меню Настр. Описание

Тип Запуск по шине CAN.

Источник

Выбор источника запуска: канал 1, 2, 3 или 4;
либо любой из D0–D15 логического анализатора.
Примечание: при выборе D0|> функция Sensitivity
недоступна.
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Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.

CAN Trigger
CAN, the abbreviation of Controller Area Network, is the serial

communication protocol of ISO international standardization.

In CAN bus trigger mode, it can be triggered upon Start , Type, ID, Data,

ID/Data, End, Lost or Error. It is required to specify the signal source, signal

type, acquisition point and signal rate.

Enter the CAN bus trigger and the trigger setting information is displayed

at the lower right of the screen, such as ,indicating that the CAN

trigger type is selected with the trigger signal source of CH1, frame type of

CAN_H and the baud rate of 1,000,000bps.

The descriptions of CAN trigger setting window are as follows:

Menu Settings Descriptions
Type CAN Set the bus trigger type as CAN.

Source

CH1
CH2
CH3
CH4
D0|>

Set Channel 1 as the signal source trigger signal.
Set Channel 2 as the signal source trigger signal.
Set Channel 3 as the signal source trigger signal.
Set Channel 4 as the signal source trigger signal.
Select any one of D0-D15 in the logic analyzer as
the source trigger signal.
Note:When the signal source is selected as D0|>,
the Sensitivity functions are unavailable.
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Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.

CAN Trigger
CAN, the abbreviation of Controller Area Network, is the serial

communication protocol of ISO international standardization.

In CAN bus trigger mode, it can be triggered upon Start , Type, ID, Data,

ID/Data, End, Lost or Error. It is required to specify the signal source, signal

type, acquisition point and signal rate.

Enter the CAN bus trigger and the trigger setting information is displayed

at the lower right of the screen, such as ,indicating that the CAN

trigger type is selected with the trigger signal source of CH1, frame type of

CAN_H and the baud rate of 1,000,000bps.

The descriptions of CAN trigger setting window are as follows:

Menu Settings Descriptions
Type CAN Set the bus trigger type as CAN.

Source

CH1
CH2
CH3
CH4
D0|>

Set Channel 1 as the signal source trigger signal.
Set Channel 2 as the signal source trigger signal.
Set Channel 3 as the signal source trigger signal.
Set Channel 4 as the signal source trigger signal.
Select any one of D0-D15 in the logic analyzer as
the source trigger signal.
Note:When the signal source is selected as D0|>,
the Sensitivity functions are unavailable.
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Mode
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Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.

CAN Trigger
CAN, the abbreviation of Controller Area Network, is the serial

communication protocol of ISO international standardization.

In CAN bus trigger mode, it can be triggered upon Start , Type, ID, Data,

ID/Data, End, Lost or Error. It is required to specify the signal source, signal

type, acquisition point and signal rate.

Enter the CAN bus trigger and the trigger setting information is displayed

at the lower right of the screen, such as ,indicating that the CAN

trigger type is selected with the trigger signal source of CH1, frame type of

CAN_H and the baud rate of 1,000,000bps.

The descriptions of CAN trigger setting window are as follows:

Menu Settings Descriptions
Type CAN Set the bus trigger type as CAN.

Source

CH1
CH2
CH3
CH4
D0|>

Set Channel 1 as the signal source trigger signal.
Set Channel 2 as the signal source trigger signal.
Set Channel 3 as the signal source trigger signal.
Set Channel 4 as the signal source trigger signal.
Select any one of D0-D15 in the logic analyzer as
the source trigger signal.
Note:When the signal source is selected as D0|>,
the Sensitivity functions are unavailable.
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Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.

CAN Trigger
CAN, the abbreviation of Controller Area Network, is the serial

communication protocol of ISO international standardization.

In CAN bus trigger mode, it can be triggered upon Start , Type, ID, Data,

ID/Data, End, Lost or Error. It is required to specify the signal source, signal

type, acquisition point and signal rate.

Enter the CAN bus trigger and the trigger setting information is displayed

at the lower right of the screen, such as ,indicating that the CAN

trigger type is selected with the trigger signal source of CH1, frame type of

CAN_H and the baud rate of 1,000,000bps.

The descriptions of CAN trigger setting window are as follows:

Menu Settings Descriptions
Type CAN Set the bus trigger type as CAN.

Source

CH1
CH2
CH3
CH4
D0|>

Set Channel 1 as the signal source trigger signal.
Set Channel 2 as the signal source trigger signal.
Set Channel 3 as the signal source trigger signal.
Set Channel 4 as the signal source trigger signal.
Select any one of D0-D15 in the logic analyzer as
the source trigger signal.
Note:When the signal source is selected as D0|>,
the Sensitivity functions are unavailable.
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Тип
CAN_H
CAN_L
TX RX
DIFF

Фактический сигнал CAN_H.
Фактический сигнал CAN_L.
Передаваемый сигнал CAN.
Принимаемый сигнал CAN.
Подключите дифференциальный сигнал CAN к
аналоговому каналу через дифференциальный
пробник: положительный вход к CAN_H,
отрицательный - к CAN_L.

Точка
выборки

Нажмите числовое поле, введите положение
точки внутри бита и подтвердите %; либо
используйте кнопки (- или +) или регулятор
General. Нажмите < > или   для
перемещения курсора и выбора разряда. Здесь
осциллограф начинает сбор уровня бита.
Положение точки — доля времени от начала бита
до точки сбора относительно длительности бита:
от 0,5% до 95%.

Baud
(Скорость)

Нажмите числовое поле; регулятором General
выберите скорость из таблицы.

Нажмите числовое поле, введите скорость и
подтвердите единицей; либо используйте кнопки
(− или +) или универсальную ручку для задания
скорости. Нажимайте < > или или   для
перемещения курсора и выбора разряда.
Диапазон скорости от 10 000 до 1 000 000.

Порог 50%

Нажмите числовое поле и регулятором General
задайте нужный порог. Кнопка 50%
устанавливает уровень посередине размаха
запускающего сигнала. Примечание: при выборе
D0|> порог можно ввести цифровой клавиатурой,
а кнопка 50% обнуляет его.

Условие

Начало Запуск на стартовом бите кадра данных.

Тип Тип

Данные Запуск по выбранному типу
кадра.Remote

Ошибка
Перегр.

ID ID
Format

Standard Выбор стандартного или
расширенного формата ID.Extend
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Type

CAN_H
CAN_L
TX
RX
DIFF

Actual CAN_H bus signal.
Actual CAN_L bus signal.
Sending signal from CAN signal line.
Receiving signal from CAN signal line.
Use a differential probe to connect to the analog
channel's CAN differential bus signal. Connect the
positive terminal of the differential probe to the
CAN_H bus signal, and the negative terminal to the
CAN_L bus signal.

Sample
Point

Click Numeric Input Box to input the point within
the bit time to be set and click % to confirm; or click
Gear Input Box (- or +) or turn General knob to set
the point within the bit time, click < > or press

to move the cursor and select the digit to be
set. The oscilloscope start acquisition to bit level at
this point. The position of acquisition point is
indicated with the percentage of “bit start to
acquisition point” to “bit time”, ranging from 0.5% to
95%.

Baud

Common Click Numeric Display Box and turn General knob to
select the baud rate from the table.

Custom

Click Numeric Display Box to input the baud rate to
be set and click the unit to confirm; or click Gear
Input Box (- or +) or turn the General knob to set the

baud rate, and click < > or press or to

move the cursor and select the digit to be set.
Set the baud rate ranging from 10,000 to 1,000,000.

Threshold
50%

Click Numeric Display Box and turn General knob to
set the required threshold.
Click 50% and set the shortcut key of trigger level in
the vertical midpoint of the trigger signal amplitude.
Note: When the signal source is set to D0|>, the
threshold value can be set using the numeric
keypad. Clicking 50% will reset the value to zero.

Condition

Start Trigger at the frame start bit of the data frame.

Type Type

Data
Trigger on the selected frame
type.Remote

Error
Overload

ID ID
Format

Standard Select the ID format as
standard or extended.Extend
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Type

CAN_H
CAN_L
TX
RX
DIFF
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Receiving signal from CAN signal line.
Use a differential probe to connect to the analog
channel's CAN differential bus signal. Connect the
positive terminal of the differential probe to the
CAN_H bus signal, and the negative terminal to the
CAN_L bus signal.

Sample
Point

Click Numeric Input Box to input the point within
the bit time to be set and click % to confirm; or click
Gear Input Box (- or +) or turn General knob to set
the point within the bit time, click < > or press

to move the cursor and select the digit to be
set. The oscilloscope start acquisition to bit level at
this point. The position of acquisition point is
indicated with the percentage of “bit start to
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Baud
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Set the baud rate ranging from 10,000 to 1,000,000.

Threshold
50%

Click Numeric Display Box and turn General knob to
set the required threshold.
Click 50% and set the shortcut key of trigger level in
the vertical midpoint of the trigger signal amplitude.
Note: When the signal source is set to D0|>, the
threshold value can be set using the numeric
keypad. Clicking 50% will reset the value to zero.

Condition

Start Trigger at the frame start bit of the data frame.

Type Type

Data
Trigger on the selected frame
type.Remote

Error
Overload

ID ID
Format

Standard Select the ID format as
standard or extended.Extend
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set. The oscilloscope start acquisition to bit level at
this point. The position of acquisition point is
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acquisition point” to “bit time”, ranging from 0.5% to
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Baud
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be set and click the unit to confirm; or click Gear
Input Box (- or +) or turn the General knob to set the
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move the cursor and select the digit to be set.
Set the baud rate ranging from 10,000 to 1,000,000.

Threshold
50%

Click Numeric Display Box and turn General knob to
set the required threshold.
Click 50% and set the shortcut key of trigger level in
the vertical midpoint of the trigger signal amplitude.
Note: When the signal source is set to D0|>, the
threshold value can be set using the numeric
keypad. Clicking 50% will reset the value to zero.

Condition

Start Trigger at the frame start bit of the data frame.

Type Type

Data
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Error
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Standard Select the ID format as
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ID
Value

Задайте ID регулятором
General и стрелками на
панели.

Данные

Число
байтов

Нажмите числовое поле и
выберите требуемую длину
данных от 1 до 8 байтов.

Данные
Задайте данные регулятором
General и стрелками на
панели.

ID/Data

ID
Format

Standard Выбор стандартного или
расширенного формата ID.Extend

ID
Value

Задайте ID регулятором
General и стрелками на
панели.

Число
байтов

Нажмите числовое поле и
выберите требуемую длину
данных от 1 до 8 байтов.

Данные
Задайте данные регулятором
General и стрелками на
панели.

End Запуск на последнем бите кадра данных.
Lost Условие запуска - потеря подтверждения.

Ошибка Условие запуска - ошибка вставки битов.

Блокир.
запуска 100ns

100 нс – 10 с. Нажмите   числовое поле,
введите интервал повторного включения цепи
запуска и подтвердите единицей; либо
используйте кнопки (- или +) или регулятор
General. Кнопками < > или стрелками
перемещайте курсор и выбирайте разряд.
Задайте блокировку запуска 100 нс.

Чувств. Чувствительность окна запуска.

Режим

Сбор осциллограммы даже без обнаружения
условий запуска.
Сбор осциллограммы только при выполнении
условий запуска.
Сбор одной осциллограммы после обнаружения
запуска, затем останов.

Запуск LIN

Формат кадра данных шины LIN показан ниже:
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ID
Value

Use the General knob and
arrow keys on the panel to set
the ID value required.

Data

Byte
Length

Click Numeric Display Box and
select the byte length required
for the set data, ranging from 1
to 8.

Data
Use the General knob and
arrow keys on the panel to set
the value required for the data.

ID /Data

ID
Format

Standard Select the ID format as
standard or extended.Extend

ID
Value

Use the General knob and
arrow keys on the panel to set
the ID value required.

Byte
Length

Click Numeric Display Box and
select the byte length required
for the set data, ranging from 1
to 8.

Data
Use the General knob and
arrow keys on the panel to set
the value required for the data.

End Trigger at the frame end bit of the data frame.
Lost Set the trigger condition to loss confirmation.
Error Set the trigger condition to padding error.

HoldOff

100ns

100ns – 10s; click Numeric Input Box to input the
interval to be set for restarting the trigger circuit and
click the unit to confirm; or click Gear Input Box (- or
+) or turn the General knob to set the interval for
restarting the trigger circuit, and click < > or press

or to move the cursor and select the
digit to be set.
Set the trigger hold-off time as 100ns.

Sensitivity Set the sensitivity of the trigger window.

Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger conditions
are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.

LIN Trigger

The LIN bus data frame format is shown in the figure below:
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ID
Value

Use the General knob and
arrow keys on the panel to set
the ID value required.

Data

Byte
Length

Click Numeric Display Box and
select the byte length required
for the set data, ranging from 1
to 8.

Data
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the value required for the data.
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Length

Click Numeric Display Box and
select the byte length required
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Data
Use the General knob and
arrow keys on the panel to set
the value required for the data.

End Trigger at the frame end bit of the data frame.
Lost Set the trigger condition to loss confirmation.
Error Set the trigger condition to padding error.

HoldOff

100ns

100ns – 10s; click Numeric Input Box to input the
interval to be set for restarting the trigger circuit and
click the unit to confirm; or click Gear Input Box (- or
+) or turn the General knob to set the interval for
restarting the trigger circuit, and click < > or press

or to move the cursor and select the
digit to be set.
Set the trigger hold-off time as 100ns.

Sensitivity Set the sensitivity of the trigger window.

Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger conditions
are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.

LIN Trigger

The LIN bus data frame format is shown in the figure below:
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Запуск LIN по сигналу Break, ID, ID/data или Data Error. Необходимо
задать источник сигнала и скорость LIN. После выбора запуска LIN его
параметры отображаются

справа внизу экрана, например . Это означает запуск LIN, источник CH1,

скорость 1200 бит/с и уровень запуска 1.800V. 

Окно настройки запуска LIN описано ниже:

Меню Настр. Описание

Тип Запуск по шине LIN.

Источник

Выбор источника запуска: канал 1, 2, 3 или 4;
либо любой из D0–D15 логического анализатора.
Примечание: при выборе D0|> функция Sensitivity
недоступна.

Baud
(Скорость)

Станд.
Нажмите числовое поле; регулятором General
выберите скорость из таблицы.

Нажмите числовое поле, введите скорость и
подтвердите единицей; либо используйте кнопки
(- или +) или регулятор General. Нажмите < > или
или   для перемещения курсора и
выбора разряда. Скорость — от 50 бит/с до 20
кбит/с.

Порог 50%

Нажмите числовое поле и регулятором General
задайте нужный порог. Кнопка 50%
устанавливает уровень посередине размаха
запускающего сигнала. Примечание: при выборе
D0|> порог можно ввести цифровой клавиатурой,
а кнопка 50% обнуляет его.

Условие
Break Запуск на стартовом бите кадра данных.

ID ID
Задайте ID регулятором General и
стрелками на панели.

Синхро-
разрыв

Синхро-
поле

Поле
идентиф.

Поля
данных

Контр.
сумма
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Trigger with LIN bus based on signal Break,ID, ID/data and Data Error.

The signal source and signal rate specified by LIN is required.

Enter the LIN buss trigger and the trigger setting information is displayed

at the lower right of the screen, such as ,indicating that the LIN

trigger type is selected with the trigger signal source of CH1, baud rate of

1,200bps and trigger level of 1.800V.

The descriptions of LIN trigger setting window are as follows:

Menu Settings Descriptions
Type LIN Set the buss trigger type as LIN.

Source

CH1
CH2
CH3
CH4
D0|>

Set Channel 1 as the signal source trigger signal.
Set Channel 2 as the signal source trigger signal.
Set Channel 3 as the signal source trigger signal.
Set Channel 4 as the signal source trigger signal.
Select any one of D0-D15 in the logic analyzer as
the source trigger signal.
Note:When the signal source is selected as D0|>,
the Sensitivity functions are unavailable.

Baud

Commo
n

Click Numeric Display Box and turn General knob
to select the baud rate from the table.

Custom

Click Numeric Display Box to input the baud rate
to be set and click the unit to confirm; or click Gear
Input Box (- or +) or turn the General knob to set
the baud rate, and click < > or press or
to move the cursor and select the digit to be set.
Set the baud rate ranging from 50bps to 20kbps.

Threshold
50%

Click Numeric Display Box and turn General knob
to set the required threshold.
Click 50% and set the shortcut key of trigger level in
the vertical midpoint of the trigger signal amplitude.
Note: When the signal source is set to D0|>, the
threshold value can be set using the numeric
keypad. Clicking 50% will reset the value to zero.

Condition
Break Trigger at the frame start bit of the data frame.

ID ID Use General knob and arrow keys on the
panel to set the ID valued required.
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ID/Data

ID
Задайте ID регулятором General и
стрелками на панели.

Число
байтов

Универсальной ручкой задайте длину
данных от 1 до 8 байтов.

Данные
Задайте ID регулятором General и
стрелками на панели.

Данные
Ошибка

Условие запуска - ошибка бита данных.

Блокир.
запуска 100ns

100 нс – 10 с. Нажмите   числовое поле,
введите интервал повторного включения цепи
запуска и подтвердите единицей; либо
используйте кнопки (- или +) или регулятор
General. Кнопками < > или стрелками
перемещайте курсор и выбирайте разряд.
Задайте блокировку запуска 100 нс.

Чувств. Чувствительность окна запуска.

Режим

Сбор осциллограммы даже без обнаружения
условий запуска.
Сбор осциллограммы только при выполнении
условий запуска.
Сбор одной осциллограммы после обнаружения
запуска, затем останов.

Функции анализа

Модуль анализа включает Measure, XY Mode, Cursor, Math, FFT,
Magnifier, DIR, Pass Fail, Counter, DVM и Decode.

Автоматические измерения

Нажмите  кнопку Measure либо и выберите меню Measure для

автоматических измерений. Доступно 43 вида измерений, включая
горизонтальные, вертикальные, комбинированные и межканальные.
Слева внизу экрана одновременно могут отображаться не более 8 видов
измерений. Горизонтальные: Period, +Width, Rise Time, +Duty, Frequency,
-Width, Fall Time, -Duty и ScrDuty;
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ID/Data

ID Use General knob and arrow keys on the
panel to set the ID valued required.

Byte
Length

Use the General knob to specify the
length of the data in bytes, ranging from 1
to 8.

Data Use General knob and arrow keys on the
panel to set the ID valued required.

Data
Error Set the trigger condition to bit data error.

HoldOff

100ns

100ns – 10s; click Numeric Input Box to input the
interval to be set for restarting the trigger circuit and
click the unit to confirm; or click Gear Input Box (- or
+) or turn the General knob to set the interval for
restarting the trigger circuit, and click < > or press

or to move the cursor and select the
digit to be set.
Set the trigger hold-off time as 100ns.

Sensitivity Set the sensitivity of the trigger window.

Mode

Auto

Normal

Single

Set to collect waveform even when no trigger
condition is detected.
Set to collect waveform only when trigger
conditions are satisfied.
Set to acquire a waveform when one trigger is
detected and then stop acquisition.

How To Set Analysis Modulation

Analysis modulation including: Measure, XY Mode, Cursor, Math, FFT,
Magnifier, DIR, Pass Fail, Counter, DVM and Decode.

How To Set Automatic Measurement

Press Measure key or click and select Measure menu to conduct

automatic measurement; there are 43 kinds of measurement including

horizontal measurement, vertical measurement, Blend measurement and

Inter-CH measurement, and a maximum of 8 measuring types can be

displayed at the lower left of the screen.

Horizontal Measurement includes: Period, + Width, Rise Time, +Duty,

Frequency, - Width, Fall Time, -Duty and ScrDuty;
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Вертикальные измерения: Vavg, Vpp, Vamp, StdDev, Vmax, Vtop, VRMS,
Overshoot, Vmin, Vbase, CycRms и Preshoot;

Комбинированные измерения: +PulseCnt, -PulseCnt, RiseCnt, FallCnt, Area
и CycArea;

Межканальные измерения: Delay(1  -2  ), Delay(1  -2  ), Delay(1 
-2  ), Delay(1  -2  ); Phase с теми же четырьмя сочетаниями фронтов;
FRR, FRF, FFR, FFF, LRR, LRF, LFR и LFF (каналы 1 и 2).

Описание окна настройки автоматических измерений:

Рисунок 5-6. Автоматические измерения

№ Описание

1
Переключатель. Сейчас функция включена; если кружок
серый, измерения отключены.

2 Меню настройки измерений.

3

Выбор источника: CH1, CH2, CH3, CH4 или между каналами.
Выберите нужный источник: он подсветится, и появятся
соответствующие виды измерений. На рисунке выбран
источник CH1.
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Vertical Measurement includes: Vavg, Vpp, Vamp, StdDev, Vmax, Vtop,

VRMS, Overshoot, Vmin, Vbase, CycRms and Preshoot;

Blend Measurement includes: +PulseCnt, -PulseCnt, RiseCnt, FallCnt,

Area and CycArea;

Inter-channel Measurement includes: Delay(1 -2 ), Delay(1 -2 ),

Delay(1 -2 ), Delay(1 -2 ), Phase(1 -2 ), Phase(1 -2 ),

Phase(1 -2 ), Phase(1 -2 ), FRR(1 -2 ), FRF(1 -2 ), FFR(1 -2 ),

FFF(1 -2 ), LRR(1 -2 ), LRF(1 -2 ), LFR(1 -2 ) and LFF(1 -2 ).

The descriptions of automatic measurement setting window is shown as

follows:

Figure 5-6:Automatic measurement

Num Descriptions

1
Switch, the current state is On; and the measurement is off when the

circle is gray.

2 Setting measuring menu.

3

Select signal source CH1,CH2,CH3 and CH4 or between channels.

Select the corresponding signal source to highlight the signal source

and display corresponding measuring type. Current state is CH1

signal source being selected.
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4 Этот вид измерения уже добавлен.

5 Этот вид измерения ещё не добавлен.

6
Поле текущего вида измеряемой величины и
поле результата измерения.

7 Пояснение выбранного вида измерения.

8 Закрыть меню измерений.

9 Удалить все добавленные виды измерений.

10 Все измеряемые значения включённого канала.

Добавление/удаление

Для измерений канал осциллограммы должен быть включён.
Автоматические измерения недоступны при сохранении осциллограммы
или вычислении двух осциллограмм. При медленной развёртке период и
частота не измеряются. Например, чтобы измерить период и +Width
сигнала CH1, выполните следующие действия:

1. Нажмите Measure: на экране появится окно настройки.

2. Установите переключатель в On: кружок подсветится.

3. Выберите источник CH1: он подсветится.

4. Нажмите Period и +Width в горизонтальных измерениях; кружок
будет отмечен и выделен. Измеренные значения автоматически
появятся слева внизу экрана. См. позицию 6 на рисунке 5-6.

Автоматическое измерение горизонтальных параметров
Осциллограф автоматически измеряет временные параметры:

Period, Frequency, Rise Time, Fall Time, +Width, -Width, +Duty, -Duty и
ScrDuty.
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4 It indicates that the current measuring type is added.

5 It indicates that the current measuring type is not added.

6
It indicates the display box of current measuring value type and

measuring result display box.

7 The currently selected measurement type is interpreted.

8 Click to close measuring menu.

9 Click to delete all added measuring types.

10 Click to display all measuring values of current opened channel.

Add/Delete

The waveform channel must be opened for measurement. Automatic

measurement can not be performed when storing the waveform or calculating

double waveforms. In slow sweep, both the cycle and frequency can not be

measured.

For example: To measure the cycle and +Width of CH1 channel signal,

operate according to the following steps:

1. Press Measure key and the setting window is displayed on the screen.

2. Click the Switch to On state and the circle is highlighted.

3. Click Signal Source CH1 to highlight it.

4. Click Period and +Width in the horizontal measurement, and the circle

is checked and highlighted.

The measured values will be automatically displayed at the lower left of

the screen. See Number 6 in Figure 5-6.

Automatic Measurement of Horizontal Parameters
The oscilloscopes provide time parameters auto-measurements include

Period, Frequency, Rise Time, Fall Time, +Width, -Width, +Duty, -Duty, and

ScrDuty.
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Рисунок 5-7

Rise Time: время нарастания первого импульса осциллограммы от 10%
до 90% его амплитуды. Fall Time: время спада первого импульса
осциллограммы от 90% до 10% его амплитуды. +Width: длительность
первого положительного импульса на уровне 50% амплитуды. -Width:
длительность первого отрицательного импульса на уровне 50%
амплитуды. +Duty: коэффициент заполнения положительного импульса,
+Width/Period. -Duty: коэффициент заполнения отрицательного импульса,
-Width/Period. ScrDuty: (длительность положительного импульса)/(полный
период).

Автоматическое измерение вертикальных параметров

Осциллограф автоматически измеряет напряжения: Vavg, Vpp,
Vamp, StdDev, Vmax, Vtop, VRMS, Overshoot, Vmin, Vbase, CycRms и
Preshoot. Следующий рисунок поясняет физический смысл набора
параметров напряжения.
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Figure 5-7

Rise Time: Time that the leading edge of the first pulse in the waveform takes

to rise from 10% to 90% of its amplitude.

Fall Time: Time that the falling edge of the first pulse in the waveform takes to

fall from 90% to 10% of its amplitude.

+Width: The width of the first positive pulse in 50% amplitude points.

-Width: The width of the first negative pulse in the 50% amplitude points.

+Duty: +Duty Cycle, defined as +Width/Period.

-Duty: -Duty Cycle, defined as -Width/Period.

ScrDuty: Defines as (the width of the positive pulse)/(Entire period).

Automatic Measurement of Vertical Parameters

The oscilloscopes provide automatic voltage measurements including

Vavg, Vpp, Vamp, StdDev, Vmax, Vtop,VRMS, Overshoot, Vmin, Vbase,

CycRms and Preshoot. The following figure illustrates the physical significance

of a set of voltage parameters.
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Рисунок 5-8

Vavg: среднее арифметическое по всей осциллограмме. Vpp: размах
напряжения от минимума до максимума. VRMS: истинное
среднеквадратическое напряжение всей осциллограммы. Overshoot:
(Vmax−Vtop)/Vamp; параметр полезен для прямоугольных и импульсных
сигналов. Vmax: максимальная амплитуда, наиболее положительный пик
по всей осциллограмме. Vmin: минимальная амплитуда, наиболее
отрицательный пик по всей осциллограмме. Vtop: напряжение плоской
вершины прямоугольного/импульсного сигнала. CycRms: истинное
среднеквадратическое напряжение за первый полный период
осциллограммы. Vbase: напряжение плоского основания
прямоугольного/импульсного и импульсных сигналов. Vamp: разность
Vtop и Vbase осциллограммы. Preshoot: (Vmin−Vbase)/Vamp; параметр
полезен для прямоугольных и импульсных сигналов. StdDev: квадратный
корень из среднего квадрата разностей между каждым отсчётом
осциллограммы и её средним значением.

Комбинированные измерения
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Figure 5-8

Vavg: The arithmetic mean over the entire waveform.

Vpp: Peak-to-Peak Voltage.

VRMS: The true Root Mean Square voltage over the entire waveform.

Overshoot: Defined as (Vmax-Vtop)/Vamp, useful for square and pulse

waveforms.

Vmax: The maximum amplitude. The most positive peak voltage measured

over the entire waveform.

Vmin: The minimum amplitude. The most negative peak voltage measured

over the entire waveform.

Vtop: Voltage of the waveform's flat top, useful for square/pulse waveforms.

CycRms: The true Root Mean Square voltage over the first entire period of the

waveform.

Vbase: Voltage of the waveform's flat base, useful for square/pulse

waveforms.

Vamp: Voltage between Vtop and Vbase of a waveform.

Preshoot: Defined as (Vmin-Vbase)/Vamp, useful for square and pulse

waveforms.

StdDev: Calculate the arithmetic square root of the mean of the square of the

difference between each data piece of the waveform and its mean.

Blend Measurement
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+PulseCnt:  число положительных импульсов, пересекающих
средний опорный уровень вверх.

-PulseCnt:  число отрицательных импульсов, пересекающих
средний опорный уровень вниз.

RiseCnt :  число положительных переходов от нижнего опорного

уровня к верхнему.

FallCnt :  число отрицательных переходов от верхнего опорного

уровня к нижнему.

Область :  площадь всей осциллограммы на экране, в

вольт-секундах. Площадь выше нулевого уровня (вертикального
смещения) положительна, ниже него - отрицательна. Измеряемая
площадь - алгебраическая сумма площадей всей осциллограммы в
пределах экрана.

CycArea :  площадь первого периода осциллограммы на экране,

в вольт-секундах. Площадь выше нулевого уровня (вертикального
смещения) положительна, ниже него - отрицательна. Измеряемая
площадь - алгебраическая сумма площадей полного периода
осциллограммы.

Примечание: если на экране показано меньше периода, измеренная
площадь периода равна 0.

Автоматическое измерение межканальных параметров

Канал A

Канал B

Период

Зад.
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+PulseCnt : The number of positive pulses that rise above the mid

reference crossing in the waveform.

-PulseCnt : The number of negative pulses that fall below the mid

reference crossing in the waveform.

RiseCnt : The number of positive transitions from the low reference

value to the high reference value in the waveform.

FallCnt : The number of negative transitions from the high reference

value to the low reference value in the waveform.

Area : The area of the whole waveform within the screen and the unit is

voltage-second. The area measured above the zero reference (namely the

vertical offset) is positive; the area measured below the zero reference is

negative. The area measured is the algebraic sum of the area of the whole

waveform within the screen.

CycArea : The area of the first period of waveform on the screen and

the unit is voltage-second. The area above the zero reference (namely the

vertical offset) is positive and the area below the zero reference is negative.

The area measured is the algebraic sum of the area of the whole period

waveform.

Note: When the waveform on the screen is less than a period, the period area

measured is 0.

Automatic Measurement of Inter-channel Parameters
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Примечания к следующим измерениям:

Если в меню источник A задан как CH<n>, это канал CH<n>.

Если в меню источник B задан как CH<n>, это канал CH<n>.

Delay(  -  ): интервал между нарастающими фронтами A и B на
среднем уровне порога. Отрицательная задержка означает, что
нарастающий фронт A появляется позже фронта B.

Delay(  -  ): интервал между спадающими фронтами A и B на среднем
уровне порога. Отрицательная задержка означает, что спадающий фронт
A появляется позже фронта B.

Delay(  -  ): интервал между нарастающим фронтом A и спадающим
фронтом B на среднем уровне порога. Отрицательная задержка
означает, что нарастающий фронт A появляется позже спадающего
фронта B.

Delay(  -  ): интервал между нижним нарастающим фронтом A и
верхним спадающим фронтом B на среднем уровне порога.
Отрицательная задержка означает, что нижний нарастающий фронт A
появляется позже верхнего спадающего фронта B.

Phase(  -  ): разность фаз нарастающих фронтов A и B на среднем
уровне порога, в градусах. Формула расчёта:

Здесь PhaseARBR — phase(  -  ), DelayARBR — delay(  -  );
PeriodsourceA — период источника A.

Phase(  -  ): разность фаз спадающих фронтов A и B на среднем
уровне порога, в градусах. Формула расчёта:
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Note for the following measurements:

When source A in the menu is set to CH<n>, source A is CH<n>.

When source B in the menu is set to CH<n>, source B is CH<n>.

Delay( - ): The time difference between the rising edge of source A and the

rising edge of source B at the middle of the threshold. Negative delay indicates

that the rising edge of source A occurs after that of source B.

Delay ( - ): The time difference between the falling edge of source A and

the falling edge of source B at the middle of the threshold. Negative delay

indicates that the falling edge of source A occurs after that of source B.

Delay( - ): The time difference between the rising edge of source A and the

falling edge of source B at the middle of the threshold. Negative delay

indicates that the rising edge of source A occurs after the falling edge of

source B.

Delay( - ): The time difference between the lower rising edge of source A

and the upper falling edge of source B at the middle value of the threshold.

Negative delay indicates that the lower rising edge of source A occurs after the

upper falling edge of source B.

Phase( - ): The phase difference between the rising edge of source A and

the rising edge of source B at the middle value of the threshold is expressed in

degrees.Calculation formula is:

Of which,PhaseARBR is phase( - ),DelayARBR is delay( - ),

PeriodsourceA is source A period.

Phase( - ): The phase difference between the falling edge of source A and

the falling edge of source B at the middle value of the threshold is expressed in

degrees.Calculation formula is:
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Здесь PhaseAFBF — phase(  -  ), DelayAFBF — delay(  -  );
PeriodsourceA — период источника A.

Phase(  -  ): разность фаз нарастающего фронта A и спадающего
фронта B на среднем уровне порога, в градусах. Формула расчёта:

Здесь PhaseARBF — phase(  -  ), DelayARBF — delay(  -  );
PeriodsourceA — период источника A.

Phase(  -  ): разность фаз спадающего фронта A и нарастающего
фронта B на среднем уровне порога, в градусах. Формула расчёта:

Здесь PhaseAFBR — phase(  -  ), DelayAFBR — delay(  -  );
PeriodsourceA — период источника A.

FRR: интервал между первыми нарастающими фронтами A и B.

FRF: интервал между первым нарастающим фронтом A и первым
спадающим B.
FFR: интервал между первым спадающим фронтом A и первым
нарастающим B.
FFF: интервал между первыми спадающими фронтами A и B.
LRR: интервал между первым нарастающим фронтом A и последним
нарастающим B.
LRF: интервал между первым нарастающим фронтом A и последним
спадающим B.
LFR: интервал между первым спадающим фронтом A и последним
нарастающим B.
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Of which,PhaseAFBF is phase( - ),DelayAFBF is delay( -

),PeriodsourceA is source A period.

Phase( - ): The phase difference between the rising edge of source A and

the falling edge of source B at the middle value of the threshold is expressed in

degrees.Calculation formula is:

Of which,PhaseARBF is phase( - ),DelayARBF is

delay( - ),PeriodsourceA is source A period.

Phase( - ): The phase difference between the falling edge of source A and
the rising edge of source B at the middle value of the threshold is expressed in
degrees.Calculation formula is:

Of which,PhaseAFBR is phase( - ),DelayAFBR is

delay( - ),PeriodsourceA is source A period.

FRR: Time between Source A first rising edge and Source B first rising edge.

FRF: Time between Source A first rising edge and Source B first falling edge.

FFR: Time between Source A first falling edge and Source B first rising edge.

FFF: Time between Source A first falling edge and Source B first falling edge.

LRR: Time between Source A first rising edge and Source B last rising edge.

LRF: Time between Source A first rising edge and Source B last falling edge.

LFR: Time between Source A first falling edge and Source B last rising edge.
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LFF: интервал между первым спадающим фронтом A и последним
спадающим B.
Статистика

Нажмите Statistics в окне настройки, как показано ниже.

● Переключатель включает и отключает окно статистики. Прибор
поддерживает статистику и отображает текущие значения нескольких
результатов измерений, как показано ниже.

● Нажмите поле Avg & Std Sample Times и задайте число измерений с
экранной клавиатуры либо вращением соответствующей универсальной
ручки. Допустимый диапазон числа измерений от 2 до 1000,

● Нажмите Reset для очистки истории всех измерений и повторного
сбора статистики.

Индикаторы

В окне настройки Indicator переключателем Switch включите или
отключите функцию индикаторов. При включении Indicator на экране
появляются один или несколько курсоров. Перед включением Indicator
необходимо включить хотя бы один параметр автоматического
измерения. Число курсоров зависит от измеряемых параметров.
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LFF: Time between Source A first falling edge and Source B last falling edge.

Statistics

Click Statistics in the setting window, as shown below.

 Click switch to open or close the statistics display window. This instrument

supports statistics and displays the current value of a number of

measurement results, as shown in the figure below.

 Click Avg & Std Sample Times Input Box, set the statistics number by

pop up keyboard and also can rotate the corresponding multipurpose knob

to set value. The value range of measurement times is 2 to 1000, default is

2.

 Click Reset, it will clear all measurement of history data and statistics

again.

Indicator

In the Indicator setting window, click Switch, select open or close

Indicator function.

If opening Indicator function,screen will appear one or multiple cursor.

Before opening Indicator function, you need to open one automatic

measurement parameter at least, cursor number will change by measurement

parameters.
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Настройки

Horizontal Range: при выборе Screen измерения выполняются по
всему экрану; при выборе Cursor - только в области между курсорами.
Top/Base: метод измерения верхнего и нижнего уровней амплитуды.
Доступны Auto, Histogram и Min-Max. Пороги (Lower Limit < Mid Value <
Upper Limit):

● Нажмите поле Upper Limit и задайте значение с экранной
клавиатуры либо вращением соответствующей универсальной ручки.
Если верхний предел меньше или равен текущему среднему уровню,
появляется сообщение «exceed the limit value», а прибор
автоматически изменяет верхний предел, чтобы он превышал
средний уровень. По умолчанию 90%; абсолютное значение по
умолчанию зависит от вертикальных каналу.

● Нажмите поле Mid Value и задайте значение с экранной клавиатуры
либо вращением соответствующей универсальной ручки. Средний
уровень ограничен верхним и нижним пределами; по умолчанию 50%.
Абсолютное значение по умолчанию зависит от вертикальных
настроек канала.

● Нажмите поле Lower Limit и задайте значение с экранной

5.Use the Oscilloscope

78

Set

Horizontal Range: Selecting Screen indicates that the measurement

range is the whole screen; selecting Cursor indicates that the measurement

range is only within the cursor range.

Top/Base: Set the measurement method for the top and bottom values of

the amplitude. Can choose Auto, Histogram or Min-Max.

Threshold (Lower Limit＜Mid Value＜Upper Limit):

 Click Upper Limit Input Box set the statistics number by pop up

keyboard and also can rotate the corresponding general knob to set

value. When the upper limit value is set to less than or equal to the

current median value, the interface prompts "exceed the limit value",

and the instrument automatically adjusts the upper limit value to make

it higher than the median value. The default percentage is 90%, and

the default absolute value changes with the vertical setting of the

channel.

 Click Mid Value Input Box set the statistics number by pop up

keyboard and also can rotate the corresponding general knob to set

value. The median value is limited by the upper and lower limits, and

the default percentage is 50%. The default absolute value varies with

the vertical setting of the channel.

 Click Lower Limit Input Box set the statistics number by pop up
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клавиатуры либо вращением соответствующей универсальной
ручки. Если нижний предел больше или равен текущему
среднему уровню, появляется сообщение «exceed limit value», а
прибор автоматически изменяет нижний предел так, чтобы он
стал меньше среднего уровня. По умолчанию 10%; абсолютное
значение зависит от вертикальных настроек канала.

● Нажмите Default для восстановления верхнего, среднего и нижнего
уровней по умолчанию.

Режим XY

После выбора XY каналы 1 и 2 включаются, и амплитуда одной
осциллограммы отображается относительно другой. CH1 соответствует
горизонтальной оси, CH2 - вертикальной. Для горизонтальной оси можно
выбрать CH1, CH2, CH3 или CH4. Для вертикальной оси можно выбрать
CH1, CH2, CH3 или CH4.

Органы управления работают следующим образом:

● Ручки Vertical Scale и Vertical Position задают масштаб и положение
по горизонтали.

● Ручки Vertical Scale и Vertical Position задают масштаб и положение
по вертикали.

В режиме XY недоступны следующие функции:

● Математическая осциллограмма

● FFT

● DIR

● Pass/Fail

● FRA

● LA

Порядок действий: (1) Нажмите  кнопку главного меню и выберите

 . Затем включите 
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keyboard and also can rotate the corresponding general knob to set

value. When the current limit value is set to greater than or equal to the

current median value, the interface prompts "exceed limit value", and

the instrument automatically adjusts the lower limit value to make it

lower than the median value. The default percentage is 10% and the

default absolute value changes with the vertical setting of the channel.

 Click Default The instrument restores the upper limit, med value, and

lower limit to default values.

How To Set XY Mode

After XY mode is selected, both Channel 1 and Channel 2 are opened and

one waveform amplitude is displayed relative to another. CH1 is displayed on

the horizontal axis and CH2 is displayed on the vertical axis.

Horizontal axis can select CH1, CH2, CH3 or CH4.

Vertical axis can select CH1, CH2, CH3 or CH4.

Operations of various control buttons are as follows:

Use Vertical Scale and Vertical Position knob to set the scale and

position in horizontal direction.

Use Vertical Scale and Vertical Position knob to set the scale and

position in vertical direction.

In the XY mode, the following functions are not available:

Mathematical operation waveform

FFT

DIR

Pass/Fail

FRA

LA

Operating Steps:

(1) Click the main menu window , select XY Mode. Then click Switch
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Switch: он подсветится. (2) Включите Full Screen для
полноэкранного отображения режима XY.

Курсорные измерения

Нажмите Cursor, выберите Cursor в главном меню либо нажмите
кнопку быстрого доступа Cursor вверху экрана, затем нажмите
информационную панель справа. Панель курсорных измерений показана
ниже.

Курсорные измерения в обычном режиме:

Окно настройки курсорных измерений описано ниже:

Меню Настр. Описание
Вкл. Вкл./выкл. курсорных измерений.

Режим

Режим курсоров. В Auto горизонтальный
курсор автоматически устанавливается в
точке пересечения вертикального курсора с
осциллограммой.

Окно Main
Other

Измерения основной области; других
областей (только XY, Zoom, FFT).
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to highlight it.

(2) Select Full Screen to On status to open the full screen view of XY

mode.

How To Set Cursor Measurement

Press Cursor key, click the main menu window to select Cursor option or

click Cursor Shortcut at the upper part of the screen and then click the

information display bar in the right of the screen, the cursor information display

bar as shown in the figure below.

Cursor Measurement in General Mode:

The descriptions of cursor measurement setting window are shown in the
table below:

Menu Settings Descriptions
Switch Open or close the cursor measurement.

Mode Manual
Auto

Select Cursor Mode.
When Auto Mode is selected, the position of
the horizontal cursor is automatically set to
the intersection of the vertical cursor and the
waveform.

Window
Main
Other

Measure the main waveform area;
Measure other waveform areas (Note: Only
available in XY, Zoom, FFT mode.).
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to highlight it.

(2) Select Full Screen to On status to open the full screen view of XY

mode.

How To Set Cursor Measurement

Press Cursor key, click the main menu window to select Cursor option or

click Cursor Shortcut at the upper part of the screen and then click the

information display bar in the right of the screen, the cursor information display

bar as shown in the figure below.

Cursor Measurement in General Mode:

The descriptions of cursor measurement setting window are shown in the
table below:

Menu Settings Descriptions
Switch Open or close the cursor measurement.

Mode Manual
Auto

Select Cursor Mode.
When Auto Mode is selected, the position of
the horizontal cursor is automatically set to
the intersection of the vertical cursor and the
waveform.

Window
Main
Other

Measure the main waveform area;
Measure other waveform areas (Note: Only
available in XY, Zoom, FFT mode.).
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Follow Line
Вкл./выкл. перемещения показания вместе
с линией курсора.

Источник

Selected
Waveform
CH1 CH2
CH3 CH4

Math

Выбор канала осциллограммы для
курсорных измерений.

Тип XY XY

Курсоры и меню измерения времени.
Курсоры и меню измерения напряжения.
Курсоры и меню измерения времени и
напряжения.

Line

X1
X2

X1&X2 Y1
Y2

Y1&Y2 Input
Box

Выбор вертикального курсора X1.
Выбор вертикального курсора X2.
Одновременный выбор X1 и X2.
Выберите курсор и перемещайте его
универсальной ручкой или пальцем.
Выбор горизонтального курсора Y1.
Выбор горизонтального курсора Y2.
Одновременный выбор Y1 и Y2.
Выберите курсор и перемещайте его
универсальной ручкой или пальцем.
Нажмите поле ввода для задания нужной
позиции курсора.

Unit

X Unit
s

Hz
Percent(%)
Degree(°)

Выбор единиц отображения курсорных
измерений.

Y Unit
Follow
Source

Percent(%)

Единица Y зависит от единицы источника
сигнала (В, А, Вт, усл. ед.) либо выражается
в процентах.

Для курсорных измерений времени и напряжения CH1 выполните
следующие действия:

1. Нажмите Cursor для открытия окна курсорных настроек.
Информационная панель курсоров справа от области осциллограмм
отображает их показания.

2. В окне настройки установите  :  .
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Follow Line Enable or disable the cursor measured value
moving with the cursor line.

Source

Selected
Waveform

CH1
CH2
CH3
CH4
Math

Select the waveform channel to be measured
by the cursor.

Type

X
Y

XY

Display time measurement cursor and menu.
Display voltage measurement cursor and
menu.
Display time and voltage measurement cursor
and menu.

Line

X1
X2

X1&X2

Y1
Y2

Y1&Y2

Input Box

Select X1 vertical cursor line.
Select X2 vertical cursor line.
Select X1 and X2 vertical cursor lines
simultaneously. Select a cursor line and turn
General knob or drag the cursor line with the
finger to move the cursor line.
Select Y1 horizontal cursor line.
Select Y2 horizontal cursor line.
Select Y1 and Y2 horizontal lines
simultaneously. Select a cursor line and turn
General knob or drag the cursor line with the
finger to move the cursor line.
Click Input Box to set the cursor position
required.

Unit

X Unit

s
Hz

Percent(%)
Degree(°)

Select the display unit of cursor
measurement.

Y Unit
Follow
Source

Percent(%)

The display unit of Y cursor display value is
subject to the unit of signal source (V.A.W.U)
or the percentage.

To conduct cursor measurements of CH1 time and voltage, perform the

following operating steps:

1. Press Cursor key to pop up cursor measurement setting window. The

cursor information display bar located to the right of the waveform display

area displays the cursor readings.

2. In the setting window, select Window as Main .
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3. В окне настройки выберите источник  :  .

4. Выберите тип курсора

• Нажмите X в меню типа: выделятся X и две жёлтые пунктирные
линии X1 и X2, расположенные вертикально на экране;

• Нажмите Y в меню типа: выделятся Y и две жёлтые пунктирные
линии Y1 и Y2, расположенные горизонтально на экране;

• Нажмите XY в меню типа: на экране появятся две жёлтые пунктирные
вертикальные линии X1 и X2 и две жёлтые пунктирные
горизонтальные линии Y1 и Y2.

5. Настройте линии курсоров

• Нажмите Y1 или Y2 в меню Cursor Line; регулятором General
перемещайте курсор Y1 или Y2 вверх/вниз. Выберите Y1&Y2 и
регулятором General одновременно перемещайте линии Y1 и Y2
вверх/вниз;

• Нажмите X1 или X2 в меню Cursor Line; регулятором General
перемещайте курсор X1 или X2 влево/вправо. Выберите X1&X2 и
регулятором General одновременно перемещайте линии X1 и X2
влево/вправо.

Рисунок 5-9. Курсорные измерения времени и напряжения

Перемещение линий курсоров жестами

О сенсорном управлении курсорными измерениями см. «Другие
операции с сенсорным экраном», стр. 28.

Курсорные измерения в режиме увеличения
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3. In the setting window, select Source as CH1.

4. Set Cursor Type

 Click X in the type menu to highlight it, and two yellow dotted lines X1

and X2 are displayed in the vertical direction of the screen;

 Click Y in the type menu to highlight it, and two yellow dotted lines Y1

and Y2 are displayed in the horizontal direction of the screen;

 Click XY in the type menu, two yellow dotted lines X1 and X2 in the

vertical direction and two yellow dotted lines Y1 and Y2 in the horizontal

direction are displayed in the screen.

5. Set Cursor Line

 Click Y1 or Y2 in the Cursor Line menu, turn General knob to move the

cursor lines Y1 or Y2 up and down; select Y1&Y2 and turn General

knob to move the cursor lines Y1 and Y2 up and down simultaneously;

 Click X1 or X2 in the Cursor Line menu, turn General knob to move the

cursor lines X1 or X2 left and right; select X1&X2 and turn General knob

to move the cursor lines X1 and X2 left and right simultaneously.

Figure 5-9:Time &Voltage Cursor Measurement

Use Gestures To Move The Cursor Line

For operating touch screen in cursor measurement, see “Other touch screen
operations” in Page 28.

Cursor Measurement in Zoom Mode
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Для курсорных измерений в режиме увеличения выполните
следующее:
1. Нажмите Zoom вверху экрана, регулятор Horizontal Scale или

панель горизонтальных параметров, чтобы включить
увеличение.

2. Нажмите  : откроется окно настройки курсорных измерений.

На панели курсорной информации справа от области осциллограмм
отображаются показания курсоров.

3. В окне настройки выберите Window: Zoom. Линии курсоров могут
отображаться в основной области или в области увеличенной
осциллограммы. 
4. Выберите тип курсора

• Нажмите X в меню типа: X выделится, а на экране появятся две
горизонтальные пунктирные линии X1 и X2;

• Нажмите Y в меню типа: Y выделится, а на экране появятся две
горизонтальные пунктирные линии Y1 и Y2;

• Нажмите XY в меню типа: на экране появятся две пунктирные
вертикальные линии X1 и X2 и две пунктирные горизонтальные линии
Y1 и Y2.

5. Настройте линии курсоров

• Нажмите Y1 или Y2 в меню Cursor Line; регулятором General
перемещайте курсор Y1 или Y2 вверх/вниз. Выберите Y1&Y2 и
регулятором General одновременно перемещайте линии Y1 и Y2
вверх/вниз;

• Нажмите X1 или X2 в меню Cursor Line; регулятором General
перемещайте курсор X1 или X2 влево/вправо. Выберите X1&X2 и
регулятором General одновременно перемещайте линии X1 и X2
влево/вправо.

Курсорные измерения в режиме БПФ

Для курсорных измерений БПФ выполните следующее:

1. Нажмите FFT вверху экрана. Внизу экрана отобразится панель
информации БПФ. Нажмите её, чтобы открыть окно настройки FFT. В
поле Vertical Units можно выбрать Vrms, dBVrms, Radians или Degrees.
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To perform a Zoom cursor measurement, perform the following steps:

1. Click Zoom shortcut at the top of screen, press Horizontal Scale knob or

click the Horizontal Information Display Bar to enter the zoom mode.

2. Press Cursor key to pop up the cursor measurement setting window.

The cursor information display bar located to the right of the waveform

display area displays the cursor readings.

3. In setting window, select Window as Zoom, can make the cursor line

appear in the main waveform area or Zoom waveform area.

4. Set Cursor Type

 Click X in the type menu to highlight it, and two dotted lines X1 and X2

are displayed in the horizontal direction of the screen;

 Click Y in the type menu to highlight it, and two dotted lines Y1 and Y2

are displayed in the horizontal direction of the screen;

 Click XY in the type menu and two dotted lines X1 and X2 in the vertical

direction and two dotted lines Y1 and Y2 in the horizontal direction are

displayed on the screen.

5. Set Cursor Line

 Click Y1 or Y2 in the cursor line menu and turn General knob to move

the cursor lines Y1 or Y2 up and down; select Y1&Y2 and turn General

knob to move two cursor lines Y1 and Y2 up and down simultaneously;

 Click X1 or X2 in the cursor line menu and turn General knob to move

the cursor lines X1 or X2 left and right; select X1&X2 and turn General

knob to move two cursor lines X1 and X2 left and right simultaneously.

Cursor Measurement in FFT Mode

To perform a FFT cursor measurement, perform the following steps:

1. Click FFT shortcut at the top of screen, then FFT information display bar

will display in the bottom of screen, click the information display bar will

pop up FFT setting window. You can select Vrms , dBVrms ,

Radians ,Degrees in Vertical Units .
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2. Нажмите  : откроется окно настройки курсорных измерений.

На панели курсорной информации справа от области осциллограмм
отображаются показания курсоров.

3. В окне настройки выберите Window: FFT. Линии курсоров могут
отображаться в основной области или в области осциллограммы БПФ.

4. Выберите тип курсора

• Нажмите X в меню типа: X выделится, а на экране появятся две
розовые горизонтальные пунктирные линии X1 и X2;

• Нажмите Y в меню типа: Y выделится, а на экране появятся две
розовые горизонтальные пунктирные линии Y1 и Y2;

• Нажмите XY в меню типа: на экране появятся две розовые
пунктирные вертикальные линии X1 и X2 и две розовые пунктирные
горизонтальные линии Y1 и Y2.

5. Настройте линии курсоров

• Нажмите Y1 или Y2 в меню Cursor Line; регулятором General
перемещайте курсор Y1 или Y2 вверх/вниз. Выберите Y1&Y2 и
регулятором General одновременно перемещайте линии Y1 и Y2
вверх/вниз;

• Нажмите X1 или X2 в меню Cursor Line; регулятором General
перемещайте курсор X1 или X2 влево/вправо. Выберите X1&X2 и
регулятором General одновременно перемещайте линии X1 и X2
влево/вправо.

Курсорные измерения в режиме XY

Для курсорных измерений XY выполните следующее:

1. Нажмите XY Mode вверху экрана для включения режима XY.

2. Нажмите  : откроется окно настройки курсорных измерений.

На панели курсорной информации справа от области осциллограмм
отображаются показания курсоров.

3. В окне настройки выберите Window: XY. Линии курсоров могут
отображаться в основной области или в области осциллограммы XY.

4. В меню типа выделится XY; на экране появятся две пунктирные
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2. Press Cursor key to pop up the cursor measurement setting window.

The cursor information display bar located to the right of the waveform

display area displays the cursor readings.

3. In setting window,select Window as FFT, can make the cursor line

appear in the main waveform area or FFT waveform area.

4. Set Cursor Type

 Click X in the type menu to highlight it, and two pink dotted lines X1 and

X2 are displayed in the horizontal direction of the screen;

 Click Y in the type menu to highlight it, and two pink dotted lines Y1 and

Y2 are displayed in the horizontal direction of the screen;

 Click XY in the type menu and two pink dotted lines X1 and X2 in the

vertical direction and two pink dotted lines Y1 and Y2 in the horizontal

direction are displayed on the screen.

5. Set Cursor Line

 Click Y1 or Y2 in the cursor line menu and turn General knob to move

the cursor lines Y1 or Y2 up and down; select Y1&Y2 and turn General

knob to move two cursor lines Y1 and Y2 up and down simultaneously;

 Click X1 or X2 in the cursor line menu and turn General knob to move

the cursor lines X1 or X2 left and right; select X1&X2 and turn General

knob to move two cursor lines X1 and X2 left and right simultaneously.

Cursor Measurement in XY Mode

To perform a XY cursor measurement, perform the following steps:

1. Click XY Mode shortcut at the top of screen can directly enable XY mode.

2. Press Cursor key to pop up the cursor measurement setting window.

The cursor information display bar located to the right of the waveform

display area displays the cursor readings.

3. In setting window,select Window as XY, can make the cursor line appear

in the main waveform area or XY waveform area.

4. The XY in the type menu is highlighted and two dotted lines X1 and X2 in
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вертикальные линии X1 и X2 и две пунктирные горизонтальные
линии Y1 и Y2.

5. Настройте линии курсоров

• Нажмите Y1 или Y2 в меню Cursor Line; регулятором General
перемещайте курсор Y1 или Y2 вверх/вниз. Выберите Y1&Y2 и
регулятором General одновременно перемещайте линии Y1 и Y2
вверх/вниз;

• Нажмите X1 или X2 в меню Cursor Line; регулятором General
перемещайте курсор X1 или X2 влево/вправо. Выберите X1&X2 и
регулятором General одновременно перемещайте линии X1 и X2
влево/вправо.

Математические операции с осциллограммами

Доступны сложение, вычитание, умножение, деление,
интегрирование, дифференцирование, извлечение квадратного корня и
пользовательские функции для осциллограмм каналов 1, 2, 3 и 4.

Справа в углу нажмите , выберите Math: окно настройки ниже.

Описание окна настройки Math приведено в таблице ниже:

Меню Настр. Описание
Вкл. Вкл./выкл. операций с сигналами.
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the vertical direction and two dotted lines Y1 and Y2 in the horizontal

direction are displayed on the screen.

5. Set Cursor Line

 Click Y1 or Y2 in the cursor line menu and turn General knob to move

the cursor lines Y1 or Y2 up and down; select Y1&Y2 and turn General

knob to move two cursor lines Y1 and Y2 up and down simultaneously;

 Click X1 or X2 in the cursor line menu and turn General knob to move

the cursor lines X1 or X2 left and right; select X1&X2 and turn General

knob to move two cursor lines X1 and X2 left and right simultaneously.

How to Realize Waveform Operation Function

Waveform operation functions include addition, subtraction, multiplication,

division, integration, differentiation, square root and custom function

operations for Channel 1, Channel 2 , Channel 3 and Channel 4 waveforms.

Click in the right corner of the screen, then select Math to display setting

window, as shown in the figure below.

The descriptions of Math setting window are shown in the table below:

Menu Settings Descriptions
Switch Open or close the waveform mathematics.
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Тип

Основные операции с CH1, CH2, CH3 и CH4:
сложение, вычитание, умножение и деление.1`
Расширенные операции с CH1, CH2, CH3 и CH4:
интегрирование, дифференцирование,
квадратный корень и пользовательские функции.

Выраж.

Выбор источника CH1, CH2, CH3 или CH4.
Выбор знака операции.
Выбор источника CH1, CH2, CH3 или CH4.

Показ Показ/скрытие формулы.

Масштаб
Ручка General меняет масштаб Math по
вертикали.

Вертикаль

Нажмите поле числового ввода, введите
вертикальное положение осциллограммы Math и
нажмите единицу измерения для
подтверждения; либо используйте кнопки (- или
+) или регулятор General. Нажмите < > или 

 для перемещения курсора и выбора
разряда. Нажатие 0div обнуляет вертикальное
смещение осциллограммы.

Вычисления с осциллограммами

Пример: канал 1 + канал 2. Порядок действий приведён ниже:

1. Нажмите  в правом углу экрана, затем выберите  :

откроется окно настройки математических операций.

2. Нажмите  , чтобы выделить его. На экране появится розовая

осциллограмма M.

3. Нажмите  для выбора основных операций.

4. Нажмите  и выберите  .

5. Нажмите  и выберите +.

6. Нажмите  и выберите  .

7. Нажмите  . Выделенный справа переключатель означает, что

функция включена. Розовые Math и формула появятся в левом нижнем
углу экрана.
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Type

Basic

Advanced

Waveform calculation of simple addition,
subtraction, multiplication and division for CH1,
CH2, CH3 and CH4.1`
Advanced waveform calculation for CH1, CH2,
CH3 and CH4, such as integration, calculus,
square roots or custom function operations.

Expression
CH1| ▶ Select CH1, CH2, CH3 or CH4 signal source.
+| ▶ Select operation sign.
CH1| ▶ Select CH1, CH2, CH3 or CH4 signal source.

Display Open or close math operation formula.

Scale Turn General knob to adjust the vertical gear of
Math waveform.

Vertical

0div

Click Numeric Input Box to directly input the
vertical position of the Math waveform to be set
and click the unit to confirm; or click Gear Input Box
(- or +) or turn General knob to set the vertical
position of Math waveform to be set, click < > or
press to move the cursor and select
the digit to be set.
Click 0div,the waveform vertical position can be
zero.

Waveform Calculation

Take Channel 1 + Channel 2 as an example, the operating steps are as

follows:

1. Click in the right corner of screen,then select Math ,the screen will

pop up math setting window.

2. Click Switch to highlight it,and the pink waveform M will display on the

screen.

3. Click Basic to highlight it.

4. Click CH1| ▶ to select CH1.

5. Click +| ▶ to select +.

6. Click CH1| ▶ to select CH2.

7. Click Display. When the switch label is highlighted on the right, it is

enabled. The pink Math and formula will be displayed at the lower left

corner of the screen.
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square roots or custom function operations.
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Take Channel 1 + Channel 2 as an example, the operating steps are as
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Advanced waveform calculation for CH1, CH2,
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square roots or custom function operations.
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CH1| ▶ Select CH1, CH2, CH3 or CH4 signal source.
+| ▶ Select operation sign.
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8. Нажмите числовое поле  и регулятором General установите

вертикальный масштаб осциллограммы Math.

9. Нажмите  , затем поле числового ввода; введите

вертикальное положение осциллограммы Math и нажмите единицу
измерения для подтверждения; либо используйте кнопки (- или +) или
регулятор General для установки вертикального положения
осциллограммы Math. Нажмите < > или   для перемещения
курсора

и выбора нужного разряда.
Пользовательские функции

1. Нажмите  в правом углу экрана, затем выберите  :

откроется окно настройки математических операций.

2. Нажмите  , чтобы выделить его. На экране появится розовая

осциллограмма M.

3. Нажмите  для выбора расширенных операций.

4. Нажмите поле выражения: на экране откроется экранная клавиатура
для ввода выражения. 
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8. Click the Numeric Display Box of Scale and turn General knob to adjust

the vertical scale of Math waveform.

9. Click Vertical, click Numeric Input Box to directly input the vertical position

of Math waveform to be set and click the unit to confirm; or click Gear Input

Box (- or +) or turn General knob to set the vertical position of Math

waveform to be set and click < > or press to move the cursor

and select the digit to be set.

Custom Function Operation

1. Click in the right corner of screen, then select Math ,the screen will

pop up math setting window.

2. Click Switch to highlight it, and the pink waveform M will display on the

screen.

3. Click Advanced to highlight it.

4. Click Expression Display Box to pop up expression input soft keyboard on

the screen.
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5. Введите выражение и нажмите  на клавиатуре для

выполнения.

6. Нажмите  . Выделенный справа переключатель означает, что

функция включена. Формула появится в левом нижнем углу экрана.

7. Нажмите числовое поле  и регулятором General установите

вертикальный масштаб осциллограммы Math.

8. Нажмите  , затем поле числового ввода; введите

вертикальное положение осциллограммы Math и нажмите единицу
измерения для подтверждения; либо используйте кнопки (- или +) или
регулятор General для установки вертикального положения
осциллограммы Math. Нажмите < > или   для перемещения
курсора

и выбора нужного разряда.
Настройка БПФ

БПФ разлагает сигнал на частотные составляющие, которые
осциллограф использует для построения графика сигнала в частотной

Стереть всё
Удалить
символ

Выражение

Канал

Оператор

Функция

Принять
ввод
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5. Create the expression, then select Confirm in the keyboard to implement.

6. Click Display. When the switch label is highlighted on the right, it is

enabled. The formula will be displayed at the lower left corner of the

screen.

7. Click the Numeric Display Box of Scale and turn General knob to adjust

the vertical scale of Math waveform.

8. Click Vertical, click Numeric Input Box to directly input the vertical position

of Math waveform to be set and click the unit to confirm; or click Gear Input

Box (- or +) or turn General knob to set the vertical position of Math

waveform to be set and click < > or press to move the cursor

and select the digit to be set.

How To Set FFT

FFT decomposes the signal into component frequencies, and the

oscilloscope uses these component frequencies to display the graph of signal
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области в соответствии со стандартной осциллограммой во временной
области. Затем эти частоты сопоставляют с известными частотами
системы, например тактовой частотой, частотой осциллографа или
источника питания. БПФ этого прибора преобразует точки данных
осциллограммы из временной области в частотную. Максимальное число
анализируемых точек при расчёте БПФ — 1 млн точек (1 Mpts). Окно
настройки FFT показано ниже:

Порядок работы с БПФ:

При включении
Peak Display

доступно
сохранение пиков
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frequency domain, which corresponds to the standard time domain graph of

the oscilloscope. Then match these frequencies with known system

frequencies, such as the system clock, oscilloscope or power supply.

The FFT operation of this instrument can convert data points of the time

domain waveform into frequency domain signal. The maximum number of

analysis points for FFT calculation is 1 Mpts.

The FFT setting window is shown as follows:

FFT operating steps are as follows:
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1. Нажмите  в правом углу экрана, затем выберите  :

откроется окно настройки БПФ.

2. Нажмите  . Выделенный справа переключатель означает

включение. На экране появится розовая осциллограмма M. Также можно
нажать экранную кнопку FFT в верхней части экрана.

3. Нажмите источник сигнала  .

4. Нажмите  и выберите нужный тип окна в открывшемся

списке.

5. Нажмите  и выберите  или  .

6. Нажмите  . Выделенный справа переключатель означает

включение. Можно выбрать стандартный или пользовательский тип
метки.

7. Поочерёдно нажмите числовые поля  ,
 ,  

Ref Level и Vertical Scale и задайте нужные значения. Либо нажмите
 на экране FFT для удобного отображения осциллограмм.

8. Нажмите  . Выделенный справа переключатель означает

включение. Слева вверху экрана появится список пиков. Число записей
определяется количеством пиков и порогом. Список пиков отображается
слева вверху осциллограммы.

9. Нажмите числовое поле  и задайте нужное значение в

диапазоне от 1 до 15.

10. Нажмите числовое поле  и задайте нужное значение.

Диапазон порога зависит от текущего масштаба и смещения FFT.

11. Нажмите  ; выберите сортировку  или  .

12. Нажмите Path; выберите место сохранения  или  .

13. Нажмите числовое поле  и введите нужное имя.

14. Нажмите  для сохранения файла.

Примечание: шаги 12–14 доступны только при включённом показе пиков.

Описание окон БПФ

Доступны 6 окон БПФ. Каждое обеспечивает свой компромисс
между
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1. Click in the right corner of screen,then select FFT , the screen will

pop up FFT setting window.

2. Click Switch when the switch label is highlighted on the right, it is enabled.

The pink waveform M will be displayed on the screen (It is also available to

click FFT shortcut softkey at the upper part of the screen).

3. Click the signal source CH1.

4. Click and select the window type to be used from the

displayed window.

5. Click Vertical Units and select Vrms, dBVrms, Radians or Degrees.

6. Click Label,when the switch label is highlighted on the right, it is

enabled.You can choose common or custom label type.

7. Click Center Frequency, Horizontal Scale, Ref Level, Vertical Scale

Numeric Display Box respectively and set the value required. Or click

AutoSet in the FFT display can observe suitable waveforms.

8. Click Peak Display, when the switch label is highlighted on the right, it is

enabled. A peak display list appears at the top left of the screen. The

number of lists is determined by the number of peaks and the threshold.

The peak display list is displayed at the top left of the waveform.

9. Click Number Peaks Numeric Display Box , set the value required and

setting range is 1 to 15.

10. Click Threshold Numeric Display Box and set the value required.The

threshold range is related to the current FFT gear and offset.

11. Click Sortord and select the sortord type PeakSize or Freq Mag.

12. Click Path and select the save path is Internal or External.

13. Click Name Numeric Display Box and set the name required.

14. Click Save Peak to save the file.

Note:12-14 valid only when peak display is on.

The Description of FFT Window

There are 6 FFT windows. Each one has trade-offs between frequency
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частотным разрешением и точностью амплитуды. Выбор окна зависит от
измеряемых параметров и свойств исходного сигнала. При выборе
подходящего окна используйте следующие рекомендации.

Тип Описание Окно

Прямоугол
ьное

Лучшее частотное разрешение, худшая
точность амплитуды. Подходит для
измерения спектра неповторяющихся
сигналов и частотных составляющих вблизи
постоянной составляющей. Рекомендуется
для: • Переходные процессы или пакеты
импульсов с почти одинаковым уровнем
сигнала до и после события. • Синусоид
одинаковой амплитуды с близкими
частотами. Широкополосного случайного
шума с относительно медленно
изменяющимся спектром.

Ханна

Хорошая точность амплитуды, но частотное
разрешение хуже, чем у окна Хэмминга.
Рекомендуется для: • Синусоид,
периодических сигналов и узкополосного
случайного шума. • Переходных процессов и
импульсных пакетов с существенно разными
уровнями до и после события.

Хэмминга

Точность амплитуды лучше, чем у
прямоугольного окна; хорошее частотное
разрешение, немного лучше, чем у окна
Ханна. Рекомендуется для: • Синусоид,
периодических сигналов и узкополосного
случайного шума. • Переходных процессов и
импульсных пакетов с существенно разными
уровнями до и после события.

Блэкмана

Лучшая точность амплитуды, худшее
частотное разрешение. Рекомендуется для: •
Сигналов одной частоты, для поиска
гармоник высоких порядков.

Бартлетта

Окно Бартлетта - немного более узкий
вариант треугольного окна с нулевыми
весами на обоих концах.

Кайзера
Удовлетворительное разрешение по частоте;
низкая утечка спектра и хорошая точность
амплитуды.

5.Use the Oscilloscope

91

resolution and amplitude accuracy. What you want to measure and your

source signal characteristics help you to determine which window to use. Use

the following guidelines to select the best window.

Type Descriptions Window

Rectangle

Best solution for frequency, worst for amplitude.
Best type for measuring the frequency
spectrum of nonrepetitive signals and
measuring frequency components near DC.
Recommend to use for:
 Transients or bursts, the signal level before

and after the event are nearly equal.
 Equal-amplitude sine waves with

frequencies those are very close.
Broadband random noise with a relatively slow
varying spectrum.

Hanning

Good for amplitude, but poorer frequency
resolution than Hamming.
Recommend to use for:
 Sine, periodic and narrow band random

noise.
 Transients or bursts where the signal levels

before and after the event are significantly
different.

Hamming

Better solution for amplitude than Rectangle,
and good for frequency as well. It has slightly
better frequency resolution than Hanning.
Recommend to use for:
 Sine, periodic and narrow band random

noise.
 Transients or bursts where the signal levels

before and after the event are significantly
different.

Blackman

Best solution for amplitude, worst for frequency.
Recommend to use for:
 Single frequency waveforms, to find higher

order harmonics.

Bartlett
The Bartlett window is a slightly narrower
variant of the triangular window, with zero
weight at both ends.

Kaiser
The frequency resolution when using the Kaiser
window is fair; the spectral leakage and
amplitude accuracy are both good.
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Окно Кайзера лучше всего для очень близких
частот с сильно различающимися
амплитудами (уровень боковых лепестков и
коэффициент формы наиболее близки к
традиционной гауссовой полосе разрешения
RBW). Подходит также для случайных
сигналов.

Примечания к использованию БПФ

• Для подробного просмотра нескольких частот, даже с сильно
различающейся амплитудой, используйте шкалу dBVrms по умолчанию.
Шкала dBVrms позволяет сравнивать частоты.

• Постоянная составляющая или смещение могут исказить значения
амплитуды осциллограммы БПФ. Для уменьшения постоянной
составляющей выберите связь AC для исходного сигнала.

• Чтобы уменьшить случайный шум и наложенные спектральные
составляющие повторяющихся или однократных событий, включите
усреднение при сборе данных.

Что такое частота Найквиста:

Частота Найквиста — наибольшая частота, которую цифровой
осциллограф реального времени может регистрировать без наложения
спектров. Она равна половине частоты дискретизации. При частотах
выше частоты Найквиста выборок недостаточно и возникает наложение
спектров. Учитывайте соотношение частот дискретизации и измеряемого
сигнала.

Настройка лупы

Нажмите  в главном меню и выберите Magnifier. Меню показано

ниже:
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The Kaiser window is best used when
frequencies are very close to the same value
but have widely differing amplitudes (the side
lobe level and shape factor are closest to the
traditional Gaussian RBW). This window is also
good for random signals.

Notes for using FFT

 Use the default dBVrms scale for details of multiple frequencies, even if

they have very different amplitudes. Use the dBVrms scale to compare

frequencies.

 DC component or offset can cause incorrect magnitude values of FFT

waveform. To minimize the DC component, choose AC Coupling on the

source signal.

 To reduce random noise and aliased components in repetitive or

single-shot events, set the oscilloscope acquisition mode to average.

What is Nyquist frequency:

The Nyquist frequency is the highest frequency that any real-time

digitizing oscilloscope can acquire without aliasing. This frequency is half of

the sample rate. Frequencies above the Nyquist frequency will be under

sampled, which causes aliasing. So pay more attention to the relation between

the frequency being sampled and measured.

How To Set Magnifier

Click on the main menu window to select Magnifier menu,the menu is

shown in the figure below:
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Описание меню настройки приведено в таблице ниже:

Меню Настр. Описание

Вкл. Включение/выключение лупы.

Увелич.
по верт.

Нажмите , выберите кратность справа.

Положени
е окна

По вертикали
По

горизонтали

Нажмите поле числового ввода, введите
вертикальное/горизонтальное положение
осциллограммы и нажмите единицу измерения
для подтверждения; либо используйте кнопки (-
или +) или регулятор General для изменения
положения, нажимайте < > или   для
перемещения курсора и выбора
настраиваемого разряда.

Вид экрана после включения лупы показан ниже:

В основном окне можно выбрать увеличиваемый участок; окно
увеличения

Главное
окно

Окно
лупы
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The descriptions of setting menu are shown in the table below:

Menu Setting Descriptions
Switch Turn on/off the magnifier function.

Vertical
Ratio

Vertical multiplier can be clicked ,in the

right display box select vertical multiplier.

Window
Position

Vertical
Horizontal

Click Numeric Input Box to directly input the
vertical/horizontal position of waveform to be set
and click the unit to confirm; or click Gear Input
Box (- or +) or turn General knob to set the
vertical/horizontal position of waveform to be set,

click < > or press to move the cursor

and select the digit to be set.

The following picture is shown after the magnifying glass function is turned on:

In the main window can be selected to enlarge the interval, the magnification
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отображает увеличенную лупой осциллограмму.

Настройка DIR (цифровой фильтрации)

Поддерживаются фильтры нижних и верхних частот, полосовой и
режекторный. Частоту среза задают для удаления определённых
частотных составляющих сигнала. Окно настройки показано ниже.

1. Нажмите   в модуле анализа главного меню в

правом нижнем углу экрана.

2. В окне настройки нажмите  . Выделенный справа

переключатель означает включение. На экране появится розовая
осциллограмма M.

3. В поле Source выберите CH1, CH2, CH3 или CH4.

4. В поле Type выберите нужный фильтр.

5. В поле Window выберите подходящее окно.

6. Нажмите числовое поле Cut Off frequency: Для фильтров Low Pass или
High Pass в нижней части меню можно задать нужную частоту среза. Для
фильтров Band Pass или Band Reject в нижней части меню можно задать
нужную верхнюю границу Up frequency limit или нижнюю границу Down
frequency limit.

7. Нажмите Vertical и поле числового ввода; введите вертикальное
положение осциллограммы Math и нажмите единицу измерения или OK
для
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window shows the magnifying glass magnified waveform.

How To Set DIR(Digital Filtering)

Digital filtering supports low pass, high pass, band pass and band reject types,
and the specific frequency in the signal can be filtered out by setting the cut-off
frequency. The setting window is shown as below.

1. Click DIR in the analysis module from the main menu window at the

lower right of the screen.

2. In the setting window,click Switch when the switch label is highlighted on

the right, it is enabled. The pink waveform M will be displayed on the

screen.

3. Select CH1,CH2,CH3 or CH4 in the Source option.

4. Select the filter required in the Type option.

5. Select the appropriate window in theWindow option.

6. Click Cut Off frequency numeric window:

When Low Pass or High Pass is selected as the filter type, it is available

to set the required cut-off frequency in the lower part of the menu.

When Band Pass or Band Reject is selected as the filter type, it is

available to set the required Up frequency limit or Down frequency limit in

the lower part of the menu.

7. Click Vertical in the option, directly click Numeric Input Box to input the

vertical position of the Math Waveform to be set and click the unit or OK to
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подтверждения; либо используйте кнопки (- или +) или регулятор
General для установки вертикального положения Math. Нажмите < >
или   для перемещения курсора и выбора разряда.
Вертикальный масштаб осциллограммы Math совпадает с масштабом
текущего канала.

Примечание: при медленной развёртке цифровой фильтр
недоступен.

Настройка FRA (анализа частотной характеристики)

Функция FRA управляет встроенным генератором: он перестраивает
синусоидальный сигнал в заданном диапазоне частот, а прибор
одновременно измеряет вход и выход проверяемого устройства. Для
каждой частоты определяются усиление и фаза; результаты выводятся в
виде диаграммы Боде. По завершении анализа можно перемещать
маркер на графике и просматривать измеренные усиление и фазу в
разных частотных точках. Можно также изменять масштаб и смещение
графиков усиления и фазы.

Примечание: при сильных помехах перед анализом частотной
характеристики рекомендуется включить усреднение при сборе данных.
Допустимо выбрать только 4 или 16 усреднений, после чего выполнить
анализ.

Нажмите   в модуле анализа главного меню в

правом нижнем углу экрана. Описание меню приведено ниже:

Меню Описание

Вкл.
Включает FRA. При включении на экране отображаются
шкала FRA и диаграмма Боде.

Начать
анализ

Выполняет анализ частотной характеристики. При качании
отображаются частота, усиление и фаза.

Точек/декад
у

Число точек на десятикратное изменение частоты: от 10 до
100, по умолчанию 10.

Нач.
частота

Начальная частота качания от 10 Гц до 25 МГц, по
умолчанию 10 Гц.

End Freq

Конечная частота перестройки: от 10 Гц до 25 МГц; по
умолчанию 25 МГц. Примечание: «End Frequency» должна
быть больше «Start Frequency».

Амплитуда
Амплитуды напряжения для различных диапазонов частот.
Примечание: от 2 мВ до 6 В.
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confirm; or click Gear Input Box (- or +) or turn General knob to set the

vertical position of the Math Waveform to be set, click < > or press

to move the cursor and select the digit to be set. The voltage gear of

the Math Waveform is the same as that of the current channel.

Note: In slow sweep, the digital filter function is disabled.

How To Set FRA (frequency response analysis)

The Frequency Response Analysis (FRA) function controls the built-in signal
generator to scan the sine waves across the frequency range and
simultaneously measure the input and output of the device under test. The
gains and phases are measured at each frequency and plotted on the
frequency response Bode Plot. After the frequency response analysis is
completed, you can move the marker on the graph to see the gain and phase
values measured at various frequency points. You can also adjust the scale
and offset settings of gain and phase graphs.
Note: If the signal is interfered seriously, it is recommended to set the average
value acquisition as the collection mode before operating the frequency
response analysis. The average frequency can only be selected to 4 or 16, and
then the frequency response analysis can be performed.

Click FRA in the analysis module from the main menu window at the

lower right of the screen.

The descriptions of the menu are shown below:

Menu Descriptions

Switch Enable FRA function. When it is enabled, the FRA scale and
Bode Plot are displayed on the screen.

Start
Analysis

Operate the frequency response analysis.
Information displayed during the frequency sweep process:
Frequency, Gain and Phase.

Points/
Decade

Points displayed every 10x frequency, ranging from 10 to 100
with the default value of 10.

Start Freq Set the start value of sweep frequency, ranging from 10Hz to
25MHz with the default value of 10Hz.

End Freq

Set the stop value of sweep frequency, ranging from 10Hz to
25MHZ with the default value of 25MHz.
Note: The value of “End Frequency” shall be set larger than
that of “Start Frequency”.

Amplitude Set the voltage amplitudes for different frequency ranges.
Note: The amplitude ranges from 2mV to 6V.
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Маркер
Переместите метку для просмотра измеренных усиления и
фазы.

Масштаб
усиления

Масштаб усиления амплитудно-частотной кривой: от 5,0 до
50,0 дБ/дел.

Смещение
усиления

Смещение амплитудно-частотной кривой: от −250,0 до
250,0 дБ.

Масштаб
фазы

Масштаб фазы фазочастотной кривой: от 5,0 до 90,0 °/дел.

Смещение
фазы

Смещение фазочастотной характеристики: от -180,0° до
180,0°.

Автомасшта
б

Автоматически подбирает масштаб усиления и фазы по
полученной АЧХ, чтобы кривая занимала наибольшую
площадь и была удобна для просмотра.

CSV Экспорт сохранённого файла в *.csv.

Схема
подключени

я

Перед использованием FRA подключите измерительную
цепь надлежащим образом. Нажмите Wiring Diagram,
чтобы открыть схему подключения FRA. Нажмите в любом
месте вне окна, чтобы закрыть схему.

Для анализа частотной характеристики выполните следующее:

1. Подключите выход встроенного генератора к проверяемому
устройству,

а входы CH1 и CH2 осциллографа — соответственно ко входу и
выходу устройства.

2. Нажмите   в модуле анализа главного меню в

правом нижнем углу экрана.
3. В открывшемся окне FRA нажмите  . Выделенный справа

переключатель означает включение.
4. В меню настройки FRA задайте нужные параметры.
5. Нажмите «Start Analyze» в окне FRA, чтобы запустить анализ

частотной характеристики.
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Move
Maker Move the sign to view the measured gain and phase values.

Gain Scale Adjust the gain scale value of the amplitude-frequency curve,
ranging from 5.0dB/div to 50.0dB/div.

Gain Offset Adjust the offset position of the amplitude-frequency curve,
ranging from -250.0dB to 250.0dB.

Phase
Scale

Adjust the phase scale value of the phase-frequency curve,
ranging from 5.0°/div to 90.0°/div.

Phase
Offset

Adjust the offset position of the phase-frequency curve,
ranging from -180.0° to 180.0°.

Auto Scale

Automatically set the gain scale and phase scale to the
appropriate values based on the amplitude-frequency curve
generated, so that the waveform is occupying the largest plot
area and easy to be observed.

CSV Export The saved file is exported as *.csv.

Connection
Diagram

Before using FRA function, it is required to make proper loop
connection. ClickWiring Diagram to view the circuit wiring
diagram with FRA function in the pop-up window; click any
location outside the pop-up window to close the wiring diagram
window.

To run the frequency response analysis, operate according to the following
steps:
1. Connect the output end of the built-in signal generator to the device under

test and connect input channel CH1 and CH2 of the oscilloscope to the
input and output end of the device respectively.

2. Click FRA in the analysis module from the main menu window at the

lower right of the screen.
3. Click Switch in the FRA setting window displayed on the screen; when the

switch label is highlighted on the right, it is enabled.
4. Click the menu in the FRA setting window and set related parameters.
5. Click “Start Analyze” in the FRA setting window to run the frequency

response analysis.
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Анализ FRA выполняется

Анализ FRA завершён

Во время анализа FRA

Коснитесь:
закрыть окно

Остановить анализ FRA
Анализ FRA завершён

Коснитесь:
закрыть

окно

Поверните ручку для перемещения значка
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Under FRA Analysis

End of FRA Analysis
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Настройка проверки допуска Pass/Fail

Нажмите   в модуле анализа главного меню в

правом нижнем углу экрана. Описание окна настройки приведено в
таблице ниже:

Меню Настр. Описание
Вкл. Вкл./выкл. проверки допуска.

Действие Переключатель работы.

Конфигураци
я

Источник

Выбор источника CH1, CH2, CH3
или CH4.

Категория

Выбор Pass или Fail. Pass: сигнал
соответствует заданным
правилам; Fail: не соответствует.

Остановка
Вкл./выкл. остановки сразу при
выполнении заданных правил.

Звук
Вкл./выкл. звука при выполнении
заданного условия.

Показ
сообщения

Показать/скрыть информационное окно
результатов Pass/Fail.

Правила
маски

По горизонт
али

0,01–2 дел.; нажмите числовое поле и
задайте нужное горизонтальное значение.

По
вертикали

0,04–2 дел.; нажмите числовое поле и
задайте нужное вертикальное значение.

Создать Условия для правил проверки.

Запись/чтени
е маски

0 Null … 7
Null

В зависимости от требуемого теста можно
задать 8 групп правил.
Примечание: Null - пусто, правило не
создано; Rule - правило создано.

Save Сохранить правила проверки.
Новое имя Изменить имя правила.

Читать Вывести сохранённое правило.
Pass/Fail: проверяет, находится ли входной сигнал канала в заданных
пределах. Если сигнал выходит за пределы — Fail; иначе — Pass. Через
встроенный настраиваемый выходной порт может выводиться сигнал Fail
или Pass.
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How To Set Pass Fail

Click Pass Fail in the analysis module from the main menu window at the

lower right of the screen. The descriptions of the setting window are shown in

the table below:
Menu Settings Descriptions

Switch Open or close Pass/Fail measure function.
Operate Control operate switch.

Configuration

Source

CH1
CH2
CH3
CH4

Select CH1,CH2,CH3 or CH4
source.

Category
PASS

FAIL

Select pass or fail set type.
Pass: The measured signal
conforms to the set rules.
Fail: The measured signal doesn’t
conforms to the set rules.

Stop Open or close Stop function. When enabled,
it stops as soon as the set rules are met.

Beep Open or close Beep function.When enabled,
the beep rings when the setting is met.

Message
Display

Open or close pass/fail message display
navigate window.

TheMaskRule

Horizontally
Disposed

0.01~2div, click Numeric Input Box,set the
horizontal value required.

Vertically
Disposed

0.04~2div, click Numeric Input Box,set the
vertical value required.

CreateRule Click to set the conditions as the test rules.

Mask save &
read

0 Null
…
7 Null

According to require test rule, can set 8
groups test rules.
Note:
Null: Indicates empty, no rule is created;
Rule: Indicates that a rule has been created.

Save Click and save the set test rules.
Rename According to requirement to rename the rule.
Read Click to print the saved test rule.

Pass/Fail: It detects whether the input signal of the channel is within the rules.

If it is out of range, it is a failure; otherwise, it is a pass. It can output failure or

pass signal through the built-in, configurable output port.
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Для проверки Pass/Fail выполните следующее:

1. Нажмите  в модуле анализа главного меню в правом

нижнем углу экрана

2. В окне настройки нажмите  . Выделенный справа

переключатель означает включение.

3. Configuration: выберите тип выходного результата  или  ;

задайте, включать ли остановку  или звуковой сигнал  ;

задайте, показывать ли сообщения 

4. TheMaskRule: выберите  ; в поле   или

Vertically Disposed нажмите числовое поле и задайте значение по
горизонтали или вертикали; нажмите  для создания правила.

5.  : нажмите Operate. Выделенный справа переключатель

означает включение.

6. Mask save &  : нажмите  внизу экрана. Позднее правило

можно сразу вызвать кнопкой Read.

Примечания:

1. При включении XY, FFT или Zoom работающая проверка Pass/Fail
отключается. В режимах XY, FFT и Zoom меню Pass/Fail неактивно и
недоступно.

2. При восстановлении заводских настроек Pass/Fail отключается.

3. Во время проверки нельзя менять источник сигнала, выполнять
остановку по результату, включать звук, создавать, сохранять или читать
правила. Доступны только управление показом информации и
переключателем проверки.

4. При остановке сравнение данных не выполняется. После продолжения
работы счётчики Pass/Fail накапливаются дальше, а не обнуляются.
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To perform a Pass/Fail test, follow these steps:

1. Click Pass Fail in the analysis module in the main setting window at the

bottom right of the screen .

2. In the setting window, click Switch when the switch label is highlighted on

the right, it is enabled.

3. Configuration: In the configuration menu,set output type is PASS or FAIL;

set output mode whether to open Stop or Beep; set whether to open

Message Display.

4. TheMaskRule: In TheMaskRule menu select Source, in Horizontally

Disposed or Vertically Disposed , click Numeric Input Box , set horizontal

value or vertical value; click to CreateRule.

5. Operate: Click Operate, when the switch label is highlighted on the right, it

is enabled.

6. Mask save & Read: Select Save in the bottom of the screen, you can call

the Read immediately when you need it later.

Note:

1. In the case of Pass/Fail on, open XY, FFT or Zoom mode, Pass/Fail will

close; In XY, FFT or Zoom mode, Pass/Fail function menu is gray, it can not

to use.

2. In the case of factory setting on, Pass/Fail will close.

3. During the detection process, the signal source cannot be modified, and the

output stop, ring, create rule, save, and read operations cannot be

performed. Only the information display and switch operations can be

performed.

4. In stop state, don't compare data. While continuing to run, pass fail total will

add it, doesn't start at 0.
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Настройка частотомера

Для работы с частотомером выполните следующее:

1. Нажмите  в модуле анализа главного меню в правом

нижнем углу экрана . На экране откроется окно

настройки.

2. В окне настройки нажмите  . Выделенный справа

переключатель означает включение; меню частотомера появится в
списке справа. Для выключения снова нажмите  или смахните

панель информации вправо.

3. В поле  выберите CH1, CH2, CH3, CH4, D0|> или Follow trigger.

4. В поле  выберите Frequency (частоту) или Period (период).

5. Нажмите  . Выделенный справа переключатель означает

включение; отображаются Type, Max, Min и Avg. При выключении
отображается только Type.

Примечание: нажмите   в правом верхнем углу панели частотомера,
чтобы непосредственно включить или отключить статистику.
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How To Set Counter

To perform counter, follow these steps:

1. Click Counter in the analysis module in the main setting window at the

bottom right of the screen .The setting window will display on the

screen.

2. In the setting window, click Switch when the switch label is highlighted on

the right, it is enabled, counter menu will display in the right list. And click

Switch again or draw the information bar to the right, can close the

function.

3. Select CH1, CH2, CH3, CH4, D0|> or Follow trigger in the Source option.

4. Select Frequency or Period in the Type option.

5. Click Statistics when the switch label is highlighted on the right, it is

enabled, counter will display Type, Max, Min and Avg; If off, only the Type

is displayed.

Note: Click / on the top right corner of the counter information display bar

can directly enable or disable the statistics function.
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6. Нажмите  , чтобы очистить накопленные данные

частотомера и начать сбор статистики заново.

Нажмите для
включения
статистики

Статистика выключена: частотомер
показывает только тип измерения

Нажмите для
выключения
статистики

Статистика включена: частотомер показывает
тип измерения, максимум, минимум

и среднее значение

5.Use the Oscilloscope

101

6. Click Reset Stat., the historical data of the counter will be cleared and the

statistics will be re-conducted.
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Настройка цифрового вольтметра DVM

Для работы с DVM выполните следующее:

1. Нажмите  в модуле анализа главного меню в правом нижнем

углу экрана . На экране откроется окно настройки.

2. В окне настройки нажмите  . Выделенный справа

переключатель означает включение; панель DVM появится в списке
справа. Для выключения снова нажмите  или смахните панель

информации вправо.

3. В поле  выберите CH1, CH2, CH3 или CH4.

4. В поле  выберите AC RMS, DC или AC+DC RMS.

5. Нажмите  . Выделенный справа переключатель означает

включение; отображаются Type, Max, Min и Avg. При выключении
отображается только Type.

Примечание: нажмите   в правом верхнем углу панели DVM,
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How To Set DVM

To perform DVM, follow these steps:

1. Click DVM in the analysis module in the main setting window at the bottom

right of the screen . The setting window will display on the screen.

2. In the setting window, click Switch when the switch label is highlighted on

the right, it is enabled, DVM information display bar will display in the right

list. And click Switch again or draw the information bar to the right, can

close the function.

3. Select CH1, CH2, CH3 or CH4 in the Source option.

4. Select AC RMS.DC or AC+DC RMS in the Mode option.

5. Click Statistics when the switch label is highlighted on the right, it is

enabled, DVM will display Type, Max, Min and Avg; if off, only the Type is

displayed.

Note: Click / on the top right corner of the DVM information display bar
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чтобы непосредственно включить или отключить статистику.

6. Нажмите  , чтобы очистить накопленные данные DVM и

начать сбор статистики заново.

7. Нажмите  . Выделенный справа переключатель

означает включение. Справа вверху экрана появится увеличенное
числовое поле; его показание совпадает с числом в списке справа.

Нажмите для
включения
статистики

Статистика выключена:
DVM показывает

только тип измерения

Нажмите для
выключения
статистики

Статистика включена:
DVM показывает тип

измерения, максимум,
минимум и среднее
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can directly enable or disable the statistics function.

6. Click Reset Stat., the historical data of the DVM will be cleared and the

statistics will be re-conducted.

7. Click Magnifier Box when the switch label is highlighted on the right, it is

enabled. The zoom box will appear at the top right of the screen, and the

number will match the number in the list on the right.
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8. Alarm: в поле  или  нажмите числовое поле и

задайте верхнюю или нижнюю границу. В поле  выберите

условие  (в пределах) или  (вне пределов).

Переключателем включите или отключите звуковую сигнализацию.

9. Flicker: в поле  или  нажмите числовое поле и

задайте верхнюю или нижнюю границу. В поле  выберите

условие  (в пределах) или  (вне пределов).

Переключателем включите или отключите мигание. При выполнении
заданных условий панель DVM в списке справа будет мигать.

Окно при
включении

лупы

Показания обоих
окон совпадают

5.Use the Oscilloscope

104

8. Alarm: In the Upper Limit or Lower Limit option, click Numeric Input Box

to set the upper or lower limit vale. In When Limit to set the limit condition

to In Limit or Out Limit. Set the switch whether to turn on the alarm

sound.

9. Flicker: In the Upper Limit or Lower Limit option, click Numeric Input Box

to set the upper or lower limit vale. In When Limit to set the limit condition

to In Limit or Out Limit. Set the switch whether to turn on the Flicker. The

DVM information display panel on the right-side list will enter a blinking

state if the measured values meet the predefined conditions.
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Настройка декодирования

Для декодирования выполните следующее:

1. Нажмите  в модуле анализа главного меню в правом

нижнем углу экрана

2. Откроется окно настройки. Нажмите  или  для

настройки декодирования. Нажмите  ; выделенный справа

переключатель означает включение.

3. В поле  выберите RS232/UART, I2C, SPI, CAN или LIN. Кнопка

  копирует настройки типа запуска.

4. В поле  выберите HEX, DECIMAL, BINARY или ASCII.

5. Нажмите  . Выделенный справа переключатель означает

включение. Слева на экране появится таблица декодирования.
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How To Set Decode

To perform Decode, follow these steps:

1. Click Decode in the analysis module in the main setting window at the

bottom right of the screen .

2. The setting window will display on the screen. Click Decode1 or Decode2

to set decode. Click Switch, when the switch label is highlighted on the

right, it is enabled.

3. Select RS232/UART, I2C, SPI, CAN or LIN in Type option. Click Copy

Trig, the settings for the trigger type can be copied.

4. Select HEX, DECIMAL, BINARY or ASCII,in Format option.

5. Click Event Table, when the switch label is highlighted on the right, it is

enabled. A list of decoders is displayed on the left side of the screen.
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• В поле  выберите место сохранения Internal или External; нажмите

 Input Box для изменения имени файла либо сохраните

осциллограмму с именем по умолчанию. Формат файла — csv. Нажмите
Export для сохранения файла.

6. Нажмите  . Выделенный справа переключатель означает

включение. Тип метки можно выбрать Common (стандартная) или Custom
(своя).

Декодирование RS232/UART
Для декодирования сигнала RS232/UART выполните следующее: (1)
Подключите сигнал RS232/UART к входному каналу осциллографа.
(2) Установите подходящие развёртку и масштаб напряжения. (3) В
меню запуска выберите RS232/UART; задайте параметры по
свойствам сигнала, обеспечьте правильный запуск и устойчивое
изображение. См. «Запуск RS232/UART», стр. 63. (4) После
получения устойчивого запуска нажмите  в модуле анализа

главного меню в правом нижнем углу

экрана . Выберите тип RS232/UART и задайте параметры

по свойствам сигнала. При правильной настройке отобразится
информация, передаваемая сигналом.

Примечание:
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 In the Path option, select the storage path as Internal or External; click

Name Input Box can edit the filename or save the waveform with the

system default filename, the file format is csv; click Export , can save the

file.

6. Click Label, when the switch label is highlighted on the right, it is enabled.

You can select Common or Custom as the label type.

RS232/UART Decode
To perform decode RS232/UART signal, follow these steps:

(1) Connect the RS232/UART signal to the Signal Input Channel of the

oscilloscope.

(2) Adjust to the proper time base and voltage division.

(3) In trigger menu, select trigger type as RS232/UART, set parameters

based on the characteristics of the signal, trigger the signal correctly

and obtain stable display. Refer to “RS232/UART Trigger” on P63.

(4) After the signal is stabilized and triggered,click Decode in the analysis

module in the main setting window at the bottom right of the

screen .Select the type as RS232/UART, set parameters based on

the characteristics of the signal. When the parameters are set correctly,

the information carried by the signal will be displayed.

Note:
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• Если при декодировании  arity не равно None, при обнаружении

ошибки бита чётности в соответствующем месте осциллограммы
отображается метка P.

Описание окна настройки декодирования RS232/UART приведено ниже:

Меню Настр. Описание

Вкл. Коп. запуска

Нажмите Switch. Выделенный справа
переключатель означает включение. Кнопка
Copy Trig копирует текущие настройки запуска
в функцию декодирования.

Тип Тип декодирования RS232/UART.

Источник

Выбор источника декодируемого сигнала
CH1, CH2, CH3 или CH4.

Порог 50%

Нажмите числовое поле и вращайте
универсальную ручку для задания нижнего
порога.
Нажмите 50% для быстрой установки уровня
запуска посередине амплитуды сигнала.

Полярн.

Прямая полярность передачи данных.

Обратная полярность передачи данных.

Baud
(Скорость

)

Нажмите числовое поле; ручкой General
задайте типовую скорость.

Нажмите числовое поле, введите скорость и
подтвердите единицей измерения; либо
используйте кнопки (- или +) или регулятор
General. Нажмите < > или или   для
перемещения курсора и выбора разряда.
Диапазон скорости от 50 до 10 000 000.
Примечание: в Common Baud можно выбрать
ближайшее значение и затем уточнить его в
этом меню.

Data Bits 5, 6, 7, 8
Задайте разрядность кадра по сигналу: 5, 6, 7
или 8 бит.

Чётность Нет; нечёт.;
чёт.

Режим проверки чётности должен
соответствовать полярности сигнала.

Стоп-бит 1, 1.5, 2 Конец: 1, 1,5 или 2 стоп-бита.
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 When decoding, if "Parity" is not set to "None", and the check bit error

is detected, P marks will be displayed in the corresponding position in

the waveform.

The descriptions of RS232/UART decode setting window are as shown in the
table below:

Menu Settings Descriptions

Switch Copy Trig

Click Switch, when the switch label is
highlighted on the right, it is enabled.
Click the Copy Trig button to copy the current
trigger settings to the decoding function.

Type RS232/UART Set the decode type as RS232/UART.

Source

CH1
CH2
CH3
CH4

Select CH1,CH2,CH3 or CH4 as the decode
signal source.

Threshold 50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

Polarity
Select positive polarity for data transmission.

Select reverse polarity for data transmission.

Baud

Common Click Numeric Display Box and turn General
knob to set the commonly-used baud rate.

Custom

Click Numeric Display Box to input the baud rate
to be set and click unit to confirm; or click Gear
Input Box (- or +) or turn the General knob to set
the baud rate, and click < > or press or

to move the cursor and select the digit to
be set. The baud rate ranges from 50 to
10,000,000.
Note:You can select the nearest value in
Common Baud, and then adjust it in this menu.

Data Bits 5, 6, 7, 8 Set the data width of each frame to match the
signal. It can be set to 5, 6, 7 or 8.

Parity None, Odd,
Even

Set the even-odd check mode to match the
polarity used by the signal.

Stop Bit 1, 1.5, 2 Select 1 ,1.5 or 2 as the end of decoding sign.
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Порядок
битов

LSB (младший значащий бит) — передача с
младшего бита. MSB (старший значащий бит)
— передача со старшего бита.

Формат

Выбор формата отображения
декодированных данных.

EventTabl
e

Нажмите Switch. Выделенный справа
переключатель означает включение. На
экране появится таблица декодирования.

Label
(Метка)

Нажмите Label. Выделенный справа
переключатель означает включение.
Выберите тип метки Common (стандартная)
или Custom (своя).

Декодирование I2C

Для декодирования сигнала I2C выполните следующее: (1)
Подключите тактовую линию SCLK и линию данных SDA сигнала I2C
к входным каналам осциллографа. (2) Установите подходящие
развёртку и масштаб напряжения. (3) В меню запуска выберите I2C;
задайте параметры по свойствам сигнала, обеспечьте правильный
запуск и устойчивое изображение. См. «Запуск I2C», стр. 65. (4)
После получения устойчивого запуска нажмите  в модуле

анализа главного меню в правом нижнем углу экрана

Выберите тип I2C и задайте параметры по свойствам сигнала.
При правильной настройке отобразится информация,
передаваемая сигналом.

Расшифровка декодированной информации:

Информация Сокращение
Адрес чтения R
Адрес записи W

Описание окна настройки декодирования I2C приведено ниже:
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Endian

LSB

MSB

LSB:Least Significant Bit, that is, the data is
transmitted low first.
MSB:Most Significant Bit, that is, the data is
transmitted high first.

Format

HEX
DECIMAL
BINARY
ASCII

Select the display format to decode.

Event
Table

Click Switch, when the switch label is
highlighted on the right, it is enabled.The decode
list will display on the screen.

Label Common
Custom

Click Label, when the switch label is highlighted
on the right, it is enabled.You can select
Common or Custom as the label type.

I2C Decode
To perform decode I2C signal, follow these steps:

(1) Connect the clock line (SCLK) and the data line (SDA) of the I2C

signal to the Signal Input Channels of the oscilloscope.

(2) Adjust to the proper time base and voltage division.

(3) In trigger menu, select trigger type as I2C, set parameters based on

the characteristics of the signal, trigger the signal correctly and obtain

stable display. Refer to “I2C Trigger” on P65.

(4) After the signal is stabilized and triggered, click Decode in the analysis

module in the main setting window at the bottom right of the screen .

Select the type as I2C, set parameters based on the characteristics of

the signal. When the parameters are set correctly, the information

carried by the signal will be displayed.

Decoded information interpretation:

Information Abbreviation
Read Address R
Write Address W

The descriptions of I2C decode setting window are as shown in the table
below:
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Меню Настр. Описание

Вкл. Коп. запуска

Нажмите Switch. Выделенный справа
переключатель означает включение. Кнопка
Copy Trig копирует текущие настройки запуска
в функцию декодирования.

Тип Тип декодирования I2C.

SCL

Выбор CH1, CH2, CH3 или CH4 в качестве
SCL.

Порог 50%

Нажмите числовое поле и вращайте
универсальную ручку для задания нижнего
порога.
Нажмите 50% для быстрой установки уровня
запуска посередине амплитуды сигнала.

SDA

Выбор CH1, CH2, CH3 или CH4 в качестве
SDA.

Порог 50%

Нажмите числовое поле и вращайте
универсальную ручку для задания нижнего
порога.
Нажмите 50% для быстрой установки уровня
запуска посередине амплитуды сигнала.

Источник Обмен
Нажатие Exchange меняет местами источники
SCL и SDA.

R/W С
Без

Если биты чтения/записи отсутствуют, они
добавляются автоматически в соответствии с
функцией.

Формат

Выбор формата отображения
декодированных данных.

EventTabl
e

Нажмите Switch. Выделенный справа
переключатель означает включение. На
экране появится таблица декодирования.

Label
(Метка)

Нажмите Label. Выделенный справа
переключатель означает включение.
Выберите тип метки Common (стандартная)
или Custom (своя).

Декодирование SPI

Для декодирования сигнала SPI выполните следующее:
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Menu Settings Descriptions

Switch Copy Trig

Click Switch, when the switch label is
highlighted on the right, it is enabled.
Click the Copy Trig button to copy the current
trigger settings to the decoding function.

Type I2C Set the decode type as I2C.

SCL

CH1
CH2
CH3
CH4

Select CH1,CH2,CH3 or CH4 as SCL.

Threshold 50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

SDA

CH1
CH2
CH3
CH4

Select CH1,CH2,CH3 or CH4 as SDA.

Threshold 50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

Source Exchange Click Exchange,the sources of SCL and SDA
can be exchanged.

R/W With
Without

When read and write bits are not included, they
are added automatically depending on the
function.

Format

HEX
DECIMAL
BINARY
ASCII

Select the display format to decode.

Event
Table

Click Switch, when the switch label is
highlighted on the right, it is enabled.The decode
list will display on the screen.

Label Common
Custom

Click Label, when the switch label is highlighted
on the right, it is enabled.You can select
Common or Custom as the label type.

SPI Decode
To perform decode SPI signal, follow these steps:
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level in the vertical midpoint of the trigger signal
amplitude.

SDA

CH1
CH2
CH3
CH4

Select CH1,CH2,CH3 or CH4 as SDA.

Threshold 50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

Source Exchange Click Exchange,the sources of SCL and SDA
can be exchanged.

R/W With
Without

When read and write bits are not included, they
are added automatically depending on the
function.

Format

HEX
DECIMAL
BINARY
ASCII

Select the display format to decode.

Event
Table

Click Switch, when the switch label is
highlighted on the right, it is enabled.The decode
list will display on the screen.

Label Common
Custom

Click Label, when the switch label is highlighted
on the right, it is enabled.You can select
Common or Custom as the label type.

SPI Decode
To perform decode SPI signal, follow these steps:
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Menu Settings Descriptions

Switch Copy Trig

Click Switch, when the switch label is
highlighted on the right, it is enabled.
Click the Copy Trig button to copy the current
trigger settings to the decoding function.

Type I2C Set the decode type as I2C.

SCL

CH1
CH2
CH3
CH4

Select CH1,CH2,CH3 or CH4 as SCL.

Threshold 50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

SDA

CH1
CH2
CH3
CH4

Select CH1,CH2,CH3 or CH4 as SDA.

Threshold 50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

Source Exchange Click Exchange,the sources of SCL and SDA
can be exchanged.

R/W With
Without

When read and write bits are not included, they
are added automatically depending on the
function.

Format

HEX
DECIMAL
BINARY
ASCII

Select the display format to decode.

Event
Table

Click Switch, when the switch label is
highlighted on the right, it is enabled.The decode
list will display on the screen.

Label Common
Custom

Click Label, when the switch label is highlighted
on the right, it is enabled.You can select
Common or Custom as the label type.

SPI Decode
To perform decode SPI signal, follow these steps:
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(1) Подключите тактовую линию SCLK и линию данных SDA сигнала
SPI к входным каналам осциллографа. (2) Установите подходящие
развёртку и масштаб напряжения. (3) В меню запуска выберите SPI;
задайте параметры по свойствам сигнала, обеспечьте правильный
запуск и устойчивое изображение. См. «Запуск SPI», стр. 68. (4)
После получения устойчивого запуска нажмите  в модуле

анализа главного меню в правом нижнем углу экрана

Выберите тип SPI и задайте параметры по свойствам сигнала.
При правильной настройке отобразится информация,
передаваемая сигналом.

Описание окна настройки декодирования SPI приведено ниже:

Меню Настр. Описание

Вкл. Коп. запуска

Нажмите Switch. Выделенный справа
переключатель означает включение. Кнопка
Copy Trig копирует текущие настройки запуска
в функцию декодирования.

Тип Тип декодирования SPI.

Режим

T
i

m
e
o
u
t

CLK Выберите CH1, CH2, CH3 или CH4 как CLK.

50%

Нажмите числовое поле и вращайте
универсальную ручку для задания нижнего
порога.
Нажмите 50% для быстрой установки уровня
запуска посередине амплитуды сигнала.

MISO
/MOSI

Выберите CH1, CH2, CH3 или CH4 как
MISO/MOSI.

50%

Нажмите числовое поле и вращайте
универсальную ручку для задания нижнего
порога.
Нажмите 50% для быстрой установки уровня
запуска посередине амплитуды сигнала.

Тайм-аут
Нажмите числовое поле и регулятором
General задайте тайм-аут.

C CLK Выберите CH1, CH2, CH3 или CH4 как CLK.
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(1) Connect the clock line (SCLK) and the data line (SDA) of the SPI

signal to the Signal Input Channels of the oscilloscope.

(2) Adjust to the proper time base and voltage division.

(3) In trigger menu, select trigger type as SPI, set parameters based on

the characteristics of the signal, trigger the signal correctly and obtain

stable display. Refer to “SPI Trigger” P68.

(4) After the signal is stabilized and triggered, click Decode in the analysis

module in the main setting window at the bottom right of the screen .

Select the type as SPI, set parameters based on the characteristics of

the signal. When the parameters are set correctly, the information

carried by the signal will be displayed.

The descriptions of SPI decode setting window are as shown in the table
below:

Menu Settings Descriptions

Switch Copy Trig

Click Switch, when the switch label is
highlighted on the right, it is enabled.
Click the Copy Trig button to copy the current
trigger settings to the decoding function.

Type SPI Set the decode type as SPI.

Mode

T
i
m
e
o
u
t

CLK Select CH1,CH2,CH3 or CH4 as CLK.

50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

MISO
/MOSI Select CH1,CH2,CH3 or CH4 as MISO/MOSI.

50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

Timeout Click Numeric Display Box and turn General
knob to set the required timeout.

C CLK Select CH1,CH2,CH3 or CH4 as CLK.

5.Use the Oscilloscope

110

(1) Connect the clock line (SCLK) and the data line (SDA) of the SPI

signal to the Signal Input Channels of the oscilloscope.

(2) Adjust to the proper time base and voltage division.

(3) In trigger menu, select trigger type as SPI, set parameters based on

the characteristics of the signal, trigger the signal correctly and obtain

stable display. Refer to “SPI Trigger” P68.

(4) After the signal is stabilized and triggered, click Decode in the analysis

module in the main setting window at the bottom right of the screen .

Select the type as SPI, set parameters based on the characteristics of

the signal. When the parameters are set correctly, the information

carried by the signal will be displayed.

The descriptions of SPI decode setting window are as shown in the table
below:

Menu Settings Descriptions

Switch Copy Trig

Click Switch, when the switch label is
highlighted on the right, it is enabled.
Click the Copy Trig button to copy the current
trigger settings to the decoding function.

Type SPI Set the decode type as SPI.

Mode

T
i
m
e
o
u
t

CLK Select CH1,CH2,CH3 or CH4 as CLK.

50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

MISO
/MOSI Select CH1,CH2,CH3 or CH4 as MISO/MOSI.

50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

Timeout Click Numeric Display Box and turn General
knob to set the required timeout.

C CLK Select CH1,CH2,CH3 or CH4 as CLK.
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(1) Connect the clock line (SCLK) and the data line (SDA) of the SPI

signal to the Signal Input Channels of the oscilloscope.

(2) Adjust to the proper time base and voltage division.

(3) In trigger menu, select trigger type as SPI, set parameters based on

the characteristics of the signal, trigger the signal correctly and obtain

stable display. Refer to “SPI Trigger” P68.

(4) After the signal is stabilized and triggered, click Decode in the analysis

module in the main setting window at the bottom right of the screen .

Select the type as SPI, set parameters based on the characteristics of

the signal. When the parameters are set correctly, the information

carried by the signal will be displayed.

The descriptions of SPI decode setting window are as shown in the table
below:

Menu Settings Descriptions

Switch Copy Trig

Click Switch, when the switch label is
highlighted on the right, it is enabled.
Click the Copy Trig button to copy the current
trigger settings to the decoding function.

Type SPI Set the decode type as SPI.

Mode

T
i
m
e
o
u
t

CLK Select CH1,CH2,CH3 or CH4 as CLK.

50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

MISO
/MOSI Select CH1,CH2,CH3 or CH4 as MISO/MOSI.

50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

Timeout Click Numeric Display Box and turn General
knob to set the required timeout.

C CLK Select CH1,CH2,CH3 or CH4 as CLK.
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S

50%

Нажмите числовое поле и вращайте
универсальную ручку для задания нижнего
порога.
Нажмите 50% для быстрой установки уровня
запуска посередине амплитуды сигнала.

MISO Выберите CH1, CH2, CH3 или CH4 как MISO.

50%

Нажмите числовое поле и вращайте
универсальную ручку для задания нижнего
порога.
Нажмите 50% для быстрой установки уровня
запуска посередине амплитуды сигнала.

MOSI
Выберите CH1, CH2, CH3 или CH4 как MOSI;
либо OFF для отключения MOSI.

50%

Нажмите числовое поле и вращайте
универсальную ручку для задания нижнего
порога.
Нажмите 50% для быстрой установки уровня
запуска посередине амплитуды сигнала.

C S
Выберите CH1, CH2, CH3, CH4 как CS; либо
высокий или низкий активный уровень CS.

50%

Нажмите числовое поле и вращайте
универсальную ручку для задания нижнего
порога.
Нажмите 50% для быстрой установки уровня
запуска посередине амплитуды сигнала.

Полярн.

Прямая полярность передачи данных.

Обратная полярность передачи данных.

Фронт
такта

Выбор нарастающего или спадающего
фронта тактового сигнала. Нарастающий —
сбор данных по нарастающему фронту,
спадающий — по спадающему фронту
тактового сигнала.

Data Bits
Нажмите числовое поле и универсальной
ручкой задайте число битов данных.

Порядок
битов

LSB (младший значащий бит) — передача с
младшего бита. MSB (старший значащий бит)
— передача со старшего бита.

Label
(Метка)

Нажмите Label. Выделенный справа
переключатель означает включение.
Выберите тип метки Common (стандартная)
или Custom (своя).
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S

50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

MISO Select CH1,CH2,CH3 or CH4 as MISO.

50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

MOSI Select CH1,CH2,CH3 or CH4 as MOSI;or select
OFF to close MOSI.

50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

CS Select CH1, CH2, CH3, CH4 as CS;
or select High effective or Low effective as CS.

50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

Polarity
Select positive polarity for data transmission.

Select reverse polarity for data transmission.

ClockEd
eg

Set the clock edge to rising edge or falling edge.
The rising edge refers to acquire the data at the
rising edge of the clock; the falling edge refers to
acquire the data at the falling edge of the clock.

Data Bits Click Numeric Display Box and turn General
knob to set the data bit width.

Endian

LSB

MSB

LSB: Least Significant Bit, that is, the data is
transmitted low first.
MSB: Most Significant Bit, that is, the data is
transmitted high first.

Label Common
Custom

Click Label, when the switch label is highlighted
on the right, it is enabled.You can select
Common or Custom as the label type.
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S

50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

MISO Select CH1,CH2,CH3 or CH4 as MISO.

50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

MOSI Select CH1,CH2,CH3 or CH4 as MOSI;or select
OFF to close MOSI.

50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

CS Select CH1, CH2, CH3, CH4 as CS;
or select High effective or Low effective as CS.

50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

Polarity
Select positive polarity for data transmission.

Select reverse polarity for data transmission.

ClockEd
eg

Set the clock edge to rising edge or falling edge.
The rising edge refers to acquire the data at the
rising edge of the clock; the falling edge refers to
acquire the data at the falling edge of the clock.

Data Bits Click Numeric Display Box and turn General
knob to set the data bit width.

Endian

LSB

MSB

LSB: Least Significant Bit, that is, the data is
transmitted low first.
MSB: Most Significant Bit, that is, the data is
transmitted high first.

Label Common
Custom

Click Label, when the switch label is highlighted
on the right, it is enabled.You can select
Common or Custom as the label type.
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S

50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

MISO Select CH1,CH2,CH3 or CH4 as MISO.

50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

MOSI Select CH1,CH2,CH3 or CH4 as MOSI;or select
OFF to close MOSI.

50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

CS Select CH1, CH2, CH3, CH4 as CS;
or select High effective or Low effective as CS.

50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

Polarity
Select positive polarity for data transmission.

Select reverse polarity for data transmission.

ClockEd
eg

Set the clock edge to rising edge or falling edge.
The rising edge refers to acquire the data at the
rising edge of the clock; the falling edge refers to
acquire the data at the falling edge of the clock.

Data Bits Click Numeric Display Box and turn General
knob to set the data bit width.

Endian

LSB

MSB

LSB: Least Significant Bit, that is, the data is
transmitted low first.
MSB: Most Significant Bit, that is, the data is
transmitted high first.

Label Common
Custom

Click Label, when the switch label is highlighted
on the right, it is enabled.You can select
Common or Custom as the label type.
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Формат

Выбор формата отображения
декодированных данных.

EventTabl
e

Нажмите Switch. Выделенный справа
переключатель означает включение. На
экране появится таблица декодирования.

Label
(Метка)

Нажмите Label. Выделенный справа
переключатель означает включение.
Выберите тип метки Common (стандартная)
или Custom (своя).

Декодирование CAN

Для декодирования сигнала CAN выполните следующее: (1)
Подключите сигнал CAN к входному каналу осциллографа. (2)
Установите подходящие развёртку и масштаб напряжения. (3) В
меню запуска выберите CAN; задайте параметры по свойствам
сигнала, обеспечьте правильный запуск и устойчивое изображение.
См. «Запуск CAN», стр. 70. (4) После получения устойчивого запуска
нажмите  в модуле

анализа главного меню в правом нижнем углу экрана

Выберите тип CAN и задайте параметры по свойствам сигнала.
При правильной настройке отобразится информация,
передаваемая сигналом.

Примечание:

• Кадры ошибок, удалённого запроса и перегрузки обозначаются в
столбце Data таблицы событий; кадры данных не обозначаются.

Описание окна настройки декодирования CAN приведено ниже:

Меню Настр. Описание

Вкл. Коп. запуска

Нажмите Switch. Выделенный справа
переключатель означает включение. Кнопка
Copy Trig копирует текущие настройки запуска
в функцию декодирования.
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Format

HEX
DECIMAL
BINARY
ASCII

Select the display format to decode.

Event
Table

Click Switch, when the switch label is
highlighted on the right, it is enabled.The decode
list will display on the screen.

Label Common
Custom

Click Label, when the switch label is highlighted
on the right, it is enabled.You can select
Common or Custom as the label type.

CAN Decode
To perform decode CAN signal, follow these steps:

(1) Connect the CAN signal to the Signal Input Channel of the

oscilloscope.

(2) Adjust to the proper time base and voltage division.

(3) In trigger menu, select trigger type as CAN, set parameters based on

the characteristics of the signal, trigger the signal correctly and obtain

stable display. Refer to “CAN Trigger” P70.

(4) After the signal is stabilized and triggered, click Decode in the analysis

module in the main setting window at the bottom right of the screen .

Select the type as CAN, set parameters based on the characteristics of

the signal. When the parameters are set correctly, the information

carried by the signal will be displayed.

Note:

 Error Frame, Remote Frame, and Overload Frame will be identified in

the "Data" column in the event table (Data Frame will not be identified).

The descriptions of CAN decode setting window are as shown in the table
below:

Menu Settings Descriptions

Switch Copy Trig

Click Switch, when the switch label is
highlighted on the right, it is enabled.
Click the Copy Trig button to copy the current
trigger settings to the decoding function.
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Format

HEX
DECIMAL
BINARY
ASCII

Select the display format to decode.

Event
Table

Click Switch, when the switch label is
highlighted on the right, it is enabled.The decode
list will display on the screen.

Label Common
Custom

Click Label, when the switch label is highlighted
on the right, it is enabled.You can select
Common or Custom as the label type.

CAN Decode
To perform decode CAN signal, follow these steps:

(1) Connect the CAN signal to the Signal Input Channel of the

oscilloscope.

(2) Adjust to the proper time base and voltage division.

(3) In trigger menu, select trigger type as CAN, set parameters based on

the characteristics of the signal, trigger the signal correctly and obtain

stable display. Refer to “CAN Trigger” P70.

(4) After the signal is stabilized and triggered, click Decode in the analysis

module in the main setting window at the bottom right of the screen .

Select the type as CAN, set parameters based on the characteristics of

the signal. When the parameters are set correctly, the information

carried by the signal will be displayed.

Note:

 Error Frame, Remote Frame, and Overload Frame will be identified in

the "Data" column in the event table (Data Frame will not be identified).

The descriptions of CAN decode setting window are as shown in the table
below:

Menu Settings Descriptions

Switch Copy Trig

Click Switch, when the switch label is
highlighted on the right, it is enabled.
Click the Copy Trig button to copy the current
trigger settings to the decoding function.
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Format

HEX
DECIMAL
BINARY
ASCII

Select the display format to decode.

Event
Table

Click Switch, when the switch label is
highlighted on the right, it is enabled.The decode
list will display on the screen.

Label Common
Custom

Click Label, when the switch label is highlighted
on the right, it is enabled.You can select
Common or Custom as the label type.

CAN Decode
To perform decode CAN signal, follow these steps:

(1) Connect the CAN signal to the Signal Input Channel of the

oscilloscope.

(2) Adjust to the proper time base and voltage division.

(3) In trigger menu, select trigger type as CAN, set parameters based on

the characteristics of the signal, trigger the signal correctly and obtain

stable display. Refer to “CAN Trigger” P70.

(4) After the signal is stabilized and triggered, click Decode in the analysis

module in the main setting window at the bottom right of the screen .

Select the type as CAN, set parameters based on the characteristics of

the signal. When the parameters are set correctly, the information

carried by the signal will be displayed.

Note:

 Error Frame, Remote Frame, and Overload Frame will be identified in

the "Data" column in the event table (Data Frame will not be identified).

The descriptions of CAN decode setting window are as shown in the table
below:

Menu Settings Descriptions

Switch Copy Trig

Click Switch, when the switch label is
highlighted on the right, it is enabled.
Click the Copy Trig button to copy the current
trigger settings to the decoding function.
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Format

HEX
DECIMAL
BINARY
ASCII

Select the display format to decode.

Event
Table

Click Switch, when the switch label is
highlighted on the right, it is enabled.The decode
list will display on the screen.

Label Common
Custom

Click Label, when the switch label is highlighted
on the right, it is enabled.You can select
Common or Custom as the label type.

CAN Decode
To perform decode CAN signal, follow these steps:

(1) Connect the CAN signal to the Signal Input Channel of the

oscilloscope.

(2) Adjust to the proper time base and voltage division.

(3) In trigger menu, select trigger type as CAN, set parameters based on

the characteristics of the signal, trigger the signal correctly and obtain

stable display. Refer to “CAN Trigger” P70.

(4) After the signal is stabilized and triggered, click Decode in the analysis

module in the main setting window at the bottom right of the screen .

Select the type as CAN, set parameters based on the characteristics of

the signal. When the parameters are set correctly, the information

carried by the signal will be displayed.

Note:

 Error Frame, Remote Frame, and Overload Frame will be identified in

the "Data" column in the event table (Data Frame will not be identified).

The descriptions of CAN decode setting window are as shown in the table
below:

Menu Settings Descriptions

Switch Copy Trig

Click Switch, when the switch label is
highlighted on the right, it is enabled.
Click the Copy Trig button to copy the current
trigger settings to the decoding function.
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Тип Тип декодирования CAN.

Источник

Выбор источника декодируемого сигнала CH1,
CH2, CH3 или CH4.

Порог 50%

Нажмите числовое поле и вращайте
универсальную ручку для задания нижнего
порога.
Нажмите 50% для быстрой установки уровня
запуска посередине амплитуды сигнала.

Точка
выборки

Нажмите числовое поле и регулятором
General задайте точку выборки.

Тип
Выберите тип кадра CAN_H, CAN_L, RX, TX
или DIFF.

Baud
(Скорость)

Нажмите числовое поле; ручкой General
задайте типовую скорость.

Нажмите числовое поле, введите скорость и
подтвердите единицей измерения; либо
используйте кнопки (- или +) или регулятор
General. Нажмите < > или или   для
перемещения курсора и выбора разряда.
Диапазон скорости — от 10 кбит/с до 1 Мбит/с.
Примечание: в Common Baud можно выбрать
ближайшее значение и затем уточнить его в
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EventTabl
e
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переключатель означает включение. На
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Label
(Метка)

Нажмите Label. Выделенный справа
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Подключите сигнал LIN к входному каналу осциллографа. (2)
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Type CAN Set the decode type as CAN.

Source

CH1
CH2
CH3
CH4

Select CH1,CH2,CH3 or CH4 as the decode
signal source.

Threshold 50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

Sample
Point

Click Numeric Display Box and turn General
knob to set the sample point.

Type Select CAN_H, CAN_L, RX, TX or DIFF as the
frame type.

Baud

Common Click Numeric Display Box and turn General
knob to set the commonly-used baud rate.

Custom

Click Numeric Display Box to input the baud rate
to be set and click unit to confirm; or click Gear
Input Box (- or +) or turn the General knob to set
the baud rate, and click < > or press or

to move the cursor and select the digit to
be set. The baud rate ranges from 10kbps to
1Mbps.
Note:You can select the nearest value in
Common Baud, and then adjust it in this menu.

Format

HEX
DECIMAL
BINARY
ASCII

Select the display format to decode.

Event
Table

Click Switch, when the switch label is
highlighted on the right, it is enabled.The decode
list will display on the screen.

Label Common
Custom

Click Label, when the switch label is highlighted
on the right, it is enabled.You can select
Common or Custom as the label type.

LIN Decode
To perform decode LIN signal, follow these steps:

(1) Connect the LIN signal to the Signal Input Channel of the oscilloscope.

(2) Adjust to the proper time base and voltage division.

(3) In trigger menu,select trigger type as LIN, set parameters based on the
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(2) Adjust to the proper time base and voltage division.

(3) In trigger menu,select trigger type as LIN, set parameters based on the
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свойствам сигнала, обеспечьте правильный запуск и устойчивое

изображение. См. «Запуск LIN», стр. 72. (4) После получения

устойчивого запуска нажмите   в модуле анализа главного

меню в правом нижнем углу экрана Выберите тип LIN и задайте

параметры по свойствам сигнала. При правильной настройке

отобразится информация, передаваемая сигналом.

Описание окна настройки декодирования LIN приведено ниже:

Меню Настр. Описание

Вкл. Коп. запуска

Нажмите Switch. Выделенный справа
переключатель означает включение. Кнопка
Copy Trig копирует текущие настройки запуска
в функцию декодирования.

Тип Тип декодирования LIN.

Источник

Выбор источника декодируемого сигнала CH1,
CH2, CH3 или CH4.

Порог 50%

Нажмите числовое поле и вращайте
универсальную ручку для задания нижнего
порога.
Нажмите 50% для быстрой установки уровня
запуска посередине амплитуды сигнала.

Baud
(Скорость)

Нажмите числовое поле; ручкой General
задайте типовую скорость.

Нажмите числовое поле, введите скорость и
подтвердите единицей измерения; либо
используйте кнопки (- или +) или регулятор
General. Нажмите < > или или   для
перемещения курсора и выбора разряда.
Диапазон скорости — от 50 бит/с до 20 кбит/с.
Примечание: в Common Baud можно выбрать
ближайшее значение и затем уточнить его в
этом меню.

Бит
чётности

С
Без

Вкладка контрольной точки*: With/Without —
с/без контрольных точек DATA.

Версия 1.X 2.X Both
На вкладке версии выберите вариант
протокола, соответствующий сигналу шины
LIN: «1.X», «2.X» или «Both».
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characteristics of the signal, trigger the signal correctly and obtain

stable display. Refer to “LIN Trigger” P72.

(4) After the signal is stabilized and triggered, click Decode in the analysis

module in the main setting window at the bottom right of the screen .

Select the type as LIN, set parameters based on the characteristics of

the signal. When the parameters are set correctly, the information

carried by the signal will be displayed.

The descriptions of LIN decode setting window are as shown in the table
below:

Menu Settings Descriptions

Switch Copy Trig

Click Switch, when the switch label is
highlighted on the right, it is enabled.
Click the Copy Trig button to copy the current
trigger settings to the decoding function.

Type LIN Set the decode type as LIN.

Source

CH1
CH2
CH3
CH4

Select CH1,CH2,CH3 or CH4 as the decode
signal source.

Threshold 50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

Baud

Common Click Numeric Display Box and turn General
knob to set the commonly-used baud rate.

Custom

Click Numeric Display Box to input the baud rate
to be set and click unit to confirm; or click Gear
Input Box (- or +) or turn the General knob to set
the baud rate, and click < > or press or

to move the cursor and select the digit to
be set. The baud rate ranges from 50bps to
20kbps.
Note:You can select the nearest value in
Common Baud, and then adjust it in this menu.

Parity Bit With
Without

In the checkpoint* tab, click on the With or
Without checkpoints in the configuration DATA.

Version
1.X
2.X
Both

In the version TAB, click to select the protocol
version that matches the LIN bus signal as "1.X",
"2.X" or "Both".
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characteristics of the signal, trigger the signal correctly and obtain

stable display. Refer to “LIN Trigger” P72.

(4) After the signal is stabilized and triggered, click Decode in the analysis
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Select the type as LIN, set parameters based on the characteristics of
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carried by the signal will be displayed.
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below:
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Type LIN Set the decode type as LIN.

Source

CH1
CH2
CH3
CH4

Select CH1,CH2,CH3 or CH4 as the decode
signal source.

Threshold 50%

Click Numeric Display Box and turn General
knob to set the lower threshold;
Click 50% and set the shortcut key of trigger
level in the vertical midpoint of the trigger signal
amplitude.

Baud
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to be set and click unit to confirm; or click Gear
Input Box (- or +) or turn the General knob to set
the baud rate, and click < > or press or

to move the cursor and select the digit to
be set. The baud rate ranges from 50bps to
20kbps.
Note:You can select the nearest value in
Common Baud, and then adjust it in this menu.

Parity Bit With
Without

In the checkpoint* tab, click on the With or
Without checkpoints in the configuration DATA.

Version
1.X
2.X
Both

In the version TAB, click to select the protocol
version that matches the LIN bus signal as "1.X",
"2.X" or "Both".
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version that matches the LIN bus signal as "1.X",
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characteristics of the signal, trigger the signal correctly and obtain

stable display. Refer to “LIN Trigger” P72.
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The descriptions of LIN decode setting window are as shown in the table
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Version
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In the version TAB, click to select the protocol
version that matches the LIN bus signal as "1.X",
"2.X" or "Both".
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characteristics of the signal, trigger the signal correctly and obtain
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5. Работа с осциллографом

Формат

Выбор формата отображения
декодированных данных.

EventTable
Нажмите Switch. Выделенный справа
переключатель означает включение. На
экране появится таблица декодирования.

Label
(Метка)

Нажмите Label. Выделенный справа
переключатель означает включение.
Выберите тип метки Common (стандартная)
или Custom (своя).

Настройка логического анализатора LA

Для работы с LA выполните следующее:

1. Нажмите информационную панель LA справа на экране: откроется
окно настройки LA.

2. Нажмите  . Выделенный справа переключатель означает

включение. Для отключения снова нажмите  или смахните

информационную панель вправо.

3. В D0–D7 можно выбрать D0, D1, D2, D3, D4, D5, D6 или D7.
4. В D8–D15 можно выбрать D8, D9, D10, D11, D12, D13, D14 или D15.
5. Нажмите числовое поле порога, введите значение и подтвердите
единицей измерения; либо используйте кнопки (- или +) или регулятор
General для установки порога. Нажмите < > или или   для
перемещения курсора и выбора нужного разряда.
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Format

HEX
DECIMAL
BINARY
ASCII

Select the display format to decode.

Event
Table

Click Switch, when the switch label is
highlighted on the right, it is enabled.The decode
list will display on the screen.

Label Common
Custom

Click Label, when the switch label is highlighted
on the right, it is enabled.You can select
Common or Custom as the label type.

How To Set LA

To perform LA, follow these steps:

1. Click the LA information display bar on the right side of the screen, and the
screen displays the LA setting window.

2. In the setting window, click Switch when the switch label is highlighted on
the right, it is enabled. Click the Switch again or right swipe the
information display bar to turn off this function.

3. In D0-D7, D0, D1, D2, D3, D4, D5, D6, or D7 can be selected.
4. In D8-D15, D8, D9, D10, D11, D12, D13, D14 or D15 can be selected.
5. Click threshold Numeric Display Box to input the threshold to be set and

click the unit to confirm; or click Gear Input Box (- or +) or turn the General

knob to set the threshold, and click < > or press or to move

the cursor and select the digit to be set.
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6. Переключателем  справа от Label включите или отключите

метку канала.

• Стандартная метка канала. Нажмите  для выбора нужного

канала, затем нажмите поле метки. Выберите стандартную метку

регулятором General либо проведите пальцем вверх/вниз внутри списка

меток.

• Пользовательская метка канала. Нажмите  для выбора нужного

канала, затем нажмите поле ввода метки и введите строку с

появившейся буквенной клавиатуры.

7. В поле  нажмите  для выбора размера

отображения каналов.

• При числе каналов ≤ 8 доступны размеры Small, Medium или Large
(малый, средний, большой);
• При числе каналов > 8 доступны размеры Small или Medium (малый или
средний).
8. В поле  нажмите  для выбора порядка каналов.

При выборе D0–D15 каналы идут сверху вниз от D0 до D15; при выборе

D15–D0 — сверху вниз от D15 до D0.

9. При первом подключении логического пробника рекомендуется
выполнить его калибровку нуля. Нажмите  : появится

запрос. Нажмите Start для продолжения калибровки или Quit для выхода.

10. При автоматической настройке кнопкой Autoset учитывайте
следующее:

• Если LA включён и для запуска задан определённый канал,
функция Autoset выполняет настройку по этому
каналу.

• Если на заданном канале сигнал не обнаружен, настройка не
выполняется.
• Логический анализатор не поддерживает удержание состояния
включения

и связи канала.
• Заданный канал LA текущего запуска включается по умолчанию.
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6. Click the Switch to the right of the label item and select to show or not
show the channel label.

 Sets the common display label for the channel. Click to select the

channel you want to set, and then click table box to select some common
table by adjusting the General knob or slide your finger up and down
inside the label selection box.

 Sets the custom display label for the channel. Click to select the

channel you want to set, and then click the label input box and enter a
string through the letter keyboard that pops up.

7. InWaveform Size ,click to set the size of the channel display.

 When the number of channels is ≤8, the waveform size can be selected
as Small, Medium or Large;

 When the number of channels is ＞8, the waveform size can be selected
as Small or Medium.

8. In Auto Arrange, click to set the channel sort order. Select

D0-D15, the channels will be sorted from top to bottom from D0-D15;
Select D15-D0, the channels will be sorted from top to bottom for D15-D0.

9. When the logic probe is first connected to the oscilloscope, it is
recommended to perform a zero calibration for the probe. Click
ProbeCalibration to zero calibration. The screen will pop up a prompt
window. If you need to continue calibration, click Start, otherwise click
Quit.

10. When pressing the Autoset button for automatic configuration, please note
the following:

 If the Logic Analyzer (LA) is enabled and the trigger is set on a specific
channel, the Autoset function will configure the settings based on that
channel.

 If no signal is detected on the specified channel, the configuration will fail.
 The Logic Analyzer does not support channel switch hold or channel

coupling hold functions.
 The specified LA channel for the current trigger will be enabled by default.
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Примечание: для выбора канала нажмите его. Выбранная линия канала

отображается жёлтым.

Другие настройки

Раздел Others включает Display, Save, Reference, Self-Calibration,
ProbeCh., Network, About, Config и Hardware-Test.

Настройка отображения

Нажмите  в разделе Others главного меню в правом нижнем

углу экрана . Описание окна настройки Display приведено

в таблице ниже:

Меню Настр. Описание

Тип Точки
Векторы

Отображение только точек выборки.
Векторное заполнение соединяет соседние
точки выборки.

Persist

Выкл. 1 с 2
с 5 с Беско

нечно

Выбор времени послесвечения. Примечание:
поддерживаются CH1, CH2, CH3, CH4, FFT,
XY, DIR и математические операции с
осциллограммами.

Очистить
Удаление ранее накопленных результатов с
экрана. Осциллограф начнёт накопление
заново.

Яркость
сигнала

Регулировка интенсивности осциллограммы
ползунком. Перетащите ползунок справа от
Wave Intensity для задания яркости от 10% до
100%.

Цвет. шкала Включает/отключает цветовые градации.

Низкая
частота

обновления

Включение/выключение низкой частоты
обновления для наблюдения медленно
изменяющейся осциллограммы.

Сетка
FULL GRID

HALF
NONE

Выбор типа экранной сетки. • FULL: полная
сетка; включена вся фоновая сетка.
Отображается полное число делений
экранной сетки; включена вся фоновая сетка.
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Note: If you want to select any of the channels, click the channel, channel line

yellow is selected.

How To Set Others Modulation

Others modulation including: Display, Save, Reference, Self-Calibration,

ProbeCh., Network, About, Config, Hardware-Test.

How To Set Display System

Click Display in the others module in the main setting window at the bottom

right of the screen . The descriptions of Display setting window are as

shown in the table below:

Menu Settings Descriptions

Type Point
Vector

Only display the acquisition points.
Vector filling displays the space between
adjacent acquisition points in the middle.

Persist

Close
1Second
2Seconds
5Seconds
Infinity

Select the time of duration.
Note:Currently support CH1, CH2, CH3, CH4,
FFT, XY, DIR, waveform operation models.

Clear
Erase previously collected results from the
display. The oscilloscope will start cumulative
collection again.

Wave
Intensity

Slide adjusts the current wave intensity. Drag
the slider to the right of Wave Intensity item to
set waveform brightness. The adjustable range
is 10% to 100%.

Color Grade Open or close Color Grade function.

Low refresh
rate

Open or close Low refresh rate.You can
observe the waveform changing at a low refresh
rate .

Grid

FULL
GRID
HALF
NONE

Select the current screen grid type.
 FULL: Indicates that the number of display

grids on the screen is full. Open background
grid,indicates that the number of display
grids on the screen is full. Open background
grid.
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• GRID: точечная сетка; кроме линий шкалы,
между соседними линиями шкалы
отображаются ряды точек и линий,
образованные двумя короткими
горизонтальными штрихами. • HALF:
частичная сетка; часть фоновой сетки скрыта,
остаются основные линии. • NONE: сетка
отсутствует; вся фоновая сетка скрыта.

Яркость сетки

Ползунок справа от Grid Brightness задаёт
яркость сетки в диапазоне от 0% до 100%.

Прозрачность
окна

Ползунок справа от Window Transparency
задаёт яркость текущего окна в диапазоне от
0% до 100%.

Послесвечение:

Эта функция имитирует послесвечение электронно-лучевой трубки.
Цвет сохранённых исходных данных постепенно тускнеет, а новые
данные отображаются ярче. (1) Нажмите  в разделе Others

главного меню в правом

нижнем углу экрана

(2) В поле  выберите  или  . (3) В поле 

выберите время послесвечения:

 или  . При

выборе  точки сохраняются до изменения управляющего

значения. Выберите  для отключения послесвечения и очистки

экрана. (4) Нажмите  для удаления ранее накопленных

результатов с экрана. Осциллограф начнёт накопление заново.

Цветовая градация:
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 GRID: Point grid, representing the display
grid on the screen in addition to the grid
where the scale line is located, every two
adjacent scale lines between two small
horizontal lines formed a line of points and
lines.

 HALF: Semi-grid, indicating that the display
grid on the screen closes part of the
background grid, leaving only the main grid.

 NONE: No grid indicates that all background
grids are closed on the screen.

Grid
Brightness

Slide adjusts the current grid brightness. Drag
the slider to the right of Grid Brightness item to
set grid brightness. The adjustable range is 0%
to 100%.

Window
Transparency

Slide adjusts the current window brightness.
Drag the slider to the right of Window
Transparency item to set window brightness.
The adjustable range is 0% to 100%.

Afterglow:

When afterglow function is used, the afterglow display of image tube can

be simulated. The color of the original data retained is gradually lightened

and that of new data becomes brighter.

(1) Click Display in the others module in the main setting window at the

bottom right of the screen .

(2) Click Type to set it as Point or Vector.

(3) Select the duration in the duration display box of the Persist, including

Close, 1 Second, 2 Seconds, 5 Seconds and Infinity. When the

duration is Infinity, the recording point is maintained until the control

value is changed. Select Close to close the afterglow and clear the

display.

(4) Select Clear in the menu to erase previously collected results from the

display, and the oscilloscope will start cumulative collection again.

Color Grade:
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Функция цветовой градации показывает частоту появления
осциллограмм цветом. Тёплые цвета (красный/жёлтый) означают
более частое появление, холодные (синий/зелёный) — более
редкое.

(1) Нажмите  в разделе Others главного меню в правом

нижнем углу экрана

(2) Нажмите Color Grade. Выделенный справа переключатель
означает включение. Повторное нажатие отключает цветовую
градацию.

Сохранение и печать
Настройки пользователя: обычно при отсутствии действий в течение 10
секунд конфигурация сохраняется автоматически. При следующем
открытии приложения сохранённое состояние восстанавливается.
Нажмите  в разделе Others главного меню в правом нижнем

углу экрана . Команда Save в окне настройки сохраняет осциллограммы,

изображения и настройки на USB-накопитель или во внутреннюю память;
команда  печатает изображение экрана осциллографа. 

Описание окна настройки Save приведено в таблице ниже:

Меню Настр. Описание

Save

Тип
Wave

Image На
стройка

Выбор нужного меню функции.

При выборе типа Wave отображается следующее меню:

Путь
Выбор места сохранения: внутренняя
память или внешний USB-накопитель.

Формат Csv Zip
Matlab

Выбор формата сохранения
осциллограммы.

Источник

Выбор сохраняемых осциллограмм CH1
и/или CH2 и/или CH3 и/или CH4.
Выключенный канал сохранить нельзя.

Холодный Тёплый
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The color temperature display function uses the color level to indicate the
frequency of waveform occurrence. Warmer colors such as red/yellow
indicate more frequent waveforms, while cooler colors such as blue/green
indicate less frequent waveforms.

(1) Click Display in the others module in the main setting window at the

bottom right of the screen .

(2) Click Color Grade when the switch label is highlighted on the right, it is

enabled, click again to close the Color Grade.

How To Save And Print
User Configuration: Under normal circumstances, if there is no operation for 10
seconds, the configuration will be automatically saved, and the saved state will
be restored when the app is opened again.
Click Save in the others module in the main setting window at the bottom right

of the screen . Save oscilloscope waveform and picture, set to USB or

internal memory by operating Save in the setting window; operate Print to

print the image displayed on the oscilloscope screen.

The descriptions of Save setting window are as shown in the table below:

Menu Settings Descriptions

Save

Type
Wave
Image
Set

Select the function menu required.

When the type isWave, the menu shows as following:

Path Internal
External

Select the save path.Save in internal or
external USB storage.

Format
Csv
Zip

Matlab
Select the waveform save format.

Source

CH1
CH2
CH3
CH4

Select the waveform to be saved, it is available
to save CH1 and/or CH2 and/or CH3 and/or
CH4 waveforms(When a channel is not open,
it can not be saved).
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Названи
е

Сохранение осциллограммы под заданным
именем файла или именем по умолчанию.

Save Сохранение текущей осциллограммы.
При выборе типа Image отображается следующее меню:

Путь
Выбор места сохранения: внутренняя
память или внешний USB-накопитель.

Просмот
р

Открывает экран просмотра для сохранения
изображения.

Формат
Bmp
Png
Jpg
Tif

Выбор формата сохранения текущего
изображения экрана.

Инверси
я

Включение/выключение фона сохраняемого
изображения. При включённой инверсии
изображение сохраняется на белом фоне.

Time
(Время)

Включение/выключение времени печати на
изображении. При включении в правом
нижнем углу печатаемого изображения
указывается точное время его печати.

Названи
е

Сохранение изображения с заданным
именем или именем по умолчанию.

Save Сохранение текущей осциллограммы.
При выборе типа Set отображается следующее меню:

Настройк
а

User0 . . .
User9

Выбор ячейки хранения.

Save
Сохранение текущих настроек
осциллографа во внутренней памяти.

Нагрузка
Вызов настроек из текущей ячейки памяти.

Новое
имя

Переименование сохранённых параметров.
Нажмите поле Rename и введите строку с
появившейся буквенной клавиатуры.

Печать

Инверси
я

Включение/выключение фона печатаемого
изображения. При включённой инверсии
изображение печатается на белом фоне.

Time
(Время)

Включение/выключение времени печати на
изображении. При включении точное время
печати отображается в
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Name Save the wave by editing the file name or the
system default file name.

Save Save current waveform.
When the type is Image, the menu shows as following:

Path Internal
External

Select the save path.Save in internal or
external USB storage.

Browse Click to open the browse screen to save the
picture.

Format

Bmp
Png
Jpg
Tif

Select the save format of current screen
picture.

Inverse
Enable or disable picture save background;
when the color inverse is enabled, use the
white background to save the picture.

Time

Open or close the time for printing images.
When enabled, the printed image will display
the specific printing time of the image in the
lower right corner of the image.

Name Save the image by editing the file name or the
system default file name.

Save Save current waveform.
When the type is Set, the menu shows as following:

Set

User0
.
.
.

User9

Set storage location.

Save Save the current parameter settings of the
oscilloscope to the internal memory.

Load Calls the settings saved at the current storage
location.

Rename

Rename the currently saved parameter. Click
on the Rename Input Box and enter the string
directly through the alphabet keyboard that
pops up.

Print

Inverse

Open or close the save background for the
printed image. When inverting color is
opening , the image will be printed with a white
background.

Time
Open or close the time for printing images.
When enabled, the printed image will display
the specific printing time of the image in the
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правом нижнем углу изображения.

Area
Full

Screen W
aveform

Area

Выбор области печати. Full Screen — весь
экран осциллографа; Waveform Area —
только область осциллограммы на экране.

Справка
Открывает официальный сайт для загрузки
установочного пакета принтера.

Печать Выбор принтера и печать.

Печать изображения экрана

Для печати изображения с экрана прибора выполните следующее: 1.
Нажмите  в разделе Others главного меню в правом нижнем

углу экрана . Выполните печать, как показано ниже.

2. Установите приложение печати с сайта по шагам на рисунках 1–5. 1)
Нажмите Download для загрузки установочного пакета (рисунок 1).

1. Печать

2. Справка

3. Ссылка для загрузки программы
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lower right corner of the image.

Area
Full
Screen
Wavefor
m Area

Sets the type to print the current screen image.
Full Screen:Print the full screen image of the
oscilloscope；
Waveform Area:Print an image of the
waveform area on the oscilloscope screen.

Help Click and go to the official website to obtain
the printer installation package.

Print Click and select printer for image printing.

How To Print Screen Images

To print the image displayed on the instrument screen, follow the steps below:

1、Click Save in the others module in the main setting window at the bottom

right of the screen . Start print operation,as shown in the following picture.

2、In website install print app,steps as shown in Figute1 to Figure 5.

① Click Download to download installation package, as shown in Figure 1.
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Рисунок 1

2) Нажмите Open, чтобы открыть установочный пакет (рисунок 2).

Рисунок 2

3) Нажмите INSTALL для начала установки приложения печати (рисунок
3).

Загрузить программу:
нажмите Download

Открыть установщик:
нажмите Open

5.Use the Oscilloscope
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Figure 1

②Click Open to installation package, as shown in Figure 2.

Figure 2

③Click INSTALL,start to install print app, as shown in Figure 3.
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Рисунок 3

4) Процесс установки программы показан на рисунке 4.

Рисунок 4

5) По завершении установки нажмите OPEN для запуска приложения
(рисунок 5).

Нажмите INSTALL:
установка программы

Установка
программы
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Figure 3

④ Software install produce,as shown in Figure 4.

Figure 4

⑤After install success, click OPEN can open print app. As shown in Figure 5.
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Рисунок 5

3. Откройте установленное приложение печати (рисунок 6). Перейдите на
последнюю страницу и отметьте Agree для принятия лицензионного
соглашения и политики конфиденциальности. Нажмите I AGREE для
начала работы (рисунок 7).

Рисунок 6

Нажмите OPEN:
открыть программу
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Figure 5

3、Open the installed printing software, as shown in Figure 6. Go to the last

page and check "Agree" license agreement and privacy policy. Click "I

AGREE" to start using the software, as shown in Figure 7.

Figure 6
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Figure 6
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Рисунок 7

4. В интерфейсе приложения печати нажмите «Enable Wi-Fi to see nearby
printers» для подключения к Wi-Fi принтера (рисунок 8). Успешное
подключение Wi-Fi показано на рисунке 9.

Рисунок 8
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Figure 7

4、After entering the printing software interface, click "Enable Wi-Fi to see

nearby printers" to connect the printer's Wi-Fi, as shown in Figure 8. The

Wi-Fi connection is successful, as shown in Figure 9.

Figure 8
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Figure 7

4、After entering the printing software interface, click "Enable Wi-Fi to see

nearby printers" to connect the printer's Wi-Fi, as shown in Figure 8. The

Wi-Fi connection is successful, as shown in Figure 9.

Figure 8
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Рисунок 9

5. В меню ниже задайте параметры печати. Включите Inverse для печати
изображения на белом фоне. Включите Time для отображения точного
времени печати. Выберите область печати: Full Screen или Waveform
Area. Задав параметры, нажмите Print для перехода к интерфейсу
печати, показанному ниже.

6. Подключите прибор к принтеру, как показано ниже.
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Figure 9

5、In the menu below, set the printing parameters. Click to open Inverse , the

image will be printed with a white background. Click to open Time, the image

will display specific printing time of the image. Select printing area: Full

Screen orWaveform Area. After setting the parameters, click "Print" to enter

the print interface, as shown in the picture below.

6、Connect the instrument to the printer,as shown in the following picture.
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7. Нажмите  для настройки параметров: число копий,

формат

бумаги, цвет, ориентация, двусторонняя печать и страницы. Затем
нажмите значок печати для вывода изображения, как показано ниже.

Примечания:

• Печать изображений возможна только по сети; подключение USB для
печати не подходит.

• При печати отключите печать без полей в More options.

• При одновременном подключении Wi-Fi и сетевого кабеля принтер
может

Нажмите
значок:
печать
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7、Click can set the parameter including: Copies, Paper

Size, Color, Orientation, Two-sided and Pages. After setting, click the print icon

to print the image, as shown below.

Note:

 Image printing can only be printed over a network connection, USB

connection is not valid.

 When printing, turn off borderless printing in More options.

 If WIFI and network cable are connected at the same time, the printer may

5.Use the Oscilloscope

127

7、Click can set the parameter including: Copies, Paper

Size, Color, Orientation, Two-sided and Pages. After setting, click the print icon

to print the image, as shown below.

Note:

 Image printing can only be printed over a network connection, USB

connection is not valid.

 When printing, turn off borderless printing in More options.

 If WIFI and network cable are connected at the same time, the printer may



5. Работа с осциллографом

не обнаружиться. Не подключайте их одновременно.

Требования к USB-накопителю

Поддерживаемый формат USB-накопителя: файловая система
FAT32, размер единицы размещения не более 4 КБ. Поддерживаются
накопители большой ёмкости. Если накопитель работает некорректно,
отформатируйте его по указанным требованиям и повторите попытку.
Есть два способа форматирования: встроенными средствами
операционной системы компьютера и специальной программой.
Накопители ёмкостью от 8 ГБ можно форматировать только вторым
способом.

Форматирование USB-накопителя средствами системы

1. Подключите USB-накопитель к компьютеру.

2. Нажмите правой кнопкой «Компьютер» → «Управление», чтобы
открыть окно управления компьютером.  

3. Выберите «Управление дисками». Информация о USB-накопителе
отобразится справа в областях с красными отметками 1 и 2.
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not be found, do not connect at the same time.

USB Flash Drive Requirements

System-supported USB flash drive format: The file system type is FAT32

and the size of the allocation unit can not exceed 4K. Large-capacity USB flash

drive is supported. If the USB flash drive can not be used normally, format it

according to the above requirements and try again. There are two ways to format

a USB flash drive, namely format by using built-in function of computer system

and formatting software (USB flash drive not less than 8G can only be formatted

by the second method).

Use system-provided function to format the USB disk

1. Connect the USB disk to the computer.

2. Right click Computer-  Manage to enter Computer Management

interface.

3. Click Disk Management menu, and information about the USB disk will

display on the right side with red mark 1 and 2.
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Рисунок 5-10. Управление дисками компьютера

4. Нажмите правой кнопкой область 1 или 2, выберите  . В

предупреждении нажмите  .

Рисунок 5-11. Предупреждение при форматировании USB-накопителя

5. Задайте FAT32 и размер единицы размещения «По умолчанию».
Отметьте «Быстрое форматирование». Нажмите  , а затем «Да» в

предупреждении.   
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Figure 5- 10: Disk Management of computer
4. Right click 1 or 2 red mark area, choose Format. And system will pop up a

warning message, click Yes.

Figure 5- 11: Format the USB disk warning

5. Set File System as FAT32, Allocation unit size Default. Check "Perform a

quick format" to execute a quick format. Click OK, and then click Yes on

the warning message.
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Рисунок 5-12. Настройка форматирования USB-накопителя

6. Процесс форматирования.

Рисунок 5-13. Форматирование USB-накопителя

7. По завершении убедитесь, что файловая система — FAT32, а размер

единицы размещения — 4096.

Форматирование программой Minitool Partition Wizard

Адрес загрузки:
http://www.partitionwizard.com/free-partition-manager.html
Совет: существует много программ для форматирования
USB-накопителей. Здесь Minitool Partition Wizard приведена лишь как
пример.
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Figure 5- 12: Formatting the USB disk setting

6. Formatting process.

Figure 5- 13:Formatting the USB disk

7. Check whether the USB disk is FAT32 with allocation unit size 4096 after

formatting.

Use Minitool Partition Wizard to format

Download URL: http://www.partitionwizard.com/free-partition-manager.html

Tip: There are many tools for the USB disk formatting on the market, just take

Minitool Partition Wizard for example here.

http://www.partitionwizard.com/free-partition-manager.html
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1. Подключите USB-накопитель к компьютеру.

2. Откройте Minitool Partition Wizard.

3. В интерфейсе программы информация о USB-накопителе
отображается справа в областях с красными отметками 1 и 2.

Рисунок 5-14. Обновление списка дисков

4. Правой кнопкой нажмите область 1 или 2; выберите  .

Рисунок 5-15. Выбор форматирования

5. Задайте File System: FAT32, Cluster size: Default. Нажмите  .
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1. Connect the USB disk to the computer.

2. Open the software Minitool Partition Wizard.

3. Enter the app interface and information about the USB disk will display on

the right side with red mark 1 and 2.

Figure 5- 14:Reload Disk

4. Right click 1 or 2 red mark area, choose Format.

Figure 5- 15: Choose format

5. Set File System FAT32, Cluster size Default. Click OK.
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Рисунок 5-16. Параметры форматирования

6. Нажмите  слева вверху меню. В появившемся предупреждении

нажмите  для начала форматирования.

Рисунок 5-17. Применение настроек

7. Процесс форматирования.
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Figure 5- 16:Format setting

6. Click Apply at the top left of the menu. Then click Yes on the pop-up

warning to begin formatting.

Figure 5- 17:Apply setting

7. Formatting process.
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Рисунок 5-18. Процесс форматирования

8. USB-накопитель успешно отформатирован.

Рисунок 5-19. Успешное форматирование

Настройка опорной осциллограммы

В приборе можно хранить 100 опорных осциллограмм и отображать их
одновременно с текущей. После вызова сохранённой осциллограммы её
нельзя изменять. Окно настройки опорной осциллограммы показано
ниже:
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Figure 5- 18:Format process

8. Format the USB disk successfully.

Figure 5- 19: Format successfully

How To Set Reference Waveform

100 reference waveforms can be stored in the instrument, which can be

displayed with current waveform simultaneously. The stored waveform can not

be adjusted after being called.

The setting window of the reference waveform is shown as follows:
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Для сохранения осциллограммы CH1 в waveform0 выполните
следующее:

1. Включите канал CH1.

2. Нажмите  в разделе Others главного меню в правом

нижнем углу экрана

3. Откроется окно настройки. Нажмите  . Выделенный справа

переключатель означает включение.

4. В списке опорных осциллограмм нажмите 06 waveform6.

5. В поле  нажмите CH1 для выбора.

6. Нажмите  . Осциллограмма сохранится во внутренней памяти

осциллографа. Можно задать собственное имя или оставить имя
waveform6 по умолчанию.

7. Кнопка  показывает или скрывает выбранную опорную

осциллограмму. Выделенный справа переключатель означает
включение. За именем выбранной опорной осциллограммы в списке
появляется метка ; выбранная осциллограмма отображается на
экране, а её имя и связанные сведения — в правом нижнем углу
информационного поля опорной осциллограммы. 
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To store CH1 channel waveform to waveform0, operate according to the

following steps:

1. Open CH1 channel.

2. Click Reference in the others module in the main setting window at the

bottom right of the screen .

3. The setting window will display on the screen.Click Switch when the

switch label is highlighted on the right, it is enabled.

4. Click 06 waveform6 from the reference waveform list.

5. Click CH1 in the Source to highlight it.

6. Click Save and the waveform is saved in the internal memory of the

oscilloscope. It is available to customize the waveform name or save it

as the waveform6 by default.

7. Click Display can display or close the selected reference waveform.

When the switch label is highlighted on the right, it is enabled. There is

a label behind the name of reference waveform selected from the

reference waveform list, the selected reference waveform is displayed

on the screen and the waveform name and relevant information are

displayed at the lower right corner of the reference waveform

Information Box.
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При отключении отображения метка исчезает, а показанная на
экране опорная осциллограмма скрывается.

8. Нажмите  и выберите стандартный тип Common или свой

Custom. Для стандартного типа доступна 31 метка. Для своего типа
нажмите расположенное ниже поле ввода и введите нужную метку.
Эта функция одновременно переименовывает опорную
осциллограмму.

9. В числовом поле  задайте нужный масштаб напряжения

сохранённой осциллограммы.

10. В числовом поле  задайте нужное вертикальное

положение сохранённой осциллограммы. Нажмите  для

быстрого обнуления.

11. Нажмите  , чтобы вернуть масштаб напряжения и

вертикальное положение опорной осциллограммы к значениям,
указанным в информационном поле.

12. Информационное поле показывает выбранную опорную
осциллограмму.

Примечание: доступны опорные осциллограммы CH1, CH2, CH3,
CH4, Math и FFT.

Самокалибровка

Подробное описание см. в разделе «Самокалибровка», стр. 17.

Проверка пробника

Нажмите  в разделе Others главного меню в правом нижнем

углу экрана . На экране появится запрос «Probe Check».
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When the display switch is closed, the label disappears and the

reference waveform displayed on the screen will be hidden

accordingly.

8. Click Label to select a common type or a Custom type. When you

select a common type, you can select 31 types of labels. When you

select a Custom type, you can click the input box below to enter the

required labels. This function is synchronized to rename the reference

waveform name.

9. Click on the value input box of the Scale to set the desired value of the

stored waveform voltage.

10. Click on the value input box for Offset to set the desired vertical

position of the memory waveform, click can quickly return zero.

11. Click Reset to reset the voltage scale and vertical position of the

reference waveform to the scale and position displayed in the

information box.

12. Reference Waveform information box: Display the selected

reference waveform.

Note: The reference waveform can currently save the waveform in CH1,

CH2, CH3, CH4, Math, FFT mode.

How To Conduct Self-Calibration

Self-Calibration operation please refer to “How To Conduct Self-Calibration” on

Page 17 for detail.

How To Conduct Probe Check

Click ProbeCh. in the others module in the main setting window at the bottom

right of the screen . The “Probe Check” prompt box will pop up on the
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Нажмите Start для проверки пробника.

По завершении проверки на экране появятся результаты. Нажмите Quit.
При недостаточной или избыточной компенсации выполните действия из
раздела «Компенсация пробника», стр. 14.

Настройка сети

Для сетевого подключения используйте интерфейс  или модуль

Wi-Fi. 

• При подключении  вставьте сетевой кабель в разъём LAN на

задней панели прибора.

• Для  подключите внешний модуль Wi-Fi, нажмите  в области

системы Android на передней панели, затем нажмите  для входа

в настройки. Включите переключатель Wi-Fi — сеть подключится
автоматически. При первом подключении нажмите Wi-Fi ещё раз,
выберите нужную сеть, нажмите её имя и введите пароль Wi-Fi для
подключения. 
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screen.Click Start to perform the probe check.

After completing the probe check, the check results are displayed on the

screen and click Quit. If the result is undercompensation or

overcompensation, please refer to “How to Implement the Probe

Compensation” on Page 14 for specific operations.

How To Set Network

Conduct the network settings by using LAN interface orWIFI module.

 If the LAN interface is used, directly insert the network cable into the LAN

interface on the back of the instrument to complete the network connection

 If theWIFI module is used to connect the network, insert the external WiFi

module, press the Home key in the Android system area on the front panel,

click Settings to enter the setting interface, then clickWi-Fi switch to

enable it, and the network will be connected automatically. If it is the first

time to connect to WiFi, click it gain to select the WiFi account, then click

the account and enter the WiFi password to connect the network.
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Настройка службы обнаружения в сети

1. Нажмите   в разделе Others главного меню в правом

нижнем углу экрана

2. Нажмите  . Выделенный справа переключатель означает

включение. Для обнаружения в сети можно использовать программу LXI.
При отключённой функции это недоступно.

Примечание: после включения доступны сетевые службы без ввода
IP-адреса. Подробнее см. «ADS Android Application Manual» на
официальном сайте. Функцию поиска mDNS также можно встроить в
собственное программное обеспечение, чтобы находить прибор.

3. Самостоятельно загрузите программу с поиском mDNS. Далее
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How To Set Up a Network Discovery Service

1. Click Network in the others module in the main setting window at the

bottom right of the screen .

2. Click mDNS when the switch label is highlighted on the right,it is enable.

LXI software can be used for network discovery services; If this function is

disabled, it cannot be used.

Note:After this function is enabled, users can use network services without

entering an IP address. (For details, please go to the official website to obtain

the "ADS Android Application Manual"). At the same time, users can also

integrate mDNS search function through their own secondary development

software to query the instrument.

3. Please download your own software with mDNS lookup function. Now the
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для пояснения используется LXI Discovery Tool. Подробный порядок
действий приведён ниже: (1) Откройте приложение LXI, как показано
ниже.

(2) Нажмите  слева вверху и выберите  , как

показано ниже.

(3) Откроется интерфейс  , показанный ниже.
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LXI Discovery Tool software is taken as an example to explain, and the

detailed operation is as follows:

(1) Open LXI app, enter the app interface,as shown in the following picture.

(2) Click on the Settings in the top left corner and select "Advance View" as

shown below.

(3) Enter "Advance Settings View" interface, as shown below.
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(4) В окне Advance Settings View выберите mDNS, а в поле mDNS Service
Type — «_http._tcp», как показано ниже.

(5) После настройки нажмите  для поиска доступных устройств.

Отобразятся IP-адрес устройства и описание соответствующего прибора,
как показано ниже.
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(4) Under the“Advance Settings View”interface, select mDNS,mDNS

Service Type select“_http._tcp”, as shown below.

(5) After setting, click Search, available devices can be searched, and the IP

address of the device and the corresponding instrument description are

displayed,as shown below.
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(6) Выберите свой прибор. Нажмите его описание или  справа внизу
для перехода к странице входа сетевой службы, показанной ниже.

Заводские настройки

Для восстановления заводских настроек нажмите  в левом углу

экрана, затем  в окне заводских настроек. Если восстановление

не требуется, нажмите  .
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(6) Select your own instrument, click the corresponding instrument description

or click "Open Web Page" in the lower right corner to jump to the network

service login interface, as shown below.

Default

Restore the factory settings. Click Default shortcut in the left corner of screen

and click Confirm in the factory settings window, to restore the factory default

state; click Cancel if it is not needed.
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О приборе и приложении

Состоит из разделов «О приложении» и «О приборе». Первый
показывает последнюю версию прибора; второй — Product Model
(модель), Serial Number (серийный номер), System Version (версию
системы) и CheckSum (контрольную сумму).

Конфигурация

Нажмите  в разделе Others главного меню в правом нижнем

углу экрана . Здесь настраиваются другие вспомогательные функции

прибора.

Выбор языка

Выбор языка и синхронизации языка с системой.

• Нажмите  справа от поля языка для смены языка. При смене

языка нажмите  для перезапуска приложения и применения

настройки.

• Нажмите SyncSystem. Выделенный справа переключатель означает
включение; язык будет совпадать с системным. При выключении
используется заданный вами язык.

Настройка синхровыхода

Синхровыход обычно служит для синхронизации сигналов запуска или
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About

It is composed of About the Application and About the Instrument. The former
is to display the latest version of the instrument; and the latter is to show the
instrument Product Model, Serial Number, System Version and
CheckSum.

Configuration

Click Config in the others module in the main setting window at the bottom

right of the screen .Set up other auxiliary system functions in the

instrument.

Set Language

It is mainly used to set the language and choose whether to synchronize with

the system.

 Click on the right side of the language to switch languages. In

the process of switching languages, you need to click Confirm to restart

the application for the configuration to take effect.

 If you click SyncSystem, when the switch label is highlighted on the right,

it is enable, and the language is consistent with the system; If not enabled,

the language is the language you set.

Set SyncOutput

Synchronous output is generally used to synchronize trigger signals or
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результатов измерений с другими устройствами и системами для более
точных и полных измерений, анализа и управления. Предусмотрены
выход запуска и выход Pass/Fail, помогающие управлять запуском и
проверять правильность процесса измерения.

• Trigger: выход синхросигнала запуска. Позволяет прибору передавать
внутренний сигнал запуска другим устройствам, чтобы инициировать у
них измерение или запись;

• PassFail: определяет, находится ли входной сигнал в заданных верхнем
и нижнем пределах.

Формат отображения чисел

Задаёт формат отображения всех числовых значений прибора.

• В поле  выберите десятичный разделитель 

(точку) или  (запятую);

• В поле  выберите разделитель тысяч: 

(или  , в зависимости от десятичного разделителя) либо 

(пробел).

Примечание: если новый тип отличается от текущего, появится запрос
«restart application to become effective». Нажмите 

для перезапуска приложения и применения настройки.

Основные настройки
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measurement results with other devices or systems for more accurate and

comprehensive measurement, analysis, and control. The output types of the

synchronous output of this instrument are trigger output and pass/fail, which

can help the user better control and analyze the trigger and validity of the

measurement process.

 Trigger: The synchronous output trigger signal, that is, the trigger output

in the synchronous output allows the instrument to output its internal

trigger signal to other devices to control it to start measuring or recording

operations;

 PassFail: Detects and determines whether the input signal passes the

predefined upper and lower limits.

Set Display Format

It is mainly used to set the display format of all the values in the instrument.

 Click The Decimal Symbol to display the decimal symbol as a Point or

Comma;

 Click Thousand Separator to set a Comma (Point, subject to decimal

symbol) or a Space between thousand separators.

Note: If the symbol type is different from the current instrument, a prompt box

“restart application to become effective” will be popped up. Click Confirm

to restart the application to make the configuration effective.

Foundation Setting
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Window time: время отображения окна — Close (выкл.), 5 с, 10 с, 15 с, 20
с, 25 с, 30 с. По истечении заданного времени окно настройки
автоматически закрывается.  : нажмите Beeper. Выделенный

справа переключатель означает включение. После включения звуковые
подсказки сопровождают касания, нажатия и операции с панелью.

 : нажмите Operating lock. Выделенный справа
переключатель означает включение. Сенсорное управление и панель
блокируются. Для разблокировки трижды нажмите Run/Stop.

Проверка оборудования

Нажмите  в разделе Others главного меню в правом

нижнем углу экрана . Функция самопроверки прибора включает

проверку экрана и кнопок: поиск постоянно светящихся или неисправных
точек экрана, неверных, пропущенных или перепутанных кнопок прибора.

Кнопки выполнения операций

К ним относятся Run/Stop, Autoset и Single.

Автоматическая настройка:
Автоматически задаёт параметры управления для удобного

просмотра осциллограммы. При нажатии Autoset осциллограф быстро
обнаруживает сигнал автоматически. Параметры автоматической
настройки приведены ниже:

Параметр Настр.
Вертикальная связь DC (связь канала отключена)
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Window time: Set window display time, the value can be set Close, 5s, 10s,

15s, 20s, 25s, 30s. When the set time is up, the setting window will

automatically close.

Beeper: Click Beeper when the switch label is highlighted on the right, it is

enabled. After opening, there will be sound prompts for still and click

operations or panel operations.

Operating lock: Click Operating lock when the switch label is highlighted on

the right, it is enabled. After opening, the touch setting and panel operation are

disable, you need to press the Run/Stop button three times to unlock.

Hardware-Test

Click Hardware-Test in the others module in the main setting window at the

bottom right of the screen .The function is mainly for the self-inspection of

the instrument, including screen detection and key detection, which is used to

detect if there is any bright spots or bad spots on the screen, and if there is any

wrong key, missing key or reversed key on the instrument.

How To Use Execution Keys

The execution keys include Run/Stop, Autoset and Single.

Automatic Setting:
Set various control values automatically to generate the display
waveforms suitable for observation. Press Autoset key and the
oscilloscope will quickly detect the signal automatically.

The Function Items for Automatic Settings are shown in the table below:

Function Item Settings
Vertical Coupling DC(channel coupling remains closed)
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Вкл. канала
По наличию сигнала (включение
канала остаётся отключённым)

Масштаб Y Подбор подходящего масштаба
Полоса канала Текущее
Положение X Центр или ±2 дел.
Масштаб X Подбор подходящего масштаба
Тип запуска Нарастающий

Источник запуска CH1, CH2, CH3 или CH4
Связь запуска DC
Фронт запуска Текущее

Уровень запуска 50% размаха осциллограммы
Режим запуска

Вид экрана YT
Math Выкл.
БПФ Выкл.

Увеличение
осциллограммы

Выход

Годен/не годен Текущее

Определение типа сигнала при Autoset

Доступны четыре типа: синусоидальный или пилообразный;
прямоугольный или импульсный; постоянный уровень; неизвестный
источник. На экране появляется подсказка типа сигнала и
соответствующее нижнее меню.

Содержимое меню:

Синусоидальный или пилообразный сигнал: один период, несколько
периодов, отмена Autoset, вспомогательное меню.

Прямоугольный или импульсный сигнал: один период, несколько
периодов, нарастающий фронт, спадающий фронт, отмена Autoset,
вспомогательное меню.
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Channel switch Signal open or close (channel switch
remains closed)

Vertical Scale Adjust to the proper scale
Channel Bandwidth Current
Horizontal Position Center or two squares to left or right
Horizontal Scale Adjust to the proper scale
Trigger Type Rising
Trigger Signal Source CH1, CH2, CH3 or CH4
Trigger Coupling DC
Trigger Slope Current
Trigger Level At 50% of waveform
Trigger Mode Auto
Display Mode YT
Math Off
FFT Off
Waveform
Amplification Exit

Pass fail Current

Autoset judge waveforms type

There are four types:Sine wave or Ramp wave、Square wave or Pulse wave、

DC level、unknown source.

The waveform type prompt is displayed on the screen, and the corresponding

bottom menu is displayed.

Menu display:

Sine wave or Ramp wave: signal period, multi periods, cancel autoset,

auxiliary menu set.

Square wave or Pulse wave: signal period, multi periods, rising edge,

falling edge, cancel autoset, auxiliary menu set.
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Постоянный уровень: отмена Autoset, вспомогательное меню.
Неизвестный источник: отмена Autoset, вспомогательное меню.

Пояснения терминов:

Один период: отображение 1–2 периодов осциллограммы. Несколько
периодов: отображение нескольких периодов. Нарастающий фронт:
отдельное отображение нарастающего фронта меандра. Спадающий
фронт: отдельное отображение спадающего фронта меандра.
Отмена Autoset: возврат предыдущего меню и информации о
сигнале. Вспомогательное меню: переход в систему
вспомогательных меню, включая удержание включения и связи
канала.

• Channel switch hold: включение/выключение удержания включения
канала. При включении удержания Autoset проверяет четыре
аналоговых канала CH1, CH2, CH3 и CH4. Канал без обнаруженного
источника закрывается; при наличии источника подбирается
наилучший масштаб отображения. При включении удержания каналы
без сигнала закрываются, а Autoset проверяет только включённые
каналы.

• Channel coupling hold: включение/выключение удержания связи
канала. При включении удержания операция Autoset сохраняет
настройку связи; при отключении удержания по умолчанию
устанавливается связь DC.

Примечание: для автоматической настройки частота и амплитуда
измеряемого сигнала должны быть не менее 20 Гц и 5 мВ
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DC level: cancel autoset, auxiliary menu set.

Unknown source: cancel autoset , auxiliary menu set.

Partial description of nouns:

Signal period:Display 1~2 waveform periods.

Multi periods:Display multiple waveform periods.

Rising edge:Separate shows a rising edge of square wave.

Falling edge:Separate shows a falling edge of square wave.

Cancel autoset:Returns information about the last menu and signal.

Auxiliary menu set: Click to enter the auxiliary menu system, including

channel switch hold and channel coupling hold.

 Channel switch hold: Select open or close channel switch hold function.

If open channel switch hold, perform autoset will detect four analog

channels CH1, CH2, CH3 or CH4. If doesn’t detect channel source, it

will close the channel; if detect channel source,it will adjust the best

scale to display. If open channel switch hold,no signal channels are

closed and perform autoset operation only detect opening channel.

 Channel coupling hold: Select open or close channel coupling hold

function. If open channel coupling hold function, perform autoset

operation, channel coupling setting remain unchanged; if close

channel coupling hold function, channel coupling default is DC

coupling.

Note: If the automatic waveform setting is applied, the frequency and

amplitude of the measured signal shall not be less than 20Hz and 5mv,
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соответственно. При невыполнении этого условия автоматическая
настройка может не сработать.

Run/Stop: запуск и остановка сбора осциллограмм.

Примечание: после остановки масштаб по вертикали и развёртку
можно изменять в определённых пределах, что соответствует
растяжению сигнала по горизонтали или вертикали. При горизонтальной
развёртке 50 мс или меньше развёртку можно уменьшить ещё на 4
ступени. Single: кнопка сразу включает однократный запуск: после
обнаружения

одного события запуска прибор записывает осциллограмму и
останавливает сбор данных.
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respectively. If the condition is not met, the automatic waveform setting may be

invalid.

Run/Stop: Run and Stop the waveform acquisition.

Note: In the stop state, the vertical gear and horizontal time base of the

waveform can be adjusted within a certain range, equivalent to extend the

signal in the horizontal or vertical direction. When the horizontal time base

is 50ms or less, the horizontal time base can be extended down to 4

scale.

Single: Press this key to directly set the trigger mode as single, which is to

acquire a waveform when one trigger is detected and then stop

acquisition.
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6. Генератор сигналов произвольной
формы и функций

Информационное окно генератора

Информационное окно генератора сигналов произвольной формы и
функций расположено справа вверху экрана.

Обозначения: 1. Имя канала и состояние включения его выхода. 2.
Текущая форма сигнала. 3. Частота/период. 4. Амплитуда/высокий
уровень. 5. Смещение/низкий уровень. 6. Текущий режим модуляции.

Окно настройки генератора сигналов
произвольной
формы и функций

Информационное окно генератора сигналов произвольной формы и
функций расположено справа вверху экрана.
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6.Use Arbitrary Waveform/Function
Generator

Display window of arbitrary waveform/function generator

The display window of arbitrary waveform/function generator is located at the
upper right of the screen.

Descriptions:
1. Display the channel name and the channel output switch status.
2. Current waveform.
3. Display the frequency/period.
4. Display the amplitude/high level.
5. Display the offset/low level.
6. Display current modulation mode.

Setting Window of arbitrary waveform/function

generator

The display window of arbitrary waveform/function generator is located at the
upper right of the screen.
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Обозначения: 1. Включение/выключение выхода канала. 2. Выбор
нагрузки: High-Z (высокоомная) или Custom (своя, от 1 Ом до 10 кОм; по
умолчанию 50 Ом). 3. Область выбора формы сигнала. 4. Область
настройки выходных параметров.

Подключение выхода

Подключите BNC-кабель к выходу генератора AFG на задней панели
осциллографа. Нажмите ON/OFF на передней панели. Для просмотра
сигнала генератора подключите другой конец BNC-кабеля ко входному
каналу на задней панели осциллографа.

Настройка канала

• Включение/выключение выхода канала. Нажмите ON/OFF на передней
панели для включения/выключения соответствующего выхода. При
включённом выходе кнопка соответствующего канала подсвечивается.

Выбор формы сигнала

(1) Нажмите информационное окно AFG для открытия окна настройки

генерато
ра.
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Descriptions:
1. Enable or disable the channel output.
2. Select the load: High-Z or Custom load (Range is 1Ω to 10kΩ,default is

50Ω).
3. Waveform selection area.
4. Output parameter setting area.

Connect the output end

Connect the BNC cable to the signal generator output of the AFG on the back
panel of the oscilloscope.
Press the ON/OFF button on the front panel. To see the output of the signal
generator, connect the other end of the BNC cable to the signal input channel
on the back panel of the oscilloscope.

Set the channel

 How to enable/disable the channel output
Press ON/OFF key of the front panel to enable/disable the output of
corresponding channel. The key light of corresponding channel turns on when
the output is enabled.

Set the waveform

(1) Click AFG display window to display the setting window of the signal

generator.
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(2) В нижней части окна выберите нужную форму сигнала и
соответствующее меню настройки. (3) В меню настройки задайте
параметры нужного сигнала. Пример: нажмите Frequency в нижнем меню.
Если вместо Frequency отображается только Period, нажмите заголовок
для переключения на Frequency. Задайте нужное значение одним из
способов ниже.

Есть 3 способа изменения выбранного параметра: • Экранной
цифровой клавиатурой: нажмите числовое поле; на появившейся
клавиатуре непосредственно введите нужное значение.

• Кнопками пошагового ввода:

Сброс Назад

Закрыть

Нажмите или
поверните ручку:
ввод прокруткой

Подтвердить
ввод,

минимум
и максимум

Единица: нажмите
для подтверждения
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(2) Select the waveform required and corresponding waveform setting menu

from the menu items at the lower part of the window.

(3) Operate the setting menu to set the parameters of the waveform required.

Example: Press Frequency in the menu below (if there is only Period other
than Frequency, click the title to switch it to Frequency), and set the required
value, the specific methods are as follows.

There are 3 methods to change the parameter values selected:
 Use digital soft keyboard input mode: Click Numeric Display Box and

the soft keyboard appears, and input the required value directly.

 Use gear input mode:
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• Регулятором General: поворачивайте его для увеличения/уменьшения
разряда у курсора. Нажмите

  для перемещения курсора влево/вправо; подробнее см.

схему пошагового ввода.

Доступные параметры каждой формы сигнала:
Название Пункты меню

Синус Част./период, ампл./выс. ур., смещение/низ. ур.
Меандр Част./период, ампл./выс. ур., смещение/низ. ур.

Пила
Частота/период, амплитуда/высокий уровень,
смещение/низкий уровень, симметрия

Импульс
Частота/период, амплитуда/высокий уровень,
смещение/низкий уровень, длительность/заполнение

Шум Амплитуда/высокий уровень, смещение/низкий уровень
Произвол

ьная
Частота/период, амплитуда/высокий уровень,
смещение/низкий уровень, встроенная/внешняя

Пример настройки синусоидального выходного сигнала:

Нажмите информационную панель AFG справа на экране. Откроется
окно настройки AFG, показанное ниже:

Разряд числа Закрыть

Сменить режим
ввода числа

Уменьшить число
в выбранном разряде

Сдвинуть
курсор
влево

Курсор
вправо

Увеличить число
в выбранном разряде

Проведите пальцем
вверх/вниз, чтобы

изменить число
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 Use General Knob: Turn General Knob to increase or decrease the value
at the cursor. Press / to move the cursor left and right, see
the gear input mode diagram for details.

Parameters that can be set for each waveform:

Name Menu Items
Sine Frequency/Period, Amplitude/High level, Offset/Low level
Square Frequency/Period, Amplitude/High level, Offset/Low level

Ramp Frequency/Period, Amplitude/High level, Offset/Low level,
Symmetry

Pulse Frequency/Period, Amplitude/High level, Offset/Low level,
PulseWidth/Duty cycle

Noise Amplitude/High level, Offset/Low level

Arbitrary Frequency/Period, Amplitude/High level, Offset/Low level,
Built-in/External

Taking output sine wave as an example, the setting steps are as follows:

Click the AFG information display bar on the right of the screen, and the
screen displays the AFG setting window, as shown below:
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1. Нажмите  для включения переключателя. 2. Нажмите

High-Z/Custom для выбора нагрузки; своя нагрузка — от 1 Ом до 10 кОм.
3. Выберите  . 4. Выберите форму  (синусоида). 5.

Настройте  . Белая надпись Frequency и серая Period

означают настройку частоты; серая Frequency и белая Period —
настройку периода. Нажатие Frequency/Cycle переключает частоту и
период. 6. Настройте  . Белая Amplitude и серая

High Level означают настройку амплитуды; серая Amplitude и белая High
Level — высокого уровня. Нажатие Amplitude/High level переключает
амплитуду и высокий уровень. 7. Настройте  . Белая

Offset и серая Low Level означают настройку смещения; серая Offset и
белая Low Level — низкого уровня. Нажатие Offset/Low Level
переключает смещение и низкий уровень. Примечание: параметры
меандра, пилы, импульсного сигнала и шума настраиваются аналогично.

Встроенные формы сигналов

Доступны 28 встроенных форм. Для выбора выполните следующее: (1)
Нажмите информационное окно AFG для открытия окна настройки
генератора.
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1. Click Output to highlight the switch.
2. Click High-Z/Custom load to set the required load mode, and the custom

load ranges from 1Ω to 10kΩ.
3. Select Elementary.
4. Select Sine for the waveform type.
5. Set Frequency/Period; when the frequency font is white and the cycle

font is gray, the frequency value can be set; when the frequency font is
gray and the cycle font is white, the cycle value can be set. Click
Frequency/Cycle to switch between the frequency and the cycle.

6. Set Amplitude/High Level; when the amplitude font is white and the high
level font is gray, the amplitude value can be set; when the amplitude font
is gray and the high level font is white, the high level value can be set.
Click Amplitude/High level to switch between the amplitude and the high
level.

7. Set Offset/Low Level; when the offset font is white and the low level font
is gray, the offset value can be set; when the offset font is gray and the low
level font is white, the low level value can be set. Click Offset/Low Level
to switch between the offset and the low level.

Note: For the parameter settings of square wave, ramp wave, pulse wave and
noise wave, refer to the operations mentioned above.

Output Built-in Waveform

There are 28 kinds of built-in waveforms. To select the built-in waveform, follow
the steps below:
(1) Click AFG display window to display the setting window of the signal

generator.
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(2) Выберите Arb в нижнем меню и нажмите Built-in External. (3) Выберите
категорию встроенных форм: Engineering,

Maths, Medical, Trigonometric или Others. Пример: выберите
Others.

(4) Нажмите DC для выдачи постоянного напряжения.
Таблица встроенных форм сигналов

Название Описание
Инженерные

Butterworth Фильтр Баттерворта

Combin Комбинированная функция

CPulse Сигнал C-Pulse

RoundsHalf Полукруглая волна

BandLimited Сигнал с ограниченной полосой

BlaseiWave Взрывная вибрация: время/скорость

Chebyshev1 Фильтр Чебышёва I типа

Chebyshev2 Фильтр Чебышёва II типа

DampedOsc Затухание: время/перемещение

DualTone Двухтоновый звуковой сигнал
Математика

Besselj Функция Бесселя I рода

Bessely Функция Бесселя II рода

Log Десятичный логарифм

X^2 Квадратичная функция

X^3 Кубическая функция
Медицина

LFPulse Низкочастотный импульс для электротерапии

Tens1 Сигнал нейроэлектростимуляции 1

EOG Электроокулограмма
Тригонометрия

CosH Гиперболический косинус

Cot Котангенс

CotH Гиперболический котангенс

CotHCon Вогнутый гиперболический котангенс

Csc Косеканс

CscCon Вогнутый косеканс

CscPro Выпуклый косеканс

CscH Гиперболический косеканс

CocHCon Вогнутый гиперболический косеканс
Прочие
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(2) Select Arb in the menu below and click Built-in External.

(3) Select the classification of the built-in wave in the menu: Engineering,

Maths, Medical, Trigonometric or Others. For example, select Others.

(4) Click DC to output the DC voltage waveform.

Built-in Waveform Table
Name Explanation
Engineering
Butterworth Butterworth filter
Combin Combined function
CPulse C-Pulse signal
RoundsHalf Half-round wave
BandLimited Band limited signal
BlaseiWave Blasting vibration "time-vibration speed" curve
Chebyshev1 Type I Chebyshev filter
Chebyshev2 Type II Chebyshev filter
DampedOsc Damped oscillation "time-displacement" curve
DualTone Dual audio signal
Maths
Besselj Type I Bessel function
Bessely Type II Bessel function
Log Base 10 logarithmic function
X^2 Square function
X^3 Cubic function
Medical
LFPulse Low frequency pulse electrotherapy waveform
Tens1 Neuroelectric stimulation therapy waveform 1
EOG Electrooculogram
Trigonometric
CosH Hyperbolic cosine
Cot Cotangent function
CotH Hyperbolic cotangent
CotHCon Concave hyperbolic cotangent
Csc Cosecant
CscCon Recessed cosecant
CscPro Raised cosecant
CscH Hyperbolic cosecant
CocHCon Depressed hyperbolic cosecant
Others
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DC Постоянный сигнал

Выдача модулированного сигнала

Поддерживаются амплитудная (AM), частотная (FM), фазовая (PM)
модуляция и частотная манипуляция (FSK). Нажмите панель AFG справа
на экране. В открывшемся окне нажмите Composite и выберите
Modulation. В меню Type выберите тип модуляции. Для отключения
модуляции снова откройте окно генератора и выберите Continue в поле
Composite. Доступные параметры разных типов модуляции приведены
ниже.

Тип Настр.
AM Mod.Wave, Mod.Freq, Mod.Depth
FM Mod.Wave, Mod.Freq, девиация частоты
PM Mod.Wave, Mod.Freq, Phase.Dev
FSK Mod.Freq, Hop Freq

На примере амплитудной модуляции AM порядок
настройки следующий:
1. Нажмите панель AFG справа для открытия

окна настройки AFG.

2. Выберите  , затем  .

3. В меню  выберите тип модуляции  .

4. Нажмите  и выберите форму модулирующего сигнала:

синусоида, меандр, пила или шум.

5. Нажмите  для задания частоты модуляции. Подробнее см.

«Три способа изменения выбранного параметра».

6. Нажмите  для задания глубины модуляции. Подробнее см.

«Три способа изменения выбранного параметра». Частотная модуляция
FM, фазовая модуляция PM и частотная манипуляция FSK
настраиваются аналогично AM.
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DC DC signal

Output Modulation Waveform

Supported modulation types include: Amplitude Modulation (AM), Frequency
Modulation (FM), Phase Modulation (PM) and Frequency-shift Keying (FSK).

Click the AFG information display bar at the right side of the screen to pop up
the AFG setting window, click Composite and select Modulation; click Type
menu to select the modulation type. To disable the modulation, pop up the
signal source setting window again, select Continue in the Composite.
Parameters that can be set for various modulation types.

Type Settings
AM Mod.Wave, Mod.Freq, Mod.Depth
FM Mod.Wave, Mod.Freq, Frequency deviation
PM Mod.Wave, Mod.Freq, Phase.Dev
FSK Mod.Freq, Hop Freq
Taking the Amplitude Modulation (AM) parameters as an example, the
setting steps are as follows:
1. Click the AFG information display bar at the right side of the screen to pop

up the AFG setting window.
2. Select Composite and select Modulation.
3. Click Type menu and select AM as the modulation type.
4. Click Mod.Wave and select the modulation waveform required, including

Sine Wave, Square Wave, Ramp Wave and Noise Wave.
5. Click Mod.Freq to set the modulation frequency required. Refer to “Three

Methods to Change the Selected Parameter Values” for specific setting
mode.

6. Click Mod.Depth to set the modulation depth required. Refer to “Three
Methods to Change the Selected Parameter Values” for specific setting
mode.

For the parameter settings of Frequency Modulation (FM), Phase Modulation
(PM) and Frequency-shift Keying (FSK), refer to “Amplitude Modulation (AM)”
for details.
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7. Технические характеристики
Если не указано иное, характеристики относятся к цифровому
осциллографу с ослаблением пробника 10X.

• Прибор должен непрерывно работать более 30 минут при указанной
рабочей температуре.

• При изменении рабочей температуры не менее чем на 5 °C необходимо
открыть меню системных функций и выполнить самокалибровку (см.
«Самокалибровка», стр. 17). Все характеристики, кроме отмеченных
«тип.», гарантируются.

Осциллограф

Вертикальная система

Аналоговые каналы

Характеристики Описание
Входная связь DC, AC, земля

Импеданс входа 1 МОм ±2%, параллельно 20 пФ ±5 пФ

Настройка
коэффициента

ослабления
пробника

10.00 µX, 20.00 µX, 50.00 µX, 100.00 µX,
200.00 µX, 500.00 µX, 1.00 mX, 2.00 mX,
5.00 mX, 10.00 mX, 20.00 mX, 50.00 mX,
100.00 mX, 200.00 mX, 500.00 mX, 1.00 X,
2.00 X, 5.00 X, 10.00 X, 20.00 X, 50.00 X,
100.00 X, 200.00 X, 500.00 X, 1.00 kX, 2.00
kX, 5.00 kX, 10.00 kX, 20.00 kX, 50.00 kX

1.00µX - 1.00MX

Макс. входное
напряжение

≤300 В RMS

Разрешение Y 12 бит
Чувствит. Y 200 мкВ/дел. – 10 В/дел. [1]

Смещение
±2 В (200 мкВ/дел. – 200 мВ/дел.); ±80 В (500
мВ/дел. – 10 В/дел.)

Аналоговая
полоса

ADS912A/ADS914A 125 MHz
ADS922A/ADS924A 250 MHz

Полоса однокр. Полная полоса
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7.Technical Specifications
Unless otherwise stated, all technical specifications apply to digital

oscilloscope with the attenuation switch of the probe set to 10X.

 The instrument must be operated continuously for more than thirty minutes

under the specified operating temperature.

 If the operating temperature range changes not less than 5℃, it is required

to open the system function menu and execute “Self-calibration” program

(See “How to conduct self-calibration” in Page 17).

All specifications are guaranteed except those marked with “Typical”.

Oscilloscope

Vertical System

Analog Channel
Characteristics Instruction

Input Coupling DC, AC, Ground
Input Impedance 1 MΩ±2%, parallel with 20 pF±5 pF

Probe attenuation
coefficient setting

Common

10.00µX,20.00µX,50.00µX,100.00µX,
200.00µX,500.00µX,1.00mX,2.00mX,
5.00mX,10.00mX,20.00mX,50.00mX,
100.00mX,200.00mX,500.00mX,1.00X,
2.00X,5.00X,10.00X,20.00X,50.00X,
100.00X,200.00X,500.00X,1.00kX,2.00kX,
5.00kX,10.00kX,20.00kX, 50.00kX

Custom 1.00µX - 1.00MX
Maximum Input
Voltage ≤300 Vrms

Vertical Resolution 12 bits
Vertical Sensitivity 200 µV/div～10 V/div [1]

Displacement ±2 V (200 µV/div – 200 mV/div)
±80 V (500 mV/div – 10 V/div)

Analog bandwidth ADS912A/ADS914A 125 MHz
ADS922A/ADS924A 250 MHz

Single bandwidth Full bandwidth
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Нижняя частота
(связь AC, -3 дБ)

≥10 Гц (на BNC)

Время нарастания
(на BNC, тип.)

ADS912A/ADS914A ≤2,8 нс
ADS922A/ADS924A ≤1,4 нс

Точность
усиления DC

≤1 mV 3%
2 mV 2%
≥5 mV 1.5%

Точность по
постоянному току

(усреднение)

Разность напряжений двух усреднений ≥16
осциллограмм при одинаковых настройках и
условиях среды (△V): ±(2% показания + 0,05 дел.)

Развязка каналов
50 Гц: 100:1; 10 МГц: 40:1

Межканальная
задержка (тип.)

150 пс

Инверсия Есть

Полоса 20 МГц, полная полоса
Описание:
[1] 200 мкВ/дел. — цифровое увеличение масштаба 1 мВ/дел.

Горизонтальная система

Аналоговые каналы

Характеристики Описание
Развёртка

(с/дел.)
1 нс/дел. – 1000 с/дел., шаг 1–2–5

Точность
развёртки

±25 ppm (тип., температура среды +25 °C)

Точность
измерения

интервала (△T),
DC – 100 МГц

Однократно: ±(1 интервал дискретизации + |точность
развёртки| × показание + 0,2 нс). Усреднение >16: ±(1
интервал дискретизации + |точность развёртки| ×
показание + 0,1 нс)

Дискретизация
0.05 Sa/s�2.5 GSa/s

Глубина памяти 100M
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Low Frequency
(AC coupling,
-3dB)

≥10 Hz (at BNC )

Rising Time(at
BNC, typical)

ADS912A/ADS914A ≤ 2.8 ns
ADS922A/ADS924A ≤ 1.4 ns

DC Gain Accuracy
≤1 mV 3%
2 mV 2%
≥5 mV 1.5%

DC accuracy
(average)

Delta Volts between any two averages of ≥16
waveforms acquired with the same scope setup and
ambient conditions (△V): ±(2% rdg + 0.05 div)

Channel–channel
isolation

50 Hz: 100:1
10 MHz: 40:1

Time delay
between
channel(typical)

150 ps

Waveform inverted Support
Bandwidth limit 20 MHz, full bandwidth
Description:
[1] : 200 µV/div is a digital magnification of 1mV/div.

Horizontal System

Analog Channel
Characteristics Instruction

Scanning speed
(s/div) 1 ns/div - 1000s/div, step by 1-2-5

Time base
accuracy ±25 ppm (typical value, ambient temperature: +25℃)

Time interval
(△T)
measurement
accuracy(DC ～

100MHz)

Single:
±(1 interval time+|time base accuracy|×reading+0.2 ns)
Average>16:
±(1 interval time +|time base accuracy|×reading+0.1 ns)

Sampling rate
range 0.05 Sa/s～2.5 GSa/s

Maximum
Storage Depth 100M
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Система сбора данных

Характеристики Описание
Режим сбора Выборка, пики, выс. разр., среднее, сегменты

Макс. частота
выборки

реального
времени

Четыре канала, два канала [1] 500 Мвыб/с
Два канала [2] 1 Гвыб/с
Один канал 2 GSa/s

Скорость записи
В реальном времени: 50 000 осц./с
Сегментированный сбор: 700 000 осц./с

Длина записи

1 тыс., 10 тыс., 100 тыс., 1 млн, 10 млн, 25 млн, 50
млн, 100 млн точек

Примечание: длина записи меняется в зависимости
от числа включённых каналов и режима сбора.

Интерполяция Auto, Sinx/x, x

Пояснения:

[1] Только для четырёхканальных моделей: для указанной максимальной
частоты двухканального сбора одновременно включены CH1 и CH2 либо
CH3 и CH4. [2] Только для четырёхканальных моделей: для указанной
максимальной частоты двухканального сбора включено не более одного
канала из CH1/CH2 и не более одного из CH3/CH4.

Запуск

Система запуска

Характеристики Описание
Источник запуска CH1, CH2, CH3, CH4, LA

Режим запуска Auto, Normal, Single

Тип запуска

По фронту, видео, длительности импульса,
крутизне, неполному импульсу, оконный, тайм-ауту,
N-му фронту, логический, RS232/UART, I2C, SPI,
CAN, LIN

Установка уровня
50% (тип.)

Частота входного сигнала ≥50 Гц

Смещение
запуска

По длине записи и развёртке
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Acquire System

Characteristics Instruction
Acquire mode Sample, Peak, High Res, Average, Segmentation
Maximum
real-time acquire
rate

Four Channel, Dual Channel[1] 500 MSa/s
Dual Channel[2] 1 GSa/s
Single Channel 2 GSa/s

Waveform
capture rate

Real-time acquire: 50,000 wfms/s
Segment acquire: 700,000 wfms/s

Record length
1k,10k,100k,1M,10M,25M,50M, 100M

Note: The record length is dynamic, changing with the
number of channel openings and acquire mode

Interpolation Auto, Sinx/x, x

Description:

[1] : Limited to four-channel models, the maximum real-time sampling rate of
dual channels must be one of the following conditions: CH1 and CH2 are both
on, or CH3 and CH4 are both on.

[2]: Limited to four-channel models, the maximum real-time sampling rate of
two channels should meet one of the following conditions: only one channel of
CH1 and CH2 can be turned on, and only one channel of CH3 and CH4 can be
turned on.

Trigger

Trigger System

Characteristics Instruction
Trigger source CH1, CH2, CH3, CH4, LA
Trigger mode Auto, Normal, Single

Trigger type

Edge trigger, Video trigger, Pulse trigger, Slope trigger,
Runt trigger, Windows trigger, Timeout trigger, Nth
trigger, Logic trigger, RS232/UART trigger, I2C trigger,
SPI trigger, CAN trigger, LIN trigger

50% level setting
(typical) Input signal frequency ≥ 50 Hz

Trigger
displacement According to Record length and time base
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Задержка От 100 нс до 10 с

Чувств. запуска 0,3–10 дел.
Уровень запуска ±4 дел. от центра экрана

Типы запуска

Характеристики Описание

Запуск по
фронту

Связь DC, AC, HF

Фронт Нарастающий, спадающий

Запуск по
видеосигналу

Модуляция
Стандартные системы вещания
NTSC, PAL и SECAM

Диапазон
номеров строк

1–525 (NTSC) и 1–625
(PAL/SECAM)

Запуск по
длительности

импульса

Условие запуска
Положительный импульс: >, <, =
Отрицательный импульс: >, <, =

Длит. импульса
От 30 нс до 10 с

По наклону Условие запуска
Положительный импульс: >, <, =
Отрицательный импульс: >, <, =

Время От 30 нс до 10 с

Запуск по
неполному

импульсу (Runt)
Условие запуска

Положительный импульс: >, <, =
Отрицательный импульс: >, <, =

Время От 30 нс до 10 с

Запуск по окну Условие запуска

Положительный импульс: вход
выше амплитудного окна, выход из
него и время выше окна
Отрицательный импульс: вход за
амплитудное окно, выход из него и
время за окном

Время 30 нс – 10 с
Запуск по
тайм-ауту

Фронт Нарастающий, спадающий
Время простоя 30 нс – 10 с

По N-му фронту
Фронт Нарастающий, спадающий

Время простоя 30 нс – 10 с
Число фронтов 1 ~ 128

Логический
запуск

Логика AND, OR, XOR,XNOR
Режим входа H, L, X, нарастающий, спадающий

Выходной
режим

Goes True, Goes False, Is True >, Is
True <, Is True =

Запуск
RS232/UART

Полярн. Прямая, инверсная
Start, Error, Chk Error, Data

Скорость Стандартная, произвольная
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Holdoff range 100 ns to 10s
Trigger sensitivity 0.3 div ~ 10 div
Trigger level range Internal ±4 divs from the center of the screen

Trigger Type

Characteristics Instruction
Edge
Trigger

Couple DC, AC, HF
Slope Rising, Falling

Video Trigger
Modulation Support standard NTSC, PAL and

SECAM broadcast systems
Line number
range

1-525 (NTSC) and 1-625
(PAL/SECAM)

Pulse Trigger
Trigger condition Positive pulse: ＞, ＜, ＝

Negative pulse: ＞, ＜, ＝
Pulse Width
range 30 ns to 10 s

Slope
Trigger

Trigger condition Positive pulse: ＞, ＜, ＝

Negative pulse: ＞, ＜, ＝
Time setting 30 ns to 10 s

Runt Trigger Trigger condition Positive pulse: ＞, ＜, ＝

Negative pulse: ＞, ＜, ＝
Time setting 30 ns to 10 s

Windows
Trigger

Trigger condition

Positive pulse: superamplitude entry,
superamplitude exit, and
superamplitude time
Negative pulse: superamplitude entry,
superamplitude exit, and
superamplitude time

Time setting 30 ns ~ 10 s
Timeout
Trigger

Slope Rising, Falling
Idle Time 30 ns ~ 10 s

The Nth Edge
Trigger

Slope Rising, Falling
Idle Time 30 ns ~ 10 s
Edge Number 1 ~ 128

Logic trigger

Logic Mode AND, OR, XOR,XNOR
Input Mode H, L, X, Rising, Falling

Output Mode Goes True, Goes False, Is True >,
Is True <, Is True =

RS232/UART
Trigger

Polarity Normal, Inverted
Trigger Condition Start, Error, Chk Error, Data
Baud Rate Common, Custom
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Holdoff range 100 ns to 10s
Trigger sensitivity 0.3 div ~ 10 div
Trigger level range Internal ±4 divs from the center of the screen

Trigger Type

Characteristics Instruction
Edge
Trigger
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Slope Rising, Falling

Video Trigger
Modulation Support standard NTSC, PAL and
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Line number
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Pulse Trigger
Trigger condition Positive pulse: ＞, ＜, ＝
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Pulse Width
range 30 ns to 10 s

Slope
Trigger

Trigger condition Positive pulse: ＞, ＜, ＝
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Time setting 30 ns to 10 s

Runt Trigger Trigger condition Positive pulse: ＞, ＜, ＝

Negative pulse: ＞, ＜, ＝
Time setting 30 ns to 10 s

Windows
Trigger

Trigger condition

Positive pulse: superamplitude entry,
superamplitude exit, and
superamplitude time
Negative pulse: superamplitude entry,
superamplitude exit, and
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Time setting 30 ns ~ 10 s
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Trigger
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The Nth Edge
Trigger

Slope Rising, Falling
Idle Time 30 ns ~ 10 s
Edge Number 1 ~ 128

Logic trigger

Logic Mode AND, OR, XOR,XNOR
Input Mode H, L, X, Rising, Falling

Output Mode Goes True, Goes False, Is True >,
Is True <, Is True =

RS232/UART
Trigger

Polarity Normal, Inverted
Trigger Condition Start, Error, Chk Error, Data
Baud Rate Common, Custom
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Data Bits 5, 6, 7, 8 битов

Запуск по I2C

Условие запуска
Start, Restart, Stop, Ack Lost, Addr,
Data, Addr/Data

Диапазон
адресов/длина в

байтах

7 битов → 0–127
8 битов → 0–255
10 битов → 0–1023

Число байтов От 1 до 5

Запуск SPI

Условие запуска
Тайм-аут От 30 нс до 10 с
Data Bits От 4 до 32 битов

Фронт Нарастающий, спадающий

Запуск CAN

Тип сигнала CAN_H, CAN_L, TX, RX, DIFF

Условие запуска
Start, Type, Data, ID, ID/Data, End,
Lost, Error

Скорость Стандартная, произвольная
Точка выборки От 0,5% до 95%

Тип кадра Data, Remote, Error, Overload

Запуск LIN Условие Break, ID, ID/Data, Data Error
Скорость Стандартная, произвольная

Осциллограмма

Измерения осциллограмм

Характеристики Описание

Курсорные
измерения

△V, △T, △T&△V между курсорами, автокурсор, окна
XY/FFT/ZOOM, проценты экрана

Число 2 пары курсоров XY

Ручной
режим

△V, △T

Режим
слежения

При фиксированной оси Y отслеживаются
напряжение и время точки
осциллограммы X.
При фиксированной оси X отслеживаются
напряжение и время точки
осциллограммы Y.

Курсор ав
тоизмере

ний

Показ курсора при автоизмерениях.

Режим
XY

Измерение параметров напряжения
соответствующих каналов при развёртке
XY: X = канал 1, Y = канал 2
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Data Bits 5 bits, 6 bits, 7 bits, 8 bits

I2C Trigger

Trigger Condition Start, Restart, Stop, Ack Lost, Addr,
Data, Addr/Data

Address Range
/Byte Length

7 bits---->0 to 127
8 bits---->0 to 255
10 bits--->0 to 1023

ByteLength 1 to 5

SPI Trigger

Trigger Condition Timeout, CS
Timeout value 30 ns to 10s
Data Bits 4 bits to 32 bits
Edge Rising, Falling

CAN Trigger

Signal Type CAN_H, CAN_L, TX, RX, DIFF

Trigger Condition Start, Type, Data, ID, ID/Data, End,
Lost, Error

Baud Rate Common, Custom
Sample Point 0.5% to 95%
Frame Type Data, Remote, Error, Overload

LIN Trigger Condition Break, ID, ID/Data, Data Error
Baud Rate Common, Custom

Waveform

Waveform Measurement

Characteristics Instruction

Cursor
Measurement

△V, △T, △T&△V between cursors, auto cursor, support
XY/FFT/ZOOM window, based on screen percentage
Number 2 pairs of XY cursors
Manual
mode △V, △T

Tracing
mode

The voltage value and time value of the X
waveform point are tracked by fixing the Y
axis
The fixed X-axis tracks the voltage value and
time value of the Y waveform point

Auto
measurem
ent cursor

Allows the cursor to be displayed during
automatic measurements

XY Mode

The voltage parameters of the corresponding
channel waveforms were measured in XY
timebase mode
X= Channel 1, Y= Channel 2
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Автоматические
измерения

Число
43 автоматических измерения; до 8
отображаются одновременно

Источник
CH1 - CH4

Область
Основная развёртка, расширенная
развёртка, область курсоров

Вертикал
ь

Period, +Width, Rise Time, +Duty,
Frequency, -Width, Fall Time, -Duty и
ScrDuty

По гориз.
Vavg, Vpp, Vamp, StdDev, Vmax, Vtop,
VRMS, Overshoot, Vmin, Vbase, CycRms и
Preshoot

Комбинир
ованные

+PulseCnt, -PulseCnt, RiseCnt, FallCnt,
Area и CycArea

Канал

Математические
операции

+, -, *, /, &&, ||, ^, !, Tan, Intg, Diff, Sqrt, Lg, Ln, Exp, Abs,
Sine, CoSin, пользовательская функция, цифровой
фильтр (ФНЧ, ФВЧ, полосовой, режекторный), FFT
(Vrms, dBVrms, Radians, Degrees)

Анализ осциллограмм

Характеристики Описание

Проверка
допуска

Сравнение сигнала с пользовательским правилом
(шаблоном) с подсчётом годных, негодных и общего
числа тестов. Результат может вызывать
немедленный останов, звуковой сигнал и снимок
экрана.

Источник CH1 - CH4

Тип
Горизонтальные, вертикальные и
другие параметры измерения

Измерение
Статистика данных: годен, не годен и
общее число

Режим сбора
Поддерживаются все режимы, кроме
Zoom, XY, FFT и прокрутки

Цвет. шкала
Трёхмерная интенсивность сигнала, >16 уровней
цветовой температуры, 256 градаций цвета

Источник CH1 - CH4
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Auto
measurement

Number 43 automatic measurements with up to 8
measurements displayed simultaneously

Measurem
ent source CH1 - CH4

Measurem
ent area

Primary time base, extended time base,
cursor area

Vertical
Period, + Width, Rise Time, +Duty,
Frequency, - Width, Fall Time, -Duty and
ScrDuty

Horizontal
Vavg, Vpp, Vamp, StdDev, Vmax, Vtop,
VRMS, Overshoot, Vmin, Vbase, CycRms
and Preshoot

Blend +PulseCnt, -PulseCnt, RiseCnt, FallCnt, Area
and CycArea

Channel

Delay(1 -2 ), Delay(1 -2 ),
Delay(1 -2 ), Delay(1 -2 ),
Phase(1 -2 ), Phase(1 -2 ),
Phase(1 -2 ), Phase(1 -2 ),
FRR(1 -2 ), FRF(1 -2 ), FFR(1 -2 ),
FFF(1 -2 ), LRR(1 -2 ), LRF(1 -2 ),
LFR(1 -2 ) and LFF(1 -2 )

Mathematical
operation

+, -, * ,/ ,&& ,||, ^, ！, Tan, Intg, Diff, Sqrt, Lg, Ln, Exp,
Abs, Sine, CoSin, User Defined Function, digital filter
(low pass, high pass, band pass, band reject), FFT(Vrms,
dBVrms, Radians, Degrees)

Waveform Analysis

Characteristics Instruction

Pass Fail

The signal under test is compared with a user-defined
rule (template), providing the number of passes, failures,
and the total number of tests. Pass/fail events can trigger
immediate stop, buzzer, and screenshot.
Source CH1 - CH4

Type Horizontal, vertical and other
measurement items

Measurement Data statistics: Pass, Fail and the total
number

Acquire mode All modes are supported except Zoom,
XY, FFT and scroll

Color Grade
Provide three view of waveform intensity, color
temperature level >16, 256 color scale display
Source CH1 - CH4
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Яркость осц
иллограммы

Яркость

Только основные сигналы

Декодирование
Характеристики Описание

Число
декодирований

2; оба протокола можно декодировать и переключать
одновременно

Декодирование RS232/UART, I2C, SPI, LIN, CAN
Декодирование TX/RX шины RS232/UART до 10
Мбит/с (5–8 бит), с настройкой чётности (нечётная,
чётная, без проверки) и стоповых битов (1–2).
Источник: CH1–CH4.

Декодирование адресов I2C (с битом чтения/записи
или без него), данных и ACK. Источник: CH1–CH4.

Декодирование MISO/MOSI шины SPI (4–32 бита).
Режимы: тайм-аут и выбор кристалла CS. Источник:
CH1–CH4.

Декодирование кадров удалённого запроса CAN до 1
Мбит/с (ID, число байтов, CRC), перегрузки и данных
(стандартный/расширенный ID, управление, данные,
CRC, ACK). Типы: CAN_H, CAN_L, TX, RX, DIFF.
Источник: CH1–CH4.

Декодирование LIN версий 1.X или 2.X до 10 кбит/с.
Декодирование и показ синхронизации,
идентификатора, данных и контрольной суммы.
Источник: CH1–CH4.

Диаграмма Боде
Характеристики Описание

Нач. частота 10 Гц – 25 МГц

Кон. частота 10 Гц – 25 МГц
Точек/декаду 10 ~ 100
Амплитуда 2mV ~ 6V

AFG

Характеристики Описание
Канал 1
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Waveform
brightness brightness

Acquire mode Only basic waveforms are supported

Decode
Characteristics Instruction

Decode Number 2, Both protocol types can be decoded and switched
simultaneously

Decode Type RS232/UART, I2C, SPI, LIN, CAN

RS232/UART

Decode RS232/UART bus TX/RX signals at speeds up
to 10 Mb/s (5 to 8 bits), supporting parity bit (odd parity,
even parity, or no parity) and stop bit (1 to 2 bits)
configuration.
Source Channel: CH1~CH4

I2C
Decode the I2C bus addresses (including or excluding
the read/write bit), data, and ACK.
Source Channel: CH1~CH4

SPI
Decode SPI bus MISO/MOSI data (4 to 32 bits). The
mode supports timeout and chip select (CS).
Source Channel: CH1~CH4

CAN

Decode remote frames of the CAN bus at speeds up to
1 Mb/s (ID, byte count, CRC), as well as overload
frames and data frames (standard/extended ID, control
field, data field, CRC, ACK). Supported CAN bus signal
types include CAN_H, CAN_L, TX, RX and DIFF.
Source Channel: CH1~CH4

LIN

Decode LIN bus versions 1.X or 2.X, with speeds up to
10 kb/s. Decode and display synchronization, identifier,
data, and checksum.
Source Channel: CH1~CH4

Bode Plot
Characteristics Instruction

Start frequency 10 Hz ~ 25 MHz
End frequency 10 Hz ~ 25 MHz
Points/Decade 10 ~ 100
Amplitude 2mV ~ 6V

AFG

Characteristics Instruction
Channel 1
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Decode Type RS232/UART, I2C, SPI, LIN, CAN

RS232/UART

Decode RS232/UART bus TX/RX signals at speeds up
to 10 Mb/s (5 to 8 bits), supporting parity bit (odd parity,
even parity, or no parity) and stop bit (1 to 2 bits)
configuration.
Source Channel: CH1~CH4

I2C
Decode the I2C bus addresses (including or excluding
the read/write bit), data, and ACK.
Source Channel: CH1~CH4

SPI
Decode SPI bus MISO/MOSI data (4 to 32 bits). The
mode supports timeout and chip select (CS).
Source Channel: CH1~CH4

CAN

Decode remote frames of the CAN bus at speeds up to
1 Mb/s (ID, byte count, CRC), as well as overload
frames and data frames (standard/extended ID, control
field, data field, CRC, ACK). Supported CAN bus signal
types include CAN_H, CAN_L, TX, RX and DIFF.
Source Channel: CH1~CH4

LIN

Decode LIN bus versions 1.X or 2.X, with speeds up to
10 kb/s. Decode and display synchronization, identifier,
data, and checksum.
Source Channel: CH1~CH4
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Част. выборки 160 MSa/s

Разрешение Y
14 бит

Макс. частота
30 MHz

Формы сигналов

Стандартн
ые

Синусоида, прямоугольник, пила,
импульс, шум

Произв.
формы

28 встроенных форм, включая
Butterworth, X^2 и EOG

Частотные параметры
Синусоида 1 мкГц – 30 МГц

Меандр 1 мкГц – 15 МГц

Пила 1 мкГц – 1 МГц

Импульсы 1 мкГц – 10 МГц

Шум (-3 дБ) 20 МГц (гауссов белый шум)

Произвольная
(кроме DC)

1 мкГц – 10 МГц

Разрешение
частоты

1 мкГц или 9 значащих цифр

Стабильность
частоты

±25 ppm, от 0 до 40 °C

Старение частоты
±25 ppm в год

Амплитудные параметры

Выходная
амплитуд

а

High Z
От 2 мВ п-п до 10 В п-п (≤10 МГц); от 2 мВ п-п до 5 В
п-п (≤30 МГц)

50Ω
От 1 мВ п-п до 5 В п-п (≤10 МГц); от 1 мВ п-п до 2,5 В
п-п (≤30 МГц)

Точность
амплитуды

±(1% настройки + 1 мВ размах) (тип.: синус 1 кГц,
смещение 0 В)

Разрешение
амплитуды

1 мВ размах или 5 битов

Диапазон
смещения

DC
(AC+DC)

High Z
±5 В пик – амплитуда В п-п/2 (≤10 МГц); ±2,5 В пик –
амплитуда В п-п/2 (≤30 МГц)

50Ω
±2,5 В пик – амплитуда В п-п/2 (≤10 МГц); ±1,25 В пик
– амплитуда В п-п/2 (≤30 МГц)

Точность
смещения DC

±(1% |настройки| + 1 мВ + амплитуда размах × 0,5%)

Шаг смещения 1 мВ п-п

Импеданс выхода 50 Ом (тип.)
Параметры форм сигналов
Синус
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Sample Rate 160 MSa/s
Vertical
Resolution 14 bits

Maximum
frequency 30 MHz

Waveform

Standard
waveforms

Sine wave, square wave, ramp wave,
pulse wave, noise

Arbitrary
waveforms

Butterworth, X^2 and EOG etc 28 built-in
waveforms

Frequency Feature
Sine wave 1 μHz to 30 MHz
Square wave 1 μHz to 15 MHz
Ramp wave 1 μHz to 1 MHz
Pulse wave 1 μHz to 10 MHz
Noise wave(-3 dB) 20 MHz (Gaussian white noise)
Arbitrary
wave(except DC) 1 μHz to 10 MHz

Frequency
resolution 1 μHz or 9 significant figures

Frequency
stability ±25 ppm, 0 to 40℃

Frequency aging
rate ±25 ppm per year

Amplitude characteristic

Output
amplitude

High Z 2 mVpp to 10 Vpp (≤10 MHz)
2 mVpp to 5 Vpp (≤30 MHz)

50Ω 1 mVpp to 5 Vpp (≤10 MHz)
1 mVpp to 2.5 Vpp (≤30 MHz)

Amplitude
accuracy ±(1% of setting + 1 mVpp) (typical 1kHz sine,0V offset)

Amplitude
resolution 1mVpp or 5 bits

DC offset
range
(AC+DC)

High Z ±5 Vpk - Amplitude Vpp/2 (≤10 MHz)
±2.5 Vpk - Amplitude Vpp/2 (≤30 MHz)

50Ω ±2.5 Vpk - Amplitude Vpp/2 (≤10 MHz)
±1.25 Vpk - Amplitude Vpp/2 (≤30 MHz)

DC offset
accuracy ±(1 % of |setting|+ 1 mV + amplitude Vpp * 0.5%)

Offset resolution 1 mVpp
Output Impedance 50Ω (typical)
Waveforms characteristic
Sine
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Неравномерность
полосы (1 В п-п,

отн. 1 кГц, 50 Ом)

≤10 МГц: ±0,3 дБ ≤30 МГц: ±0,5 дБ

Гармонические
искажения

Тип. (0 dBm): DC – 1 МГц: <-65 dBc; 1–30 МГц: <-60
dBc

Коэффициент
гармоник

<0,2%, 10 Гц - 20 кГц, 1 В размах

Негармонические
искажения

Тип. (0 dBm): ≤10 МГц: <70 dBc; >10 МГц: <70 dBc + 6
с/звуковой интервал

Фазовый шум
Типовое значение (0 дБм, отстройка 10 кГц)
10 МГц: ≤−110 дБн/Гц

Меандр
Нарастание/спад <20 нс

Джиттер 200 пс +25 ppm

Выброс <5%
Пила

Линейность
<1% максимального выхода (тип. 1 кГц, 1 В п-п,
симметрия 50%)

Симметрия 0–100%
Импульс

Период От 100 нс до 1 Мс

Длительность ≥64 нс

Выброс <5%

Джиттер 200 пс +25 ppm
Шум

Тип Гауссов белый шум

Полоса (-3дБ) 20MHz
Произвольная

Полоса 10 MHz

Длина формы От 2 до 8192 точек

Част. выборки 160 MSa/s

Точность
амплитуды

14 бит

Параметры модуляции
Тип модуляции AM, FM, PM, FSK

AM
Несущая Синус, меандр, пила, Arb (не DC)

Внутренняя
модуляция

Синусоида, меандр, пила, шум
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Bandwidth
flatness(1Vpp,rela
tive 1kHz,50Ω)

≤10 MHz: ±0.3 dB
≤30 MHz: ±0.5 dB

Harmonic
distortion

Typical value (0dBm)
DC to 1 MHz: <-65 dBc
1 MHz to 30 MHz: <-60 dBc

Total harmonic
distortion <0.2%, 10Hz to 20kHz, 1Vpp

Non-harmonic
distortion

Typical value(0dBm)
≤10 MHz: <70 dBc
>10 MHz: <70 dBc + 6 c/sound interval

Phase noise Typical value(0dBm,10kHz offset)
10MHz: ≤-110dBc/Hz

Square
Rising falling time <20 ns
Jitter 200 ps +25 ppm
Overshoot <5%
Ramp

Linearity <the 1% of maximum output (typical value 1 kHz,1 Vpp,
symmetry50%)

Symmetry 0% to 100%
Pulse
Period 100 ns to 1Ms
Pulsewidth ≥64 ns
Overshoot <5%
Jitter 200 ps +25 ppm
Noise
Type Gaussian white noise
Bandwidth (-3dB) 20 MHz
Arbitrary
Bandwidth 10 MHz
Waveforms length 2 to 8192 points
Sample rate 160 MSa/s
Amplitude
accuracy 14 bits

Modulation characteristic
Modulate type AM, FM, PM, FSK
AM
Carrier Sine, Square, Ramp, Arb(Except DC)
Internal
modulation Sine, Square, Ramp, Noise
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форма

Частота
внутренней АМ

От 2 мГц до 20 кГц

Глубина 0–100%
FM

Несущая Синус, меандр, пила, Arb (не DC)

Внутренняя
модулирующая

форма

Синусоида, меандр, пила, шум

Частота
внутренней
модуляции

От 2 мГц до 20 кГц

Девиация частоты От 2 мГц до частоты несущей
PM

Несущая Синус, меандр, пила, Arb (не DC)

Внутренняя
модулирующая

форма

Синусоида, меандр, пила, шум

Частота
внутренней ФМ

(фазовой)

От 2 мГц до 20 кГц

Диапазон
девиации фазы

От 0° до 180°

FSK
Несущая Синус, меандр, пила, Arb (не DC)

Скорость FSK От 2 мГц до 100 кГц

Частота FSK 1 мкГц – макс. частота несущей
Диапазон и чувствительность (без модулирующего источника)

Сопр. входа 1M Ω

Частотомер

Характеристики Описание
Источник CH1, CH2, CH3, CH4, D0–D15, Follow trigger

Тип измерения
Частота, период

Статистический
параметр

Тип, максимум, минимум, среднее

Макс. частота
Макс. аналоговая полоса
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waveform
Internal amplitude
modulation
frequency

2 mHz to 20 kHz

Depth 0% to 100%
FM
Carrier Sine, Square, Ramp, Arb(Except DC)
Internal
modulation
waveform

Sine, Square, Ramp, Noise

Internal
modulation
frequency

2 mHz to 20 kHz

Frequency offset 2 mHz to Carrier frequent
PM
Carrier Sine, Square, Ramp, Arb(Except DC)
Internal
modulation
waveform

Sine, Square, Ramp, Noise

Internal phase
modulation
frequency

2 mHz to 20 kHz

Phase deviation
range 0° to 180°

FSK
Carrier Sine, Square, Ramp, Arb(Except DC)
FSK rate 2 mHz to 100kHz
FSK hopfreq 1 μHz to Maximum frequency of corresponding carrier
Voltage range and sensitivity(No modulation source)
Input resistance 1M Ω

Counter

Characteristics Instruction
Source CH1, CH2, CH3, CH4, D0-D15, Follow trigger
Measurement
type Frequency, period

Statistic
parameter Type, Max, Min, Avg

Maximum
frequency Maximum analog bandwidth
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Разрешение 6 бит

DVM

Характеристики Описание
Источник CH1, CH2, CH3, CH4

Функция AC RMS, DC, AC+DC RMS
Разрешение 4 бита

Предупреждения
о пределах

Задание верхнего/нижнего предела, условия выхода
за пределы и предупреждения

LA

Характеристики Описание
Вертикаль

Входные каналы
16 [D0:D15], две группы: D0–D7 и D8–D15

Диапазон порога ±20,0 В, шаг 10 мВ

Точность порога
±(100 мВ + 3% установки порога)

Выбор порога
TTL, CMOS, ECL, PECL, свой

Макс. входное
напряжение

±40 В пик, CAT I; мгновенное перенапряжение 800 В
пик

Динамический
диапазон входа

±10 В + порог

Минимальный
размах входа

500 мВ п-п

Импеданс входа 100 кОм || 8 пФ
Разрешение Y 1 бит

По гориз.

Мин. длит.
обнаруж.
импульса

5 нс

Максимальная
входная частота

200 MHz

Межканальная
задержка

±5 нс
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Resolution 6 bits

DVM

Characteristics Instruction
Source CH1, CH2, CH3, CH4
Function AC RMS, DC, AC+DC RMS
Resolution 4 bits

Limit warnings Support upper and lower limit setting, over-limit
condition setting, over-limit prompt

LA

Characteristics Instruction
Vertical

Input channel 16 [D0:D15] , One group is D0 to D7, and one group is
D8 to D15

Threshold range ±20.0 V, step by 10 mV
Threshold
accuracy ± (100 mV+3% threshold setting)

Threshold
selection TTL, CMOS, ECL, PECL, custom

Maximum input
voltage

±40 V peak CAT I; The instantaneous overvoltage is 800
Vpk

Maximum input
dynamic range ±10 V + threshold

Minimum input
signal swing 500 mVpp

Input impedance 100 kΩ || 8 pF
Vertical resolution 1 bit
Horizontal
Minimum
detectable pulse
width

5 ns

Maximum input
frequency 200 MHz

Time delay
between channels ± 5 ns
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Команды

Характеристики Описание
Общая

поддержка
Стандартный набор команд SCPI

Ошибка:
описание

Сообщение об ошибке

Поддержка
отчётности о

состоянии

Отчётность о состоянии

Поддержка
механизмов

синхронизации

Синхронизация

Общие технические характеристики

Экран
Характеристика Описание

Тип экрана 7-дюймовый цветной ЖК-дисплей

Разрешение
дисплея

1024 (по горизонтали) × 600 (по вертикали) пикселей

Цвета дисплея 24 цвета, TFT

Сетка 18 делений по горизонтали × 8 по вертикали

Послесвечение
Выкл., бесконечность, настраиваемое время (1, 2 или
5 секунд)

Уровень яркости 256 уровней

Процессорная система

Характеристика Описание

Память системы 2GB RAM

Операционная
система

Android

Внутренняя энер
гонезависимая

8GB

Выход компенсатора пробника

Характеристики Описание

Выходное
напряжение (тип.)

Около 3,3 В размах, ≥1 МОм

Частота (тип.) 1 кГц, меандр
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Command

Characteristics Instruction
Common
support Supports the standard SCPI command set

Error message
Definition Error Message

Support status
reporting
mechanism

Status Reporting

Support for
synchronization
mechanisms

Synchronization

General Technical Specification

Display
Characteristic

s
Instruction

Display Type 7 inch Colored LCD (Liquid Crystal Display)
Display
Resolution 1024 (Horizontal) × 600 (Vertical) Pixels

Display Colors 24 colors, TFT
Grid 18 horizontal cells * 8 vertical cells

Afterglow Off, infinity, adjustable time (1 second, 2 seconds, 5
seconds)

Brightness level 256 levels

Processor system

Characteristic
s

Instruction
System memory 2GB RAM

Operating
system Android

Internal
non-volatile
memory

8GB

Output of the Probe Compensator

Characteristics Instruction
Output
voltage(typical) About 3.3 V, with the Peak-to-Peak voltage ≥1MΩ

Frequency(typical) 1 kHz Square
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Прочее

Характеристики Описание

Интерфейс связи
HDMI; USB Device ×1; USB Host ×1; Trig Out (P/F);
LAN

Питание Разъём питания Type-C [1]; DC: 12 В, 4 А

Потребление ≤48W

Сенсорный экран Ёмкостный мультитач

Пояснение:

[1] Без генератора: адаптер должен поддерживать согласование питания
12 В/≥3 А. С генератором: адаптер должен поддерживать согласование
питания 12 В/≥4 А.

Условия среды

Характеристики Описание

Температура
Рабочая: 0–40 °C Хранения: -20…+60 °C

Отн. влажность ≤90%

Высота
Работа: 3000 м
Хранение: 15 000 м

Охлаждение Вентилятор

Механические характеристики

Характеристики Описание

Габариты 260 мм (Д) × 160 мм (В) × 78 мм (Ш)

Масса Около 1,5 кг

Периодичность регулировки:
Рекомендуемый межкалибровочный интервал — один год.
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Others

Characteristics Instruction
Communication
Interface

HDMI; USB device *1, USB Host *1 ; Trig Out(P/F);
LAN interface

Power Supply Type-C power supply interface[1]; DC:12V 4A
Power
Consumption ≤48W

Touch Screen Multi-touch Capacitive screen

Description:

[1]: Without generator:the adapter is required to support a handshake protocol
of 12V/≥3A. With generator: the adapter is required to support a handshake
protocol of 12V/≥4A.

Environment

Characteristics Instruction

Temperature
Working temperature: 0℃ ～ 40℃
Storage temperature: -20℃ ～ +60℃

Relative humanity ≤90%

Height
Operating: 3,000 m
Non-operating: 15,000 m

Cooling Method Fan cooling

Mechanical Specifications

Characteristics Instruction
Dimension 260 mm(L)*160 mm(H)*78 mm(W)

Weight Approx. 1.5kg

Interval Period of Adjustment:
One year is recommended for the calibration interval period.
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8. Приложение

Приложение A. Принадлежности

(Окончательный состав определяется поставкой.)

Стандартные принадлежности:

Шнур
питания

Краткое
руководство USB-кабель Пробник Адаптер

питания

Дополнительные принадлежности:

Кабель BNC —
зажимы «крокодил»

Приложение B. Уход и очистка

Общий уход
Не храните и не оставляйте прибор там, где ЖК-экран длительно
подвергается прямому солнечному свету. Осторожно: во избежание
повреждения прибора и пробника не допускайте

попадания на них аэрозолей, жидкостей или растворителей. Очистка

Осматривайте прибор и пробники с периодичностью, необходимой в
условиях эксплуатации. Для очистки наружных поверхностей выполните
следующее:

1. Удалите пыль с прибора и пробника мягкой тканью.
При очистке ЖК-экрана не царапайте его прозрачное защитное
покрытие.
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8.Appendix
Appendix A: Accessories

(The accessories subject to final delivery.)

Standard Accessories:

Power Cord Quick Guide USB Cable Probe Power Supply
Adaptor

Optional Accessories:

BNC to alligator
clip cable

Appendix B: General Care And Cleaning

General Care
Do not store or leave the instrument where the liquid crystal display will be

exposed to direct sunlight for long periods of time.

Caution: To avoid any damage to the instrument or probe, do not exposed it to
any sprays, liquids, or solvents.

Cleaning
Inspect the instrument and probes as often as operating conditions

require.

To clean the instrument exterior, perform the following steps:

1. Wipe the dust from the instrument and probe surface with a soft cloth. Do
not make any scuffing on the transparent LCD protection screen when
clean the LCD screen.



8. Приложение

2. Перед очисткой отключите питание осциллографа. Протрите прибор
мягкой влажной тканью без капель воды. Используйте мягкое моющее
средство или чистую воду. Чтобы не повредить прибор и пробник, не
применяйте агрессивные химические чистящие средства.

Предупреждение: перед включением убедитесь, что
прибор полностью высох. Влага может вызвать короткое
замыкание или травму.

Дистрибьютор:
ООО «Техника-М»

109428, Москва, 1-й Институтский проезд, 1с4 (4 эт., оф. 402)
Телефоны: (499) 288-8-9-10, (495) 709-34-26
http://www.technica-m.ru
e-mail: technica-m@mail.ru
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2. Disconnect power before cleaning your Oscilloscope. Clean the instrument
with a wet soft cloth not dripping water. It is recommended to scrub with soft
detergent or fresh water. To avoid damage to the instrument or probe, do
not use any corrosive chemical cleaning agent.

Warning: Before power on again for operation, it is required to confirm
that the instrument has already been dried completely,
avoiding any electrical short circuit or bodily injury resulting
form the moisture.


